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Abstract of the contribution: The present contribution proposes a key issue on ProSe Group Communication for inclusion in TR 23.703.
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5.M
Key Issue #M: ProSe Group Communication
5.M.1
General description and assumptions

This key issue focuses on the following Stage 1 requirements in TS 22.278 [x]:

A public safety UE in or out of E-UTRAN coverage shall be capable of transmitting data to a group of public safety UEs using ProSe Group Communications with a single transmission, assuming they are within transmission range, authenticated and authorised.

Authentication shall allow for security-enablement of large groups, regardless of whether group members have discovered each other in or out of E-UTRAN coverage.

A ProSe-enabled public safety UE in or out of E-UTRAN coverage shall be capable of transmitting data to a group of ProSe-enabled public safety UEs directly using ProSe Group Communications.

A public safety UE in or out of E-UTRAN coverage shall be capable of receiving a ProSe Group Communications transmission, of which it is a group member, regardless of whether or not it has been discovered by the transmitting UE.

An authorised public safety UE in or out of E-UTRAN coverage shall be capable of sending a broadcast message to all authorised public safety UEs within transmission range, regardless of group membership, using ProSe Broadcast Communications in a single transmission.

The following assumptions apply:

· ProSe Group Communication and ProSe Broadcast Communication apply to Public Safety UEs only;

Service continuity between infrastructure path and direct path is not required for ProSe Group Communication and ProSe Broadcast Communication.
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