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Abstract of the contribution: The contribution proposes to expand the key issue on Public Safety UE-to-Network Relay, as initially proposed in S2-132272. The text initially proposed in S2-132272 could not be agreed in SA2#97 because of the unclear work split between ProSe and GCSE_LTE work items with respect to public safety relays. Now that there is a common ProSe/GCSE_LTE agenda item in SA#98 dedicated to relays, it is assumed that agreeing a more detailed description of the key issue will be helpful in guiding the discussions. Once a solution is selected for specification, its ProSe and GCSE_LTE specific components can be clearly identified (this would be needed only if there are separate specifications dedicated to ProSe and GCSE_LTE aspects, which may not be the case). It is proposed to agree the contribution for inclusion in TR 23.768.
######################### TEXT PROPOSAL FOR TR 23.768 #########################
5.2
Key Issue #2: GCSE_LTE interaction with ProSe UE-to-Network Relays

5.2.1
General description

A public safety ProSe-enabled UE not served by E-UTRAN can take part in a Group Communication of one or more GCSE Groups for which it is authorised via a ProSe UE-to-Network Relay.

The details of the Prose UE-to-Network Relay procedures and interaction with the network at the "transport layer" will be studied in Proximity Services Study Report TR 23.703 [4].

Aspects specific to the interaction between GCSE_LTE and the ProSe UE-to-Network Relay need to be considered in potential solutions.

The solutions shall clarify the following:
-
How does the UE express its interest in receiving Group Communication for a specific GCSE Group?  How is the ProSe UE-to-network relay instructed to relay group communications to a specific GCSE-LTE group and / or a specific UE?
-
What EPS procedures will be necessary to provide / access / manage GCSE_LTE group communication across a ProSe UE-to-Network Relay?
-
Will it be possible for GCSE_LTE group communications across a ProSe UE-to-Network Relay to involve a Multipoint Service or will group communication always be dependent upon unicast delivery (i.e. can the downlink group communication be shared/multipoint or must it be handled as multiple unicast bearers across the relay)?

-
Will the accessing of GCSE_LTE group communications via ProSe Communication paths involve ProSe Group Communication, or are these group communication functions separate?

-
How does the system ensure that group membership of a specific GCSE Group is the same irrespective of whether the Group Communication service is accessed using ProSe communication paths or EPC path?

- 
Is there a “ProSe layer” between the UE and the ProSe UE to network relay (e.g. IP vs. layer 2) and what is the assumed connectivity service provided by it?
- 
For applications that need floor control, which entity arbitrates the floor control requests and how? What is the role of the ProSe UE-to-Network Relay in the floor control procedure? Are there any extra procedures necessary to allow a UE using ProSe Communication paths to acquire and release the talker role in a GCSE_LTE group communication via a ProSe UE-to-Network Relay? Can this be supported via the relay of a normal bi-directional unicast EPS bearer?

-
What is the mechanism allowing the ProSe UE-to-Network Relay to prioritise relaying of specific group communications (e.g. when running out of resources)?
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