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Abstract of the contribution: Proposes an update to the assumptions about ProSe Direct Communication modes, in order to cover "one-to-many" direct communication as well as "one-to-one" direct communication.
1. Summary of Proposal
The SA2 study on architecture enhancements to support Proximity Services [1] contains a clause (4.1.2) in the assumptions section regarding supported modes of operation for ProSe Direct Communications.  The contents of this clause are inconsistent with other parts of the study report in that it makes no reference to the need to support "one-to-many" ProSe Direct Communication.
The P-CR proposes an update to clause 4.1.2 of TR 23.703 in order to include references to "one-to-many" communications.
4. References
 [1]
3GPP : TR 23.703 v0.4.1 “Study on architecture enhancements to support Proximity Services (ProSe)"

5. Proposal

Include the following clarification to clause 4.1.2 in TR 23.703
>>>Start Changes<<<<
4.1.2 
Supported E-UTRAN ProSe Direct Communication Modes
Two different modes for ProSe Direct Communication are supported:
-
Network independent direct communication: This mode of operation for ProSe Direct Communication does not require any network assistance to authorize the connection and communication is performed by using only functionality and information local to the UE(s). This mode is applicable:

-
only to pre-authorized ProSe-enabled Public Safety UEs,
-
regardless of whether the UEs are served by E-UTRAN or not,

-
to both ProSe Direct Communication one-to-one and to ProSe Direct Communication one-to-many. 

-
Network authorized direct communication: This mode of operation for ProSe Direct Communication always requires network assistance by the EPC to authorize the connection. This mode of operation applies:

-
to ProSe Direct Communication one-to-one,

-
when both UEs are "served by E-UTRAN", and
-
for Public Safety UEs it may apply when only one UE is served by E-UTRAN.

Editor's note: Whether Network Authorized mode of operation is applicable to ProSe Direct Communication one-to-many is FFS.
Editor's note: Lawful interception and data retention aspects for the network independent direct communication  are FFS.
Editor's note: It is FFS how service continuity is supported between network independent direct communication and network authorised direct communication when UEs move from being "not served by E-UTRAN" to being "served by E-UTRAN" (and vice versa).
>>>End of Changes<<<<
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