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1. Overall Description:

SA2 thanks RAN2 for their LS (S2-133185=R2-133033) on ‘requesting further input on MTCe solution 5.1.2.3.1’.
SA2 has discussed the Core Network assisted eNB parameter tuning for small data transfer. SA2 agreed on the importance of mitigating excessive signalling related to frequent small data, for example excessive service request signalling and excessive handover signalling. SA2 kindly asks RAN2 what parameters they consider essential for reduction of idle connected state transitions and excessive mobility related signalling towards the core network.
2. Actions:

To RAN2 group.

ACTION: 
The SA2 kindly asks RAN2 what parameters or statistics received from CN they consider essential for reduction of idle connected state transitions and excessive mobility related signalling towards the core network. Please inform SA2 of the outcome.

To RAN3 group.

ACTION: 
The SA2 kindly asks RAN3 to do the necessary S1 protocol development with respect to the RAN2 result and to verify the procedure flow that has been defined in the attached TS 23.401 CR. Please inform SA2 of the outcome to allow any alignment of the SA2 specifications if necessary.
3. Date of Next TSG-SA2 Meetings:

TSG-SA2 Meeting #100 
11 - 15 Nov 2013
San Francisco, US.

TSG-SA2 Meeting #101
20 - 24 Jan 2014
Taipei, Taiwan
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