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	Procedure for NAF key derivation in the UICC is not mandated in MEs supporting GBA. However, the decision on running GBA_U or GBA_ME bootstrap should not depend either on ME capabilities (1) or on the existence of ME applications requiring GBA_U bootstrap (2). The following reasons are given for both assertions:

       (1) No indication of ME’s capabilities related to GBA_U or GBA_ME is available to BSF/HSS

       (2) Some UE applications (e.g. STK applications, middlets) may need GBA_U derived keys without requiring specific capabilities in any ME application.

So, the scenario where GBA_U is requested by BSF and the NAF derivation is not supported by the ME shall be avoided
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BEGIN OF CHANGE

5.2.1 Requirements on UE

The 3G AKA keys CK and IK resulting from a run of the protocol over the Ub reference point shall not leave the UICC.

The UICC shall be able to distinguish between authentication requests for GBA_U, and authentication requests for other 3G authentication domains.

Upon an authentication request from the ME, which the UICC recognises as related to GBA_U, the UICC shall derive two keys from CK and IK. 
Upon request from the ME, the UICC shall be able to derive further NAF-specific keys from the derived key stored on the UICC.  

The ME shall support procedures for the two previous requests.
Editor’s Note: The location (whether in the UICC or in the ME) of the storage of Ks_ext is ffs.
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