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	Reason for change:
(

	SA2 TS 23.402 defines the following:

“Whether a Non-3GPP IP access network is Trusted or Untrusted is not a characteristic of the access network.” And that “…it is the HPLMN's operator decision if a Non-3GPP IP access network is used as Trusted or Untrusted Non-3GPP Access Network”.

The current text in SA3 TS 33.402 is aligned with SA2 TS in the sense that the decision is made only by the consideration of the HPLMN. 

However, the current text in TS 33.402 may give the impression that the security characteristics of the non-3GPP access is the decisive factor when the HPLM operator makes the decision if the non-3GPP access is considered trusted or untrusted. This could mean e.g. that if the HPLMN operator considers all the security feature groups to be sufficiently secure, then she would be forced to consider the non-3GPP access as trusted even though there could be non-security reasons why the HLPM operator would like to consider the non-3GPP access as untrusted, e.g. for business reasons.

This interpretation would be in contradiction with the SA2 TS text and would limit the freedom the HPLM operator to make the decision.
It needs to be clarified that the decision of the HPLMN operator can be based also on non-security reasons. 


	
	

	Summary of change:
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	Clarification and alignment of definition of trusted and untrusted non-3GPP access networks with SA2 TS 23.402.  .
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	Unclear definitions in the specifications.
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************* START OF CHANGES ***************
4.2
Trusted non-3GPP Access
As defined in clause 4.3.1.2 of TS 23.402[5] it is the home operator policy decision if a non-3GPP access network is treated as trusted non-3GPP access network. When all of the security feature groups provided by the non-3GPP access network are considered sufficiently secure by the home operator, the non-3GPP access may be identified as a trusted non-3GPP access for that operator. However, this policy decision may additionally be based on reasons not related to security feature groups.
NOTE: 
It is specified in clause 6.1 of the current specification how the UE gets the operator policy and how it will behave accordingly.
4.3
Untrusted non-3GPP Access
As defined in clause 4.3.1.2 of TS 23.402[5] it is the home operator policy decision if a non-3GPP access network is treated as untrusted non-3GPP access network. When one or more of the security feature groups provided by the non-3GPP access network are considered not sufficiently secure by the home operator, the non-3GPP access may be identified as an untrusted non-3GPP access for that operator. However, this policy decision may additionally be based on reasons not related to security feature groups.
NOTE: 
It is specified in clause 6.1 of the current specification how the UE gets the operator policy and how it will behave accordingly.
************* END OF CHANGES ***************
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