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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.
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Scope

The present document studies methodologies for specifying network product security assurance and hardening requirements, with associated test cases when feasible, of 3GPP network products. Network product security assurance and hardening refers to protection against unwanted access to a 3GPP network product, its Operating System, and main running Application(s). The suitability of industry standard methodologies and the potential need for collaboration with bodies such as GSMA, CCRA, ISO and ITU will be assessed. The study will also consider regulatory aspects and the potential need for security certification. The suitability of the candidate methodologies will be assessed with reference to real world examples.

Editor’s Note: It is FFS how to include robustness aspects like deterministic node behaviour when facing unexpected input (e.g. malformed packet, …).
Part of the scope of this work is to conclude which 3GPP network products, if not all, would be subject to 3GPP network product security assurance and hardening requirements. There is likely to be a long list with the result that prioritisation will be required. LTE network product classes will be the first priority. 
The work will also study exactly what should constitute a 3GPP network product in the context of this study e.g. whether it should be an individual 3GPP functional entity, a group of 3GPP functional entities or some other realisation.

The study will also include assessing the extent to which individual 3GPP network products need to be hardened beyond a common baseline and should take into consideration network vs environment.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
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http://www.commoncriteriaportal.org/pps/ 
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3GPP TS 33.310: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Network Domain Security (NDS); Authentication Framework (AF)".
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…
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Definitions, symbols and abbreviations

Delete from the above heading those words which are not applicable.

Clause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [x] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [x].

Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

Security Assurance Specification: For convenience and neutrality of method, the document describing the security assurance requirements produced by the method in this study item will be referred to as a Security Assurance Specification (SAS).

3GPP Security assurance methodology: Security assurance methodology is a process used to measure the security features of 3GPP network products studied and described in this document.

Accreditation: Formal recognition by an accreditation body that a testing laboratory is impartial and competent to carry out specific tests or types of assessments. In the context of SECAM, it would be recognition that a testing laboratory is competent to assess the 3GPP network product against the requirements from the 3GPP SAS and to produce an evaluation report.
NOTE: If an accreditation body is not chosen for SECAM by 3GPP or GSMA (TBD), it will not be possible to know how widely the evaluation results will be recognized. For example, if the accreditation lab chosen by a vendor for evaluation (self-evaluation or third-party evaluation) is not recognized by a country where the products are to be sold, then the evaluation results would become equivalent to self-evaluation without accreditation in this country.
Self-declaration: Self-declaration is a declaration of the claims made on the network product by the vendor. It means that a vendor issues a statement that its network product meets all the requirements from the 3GPP SAS and went through the 3GPP SAS test cases. In a self-declaration the vendor may provide evidences proving this statement but it does not have to.
Evaluation without accreditation: Evaluation as defined below in self-evaluation or third-party evaluation but without accreditation of the labs in the country where the Security Assurance process is required.
Self-evaluation: Self-evaluation is an assessment of the network product by the vendor. It means that the vendor has an accredited evaluation lab in its organization that performs the evaluation of the network product. The evaluation lab assesses the network product against defined criteria and produces an evaluation report according to a formalized and standardized procedure.
Third-party evaluation: Third-party-evaluation is an assessment of the network product by an independent third-party. It means that a third-party has an accredited evaluation lab that performs the evaluation of the network product. The evaluation lab assesses the network product against defined criteria and produces an evaluation report according to a formalized and standardized procedure. Third-party evaluation is similar to self-evaluation. The only difference is that the party performing the evaluation is different from the vendor.
Certification: Certification is the confirmation by an independent Certification Authority that the evaluation has been properly carried out. That is, a confirmation that the evaluation criteria, evaluation methods and other procedures have been correctly applied and that the conclusions of the evaluation report are consistent with the evidence adduced. The Certification Authority does not test the network product or verify the security functionality of the network product. The Certification Authority examines the evaluation report. If the Certification Authority finds the evaluation report satisfactory, it issues a certificate stating this fact.

Certificate: The certificate is the official document attesting that the evaluation of the 3GPP network product against the 3GPP security assurance specifications was conducted correctly and was successful. This document is provided by the third-party certification authority. The certificate provides the value that an operator that trusts the Certification Authority can feel more assured about that the network product fulfils the claimed security level.
Evaluator: evaluates the network product and produces an evaluation report. The vendor, the operator, GSMA, NVIOT, 3GPP, GCF or some other party, could take the evaluator role. 
Auditee: The Auditee is the 3GPP network product vendor who is to be evaluated. The Auditee is responsible for supplying all necessary information to the evaluators at the beginning of the evaluation.

Certification Authority: the entity responsible for the certification process.
NOTE:
The vendor can take the Certification Authority role; this is what sometimes is referred to as "self-certification". It only makes sense for the vendor to take on the Certification Authority role if the vendor simultaneously takes on the evaluator role. The Certification Authority role can also be taken by, e.g., GSMA, NVIOT or CCRA.

Accreditation Authority: the entity responsible for the accreditation process.
Network product class: A network product class is the generic class of network products that all implements a set of 3GPP defined functionalities. A network product (TBD) refers to the concrete implementation of this product class by a given vendor.
Editor’s Note: The term ‘node’ is still used in many places. A clarification of its use with respect to the terms ‘network product ’or ‘network product class’ may be needed.

3.2

Symbols

For the purposes of the present document, the following symbols apply:

Symbol format (EW)

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1] and elsewhere.

Abbreviation format (EW)

ISO/IEC
International Organization for Standardization/ International Electro-technical Commission
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3GPP Network Products and threat model 
4.1

Considerations on definition of the term “network products”
4.1.1
3GPP function specific requirements vs platform/node requirements

A SAS will be produced with some specific target in mind, this target being related to the realization of some 3GPP defined functionality. For example, if the 3GPP function SGSN is implemented on a server platform, a SAS may have a security assurance requirement that the software updates to the server platform where the SGSN function is running shall be integrity protected. However, the SGSN function as defined in 3GPP does not have a defined capability for updates to the server platform. Therefore such a requirement cannot be put on the SGSN seen as a function. The server platform here includes the hardware components, the operating system, etc.
However, in the end, 3GPP functions are implemented in one platform or another and this must be taken into account in this study. 

There is hence a need to distinguish between at least two types of requirements for the purpose of the discussion in this clause. These two types are platform requirements that relate to the hardware and operating system, and 3GPP function requirements that relate to protocol behaviour defined in 3GPP technical specifications. There may be further subdivision of these requirements, e.g., the platform requirements may be subdivided into hardware related requirements and requirements related to secure boot etc. However that is not necessary for the discussion in this clause.

4.1.2
Distribution of 3GPP functions over nodes

For simplicity, a physical entity implementing one or more 3GPP functions will be referred to as a node in the following.

One node – many functions

3GPP mainly defines logical functions. For example, an SGSN and an MME are two 3GPP functions in the 3GPP architecture. Often they are thought of as two different nodes. However, it may in some cases be advantageous to implement these two 3GPP functions in the same node. Other examples of co-location is when the RNC 3GPP function is implemented in the same node as a NodeB 3GPP function. In fact, an entire mobile network may be implemented in the same node. The latter is sometimes referred to as "network-in-a-box" and can be useful in situations where fast deployment is necessary, e.g., in catastrophe areas. 

One 3GPP function – many nodes

Coming from the other direction, it is also common that the implementation of a single 3GPP function is split over several nodes. An example is the HSS. The HSS may be split so that there are a set of back end databases storing the subscription data and a set of front ends that implement the protocol interfaces toward other functions, such as the MME. The back ends and the front ends may be implemented in separate physical nodes. This is treated as an implementation detail in the 3GPP specifications and should be continued to be treated as such for flexibility. 
Observations


-
More than one SAS may apply to a particular node. A situation where this will occur is for example where the RNC 3GPP function is co-located with the NodeB. Already today the specifications require more security from RNCs in so-called vulnerable locations than from RNCs in more secure locations.

-
Depending on implementation, a SAS may not apply to the entire 3GPP function. A situation where this may occur is the HSS example from above. The AuC most likely will have much harder requirements than other parts of the HSS. It may not be necessary to require the same strong security for all parts of the HSS since this will unnecessarily raise the cost of these nodes.

-
One SAS per 3GPP function lead to too many SASes. There are too many 3GPP functions in the 3GPP architecture to have one SAS per function. Combinations of 3GPP functions and platform requirements make this problem even larger. One SAS must hence cover more than one 3GPP function. 3GPP functions that are similar, for some definition of "similar", must be grouped together for this to be manageable. 

4.1.3

Environment of functions and nodes

Physical location of functions and nodes

3GPP functions in the core network have traditionally been considered to be placed in secure location. Their locations are considered trusted to not be physically accessible to attackers. Functions and nodes physically located in secure locations, such as in the core network, must be considered to be safe from physical tampering. The requirements on functions/nodes in the RAN may in most cases not make this assumption.

A problem is that functions may be located in both the core network and in the RAN depending on implementation. Therefore more than one type of SAS may apply to a single function (if that is the chosen target) depending on the deployment of the function. For example, one SAS module could describe requirements for only the physical protection of a function/node, whereas a second SAS module may describe the requirements for only the function provided. If the node is built to be located in a physically vulnerable location then the first SAS and the second SAS are applied. If the node is built to be located in physically secure location, then only the second SAS is applied
For example, RNCs located in so called exposed locations are required to implement IPsec to protect the backhaul just like eNBs, whereas when the RNC is not in an exposed location the requirement on IPsec would not always be necessary when the Iu interface could be assumed to be physically secured (cf  TS 33.210[x]).  

Remote exposure of functions/nodes in the network architecture

3GPP functions of which at least one interface is accessible from outside the network security domain can be considered to be in a more hostile location than nodes assumed to be only accessible from within the network security domain.  For example, a PGW is accessible from some PDN, and can then be attacked via this network. To prevent this attack, a firewall might be needed. But in case there is no firewall, the PGW is required to properly filter incoming traffic. Therefore, the network architecture and remote accessibility significantly influences security requirements. 

Editor’s note: None of the definitions of remote accessibility and physical location are complete until the attacker model is defined.

The figure below describes possible combinations of remote and physical exposure.

Editor’s note: It is FFS whether security measures should be taken into account when determining the degree of exposure according to the definitions above.
[image: image1.jpg]



Consequences

From the above analysis, the environment (i.e. the physical location and the remote exposure) needs to be taken into account when defining the SAS to be applied to a particular network product. To sum up all possible differentiation aspects could become an intractable task, if playing with the full range of threat or location parameters. Instead, robustness against some uncertainty and variability in the environment shall prevail.
Editor’s Note: It is FFS in which cases these additional modules will be optional or mandatory.

4.1.4
Relationship between network products classes, SAS and 3GPP functions


When defining a network product class it needs to be defined which 3GPP functional entities or part of 3GPP functional entities are within this network product class


SAS will have to be developed in a modular fashion such that an individual module is generic enough to be applied to more than one network product class. The assumption is that this modularity will allow a reasonable number of SAS.


In a third step, it would be decided which SAS modules apply to which network product classes

4.2

Sample 3GPP Network Products for the methodology study

One of the goals of this study is to choose a methodology for specifying network product security assurance and hardening requirements, with associated test cases when feasible, on 3GPP network products. In order to choose this methodology, it is not needed to validate the methodology on all 3GPP network products as it would make the study unnecessarily long. 

Section 4.1 describes the aspects to be considered in order to choose relevant sample for the methodology evaluation:

-
Distribution of 3GPP functions over nodes

-
3GPP function specific requirements vs platform/node requirements

-
Location of function and nodes

To address the last bullet, we consider one example in an exposed location and one in the core network. To address the first two bullets, we consider one example implementing two 3GPP functions.

NOTE 1: For the purpose of this study, it will be considered that these nodes are owned and managed by a single operator.
Core network node:

The core network 3GPP functions to be used as an example for the study will be the SGSN and the MME ones, in a form of a physically combined SGSN/MME.

Exposed location node:

The exposed 3GPP function to be used as an example for the study will be an eNodeB.

4.3
Threat and attacker model for the Security Assurance Study
Editor’s Note: This subsection will give an overview of the threat and attacker model to be addressed by this study. This should help to verify that the chosen methodology will be able to cover requirements for all kind of threat being considered to be relevant to cover.
4.4
3GPP Network Products subject to Security Assurance Specifications

4.4.1
Access Network

For this study the following access network product is in the scope:

1.
eNodeB

Editor’s Note: It is for further study if the H(e)NB shall be added to the list of the nodes subject to the Security Assurance Specifications

4.4.2
Core Network

For this study the following core network products are in the scope:

1.
Mobility Management Entity (MME)

2.
Serving GPRS Support Node (SGSN)

3.
Serving Gateway (S-GW)

4.
PDN Gateway (PDN GW)

5.
Security Gateway

6.
Home Subscriber Server (HSS)

7.
PCRF

8.
AAA server

NOTE : AAA Server should be in the scope of this study because they can be reachable from equipments not belonging to the internal Mobile Network.

9.
Operation and Maintenance Servers/Applications (OAM Servers/Applications)

4.5
Roles and processes applicable to all methodologies

4.5.1
Introduction

This clause describes the most important elements, roles and processes from which the security assurance process is built. The clause also describes how these components fit together in the security assurance process. The process is independent from the methodology chosen. It does, however, impose requirements on what the methodology has to provide, i.e., each methodology shall define how an evaluation is performed and optionally how the certification step is performed.

In clause 4.5.2, the process is described without defining which party takes on which role. Clause 4.5.3 defines the different roles, and finally, clause 4.5.4 defines the steps in the process in more detail and the inputs and outputs to these steps.

The current business environment implicitly defines some of the roles and steps in the security assurance process. The reason for this is that there are informal and less rigorous security assurance processes for 3GPP related products already today. For example, the start and end of the process are already defined; the vendor produces the network product and the operator decides to accept or reject the provided assurance regarding security of the network product. These existing processes are vendor and operator specific.

NOTE: The description of the legal framework for the evaluation/certification process is outside of the scope of SA3.

4.5.2
Security assurance process

The security assurance process describes how the operator gets assurance regarding the security of the network product. The process is depicted in Figure 4.5.2.1-1. If there are any regulatory requirements on security assurance of the network product, they will for the purpose of this process model be considered being included in the acceptance requirements of the operator.

When a vendor is ready to provide security assurance w.r.t. a given network product, the vendor obtains one or more Security Assurance Specifications that the network product is aiming to fulfil. Choice of which SASes to select may depend on operator and/or regulatory input. Then the product is evaluated against the Security Assurance Specification(s). During this step, information may need to be exchanged between the evaluator, the vendor and/or the operator. The evaluation results in an evaluation report. The roles are described in clause 4.5.3; see that clause for a definition of the evaluator role. 

There are two alternatives how to proceed from this point. The choice of alternative depends on whether the operator requires a certification to accept the evaluation or not. If the operator requires certification of the evaluation, a certification authority has to examine the evaluation report and issue a certificate if satisfied. If, on the other hand, the operator does not require certification, the certification can be ignored and the operator receives only the evaluation report. Note that the party doing the evaluation may be the same party that issues a certificate. However, since certification is only an optional addition in the process, it is beneficial to separate the evaluator role and the certification authority role; see clause 4.5.3 for further descriptions of the roles.

Editor’s note: The content of the evaluation report and the confidentiality issues associated to it are FFS.

Once the operator received the evaluation report, and possibly an indication of whether the network product passed certification, the operator takes a decision to either accept the security assurance level of the network product or not. The operator's acceptance decision may depend on external forces such as regulatory requirements.


[image: image3.emf]Network 

Product

Security 

Assurance 

Specification(s) 

(SAS)

Evaluation 

report

Evaluation

Certification Certificate

Operator 

security 

acceptance 

decision

-OR -

Process

Product and/or 

documentation

Legend:

Figure 4.5.2.1-1 Security assurance process. The text "- OR –" in the figure indicates that the evaluation report may be provided directly to the operator or that it may be subject to certification first.
Note that the certification step is optional for use in addition to being optional to be defined by the methodology.

Naturally, this is an idealized process description. In reality, there may be iterations of the process or iterations of parts of the process. For example, when the vendor provides an update of certain dignity to the network product, the existing evaluation report may have to be updated. Following that, possibly a re-certification and a new operator acceptance decision has to be taken.

4.5.3
Roles

4.5.3.1
Roles involved in the security assurance process

Any security assurance process includes a number of roles. Figure 4.5.3.1-1 depicts the security assurance process studied in this technical report and indicates which roles are involved in it. New roles need to be defined in addition to the existing ones.
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Figure 4.5.3.1-1 Roles involved in the security assurance process. The text "- OR –" in the figure indicates that the evaluation report may be provided directly to the operator or that it may be subject to certification first.
4.5.3.2
Implicit and existing roles

As explained in the introduction in clause 4.x.1, some roles are implicit from the existing business environment. These roles are

-
Vendor produces the network product

-
Operator makes the decision regarding accepting assurance of security properties of the product 

-
3GPP is responsible for producing Security Assurance Specifications

4.5.3.3
New roles

In addition to the already existing roles, three new roles are defined. 

Evaluator

Certification Authority 

Accreditation Authority

The definition of these roles is in section 3.1. Unlike the implicit roles, the new role definitions do not fix which party should take on the role. For example, the vendor, the operator, a second or third-party, could take the evaluator role. 

3GPP does not have mandate to require that a certain role must be instantiated by a certain legal entity; only a regulatory body can effectively make such a requirement. 3GPP can however define the processes and roles and make an agreement on which party should take on the roles. This does not rule out that there will be regulatory requirements on who should take on a role that differ from the 3GPP agreement.





NOTE: The instantiation of these roles will be provided in the candidate methodologies if appropriate.
4.5.4
Sub processes and documentation

4.5.4.1
Security Assurance Specification (SAS)

The Security Assurance Specification provides a description of the security functional and security assurance requirements.

NOTE: This clause needs to be further elaborated in the candidate methodologies.

4.5.4.2
Network product

The network product has to be accompanied by documentation regarding its development to facilitate proper evaluation. It can also be expected that the evaluator has to inquire further information from the vendor to perform the evaluation. 

NOTE: This clause needs to be further elaborated in the candidate methodologies.

4.5.4.3
Evaluation and evaluation report

The evaluation results in an evaluation report that describes the evaluation performed and whether the evaluator deems that the network product fulfils the Security Assurance Specification(s) that it claims to fulfil.

NOTE: This clause needs to be further elaborated in the candidate methodologies.

4.5.4.4
Certification and certificate
If the evaluation report states that the network product passed the evaluation successfully, a Certification Authority may review the evaluation report. If the review concludes that the evaluation report is satisfactory, the Certification Authority may issue a certificate for the network product.

NOTE: This clause needs to be further elaborated in the candidate methodologies if appropriate.

4.5.4.5
Operator security acceptance decision

The operator examines the network product, the evaluation report (and possibly the certificate) and decides if the security assurance level is sufficient.

NOTE: This clause needs to be further elaborated in the candidate methodologies.
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Proposed Methodologies.
Editor’s Note: This chapter will contain the description of the proposed solutions.

Editor’s note: Every proposed methodology will have to provide a reasonable number of examples on how concrete security requirements can be described and tested with the regard to the sample nodes of section 4.2. These examples will be developed in Annex A for all proposed methodologies. Each methodology can use its own list of requirements. It is FFS if a common minimal set of sample requirements for all methodologies is needed to ease comparison of the solutions.

5.1
Methodology 1: Common Criteria

Editor’s Note: An overview of what common criteria is and how it is going to be applied to network products is FFS.

Editor’s Note: Whether certification of products against the PP is needed is FFS.

Editor’s Note: The CC Management Board (CCMB) and the CC Development Board (CCDB) have launched the update of the CCRA with new rules for the mutual recognition of certificates across national certification schemes. Applicability of these evolutions is FFS.
5.1.1
Overview of Common Criteria

The Common Criteria (CC) is a standardized framework for evaluating Information and Communication Technology (ICT) products against two types of requirements:


security functional requirements


security assurance requirements

The CC provides a robust evaluation scheme of the security capabilities of Information Technology products. The international scope of Common Criteria allows users from different countries to purchase Information Technology products, with reasonable confidence, that the purchased products will meet the regulatory requirements of their respective country since the CC certification is recognized across all complying nations. It also eliminates the requirement of various regional certification processes and resultant certifications. [2]

5.1.2
The Common Criteria Recognition Arrangement (CCRA)

5.1.2.1
About the CCRA

The Common Criteria for Information Technology Security Evaluation (CC) [3], and the companion Common Methodology for Information Technology Security Evaluation (CEM) [3] are the technical basis for an international agreement, the Common Criteria Recognition Arrangement (CCRA), which ensures that [4]: 


Products can be evaluated by competent and independent licensed laboratories so as to determine the fulfilment of particular security properties, to a certain extent or assurance; 


Supporting documents [16], are used within the Common Criteria certification process to define how the criteria and evaluation methods are applied when certifying specific technologies; 


The certification of the security properties of an evaluated product can be issued by a number of Certificate Authorizing Schemes, with this certification being based on the result of their evaluation; 


These certificates are recognized by all the signatories of the CCRA.

5.1.2.2
Purpose of the Arrangement

The Participants in this Arrangement share the following objectives [4]: 


To ensure that evaluations of Information Technology (IT) products and protection profiles are performed to high and consistent standards and are seen to contribute significantly to confidence in the security of those products and profiles; 


To improve the availability of evaluated, security-enhanced IT products and protection profiles; 


To eliminate the burden of duplicating evaluations of IT products and protection profiles; 


To continuously improve the efficiency and cost-effectiveness of the evaluation and certification/validation* process for IT products and protection profiles.

The purpose of this Arrangement is to advance the CCRA participant objectives by bringing about a situation in which IT products and protection profiles which earn a Common Criteria certificate can be procured or used without the need for further evaluation. It seeks to provide grounds for confidence in the reliability of the judgments on which the original certificate was based by requiring that a Certification/Validation Body (CB) issuing Common Criteria certificates should meet high and consistent standards [4].

The CCRA-licensed laboratories [5] are situated in the CCRA member countries, which are categorized as either a ‘Certificate Authorizing’ country or a ‘Certificate Consuming’ country.

A Certificate Authorizing country is one that produces Common Criteria certificates that are recognized by all signatories to the Arrangement on the Recognition of Common Criteria Certificates, of which they are also a member [6].

A Certificate Consuming country is one that agrees to recognize Common Criteria certificates produced by the Certificate Authorizing Partners [6].

The list of CCRA certified products and PPs are updated on the relevant CCRA sections [7].

5.1.3
Protection Profile (PP) Development

5.2


Methodology 2

5.2.1
Overview

Each 3GPP nodes listed in section 4.4 can have vulnerabilities which, if exploited, can damage the MNO and/or end-users. In order to understand the potential attack vectors which could be used, the first thing to do is to identify the targets of the analysis. This methodology assumes the 3GPP nodes listed in section 4.4 as the target. 

A 3GPP node is basically a device composed of hardware (e.g. chip, processors, RAM, network cards) and software (e.g. operating system, drivers, applications, services, protocols); in addition the 3GPP node can be managed and configured locally and/or remotely. All these features can expose the 3GPP node to several potential security attacks. If the node is securely implemented, managed and configured then some of these attacks can be prevented. The above mentioned security attacks can exploit different 3GPP node features/ capabilities.

The features/capabilities relevant for the scope of this study are listed hereafter: 
-
Remote Node Management

-
Local Node Management

-
Password Management

-
Software 

-
System Secure Execution Environment

-
Network Services 

-
3GPP Capability Configuration 

-
Node Access 

Editor’s Note: The difference between Remote Node Management/Local Node Management and Node Access has to be clarified. 

For each feature/capability the most relevant security requirements have been identified based on common security best practice and existing 3GPP specifications (e.g. TS 33.320[13], TS 33.401 [8], and TS 33.310[12]). 

NOTE : More security requirements can be added if deemed appropriate.

In the following, each security requirement is described in Annex A.2 using the methodology template proposed in Clause 5.2.2.

5.2.2
Security Assurance Specification

Editor’s Note: More details on the writing of the SAS is FFS.
3GPP will produce a high-level threat analysis document to describe the assets of 3GPP Network products and the main risks associated with these assets as a part of the SAS document(s).

It is assumed that the latest version of the 3GPP Security Assurance documents available will be used for 3GPP Security Assurance whatever the 3GPP Release compliance of the other 3GPP functions of the product is.

Note X: Some security requirements might be specific to 3GPP features that only exist from a specific 3GPP Release onwards for a given 3GPP Network Product. The 3GPP SAS will give clear indication from which Release onwards the test should be applied. The way to give this indication (by grouping Rel-12 specific tests in an annex or by giving indication in the test case as described in 5.2.2.1) is outside of the scope of this study.

5.2.2.1

Template for a security requirement
Reference: Short identifier based on this format: <feature/capability abbreviation>-<requirement abbreviation>

Description: Short description of the requirement

Test case: List of the test required to verify whether the requirement is fulfilled.
Target node(s): 3GPP node(s) for which the requirement is relevant. “All” means that the requirement is relevant both for all nodes listed in clauses 4.4.1 and 4.4.2. “Exposed” means that the requirement is relevant for all nodes potentially installed in an exposed location (i.e. the nodes listed in clause 4.4.1). 
5.2.3
Security assurance process











5.2.3.1
Overview
This methodology implements the generic template on roles and process of section 4.5 with an additional dispute and revocation mechanism. Different variant of the same approach are presented under the names methodology 2-a, 2-b and 2-c. All the steps below are mandatory for all three variants except explicitly stated otherwise.
The ultimate output of this process is an evaluation report and optionally a certificate proving compliance of a 3GPP network product with the 3GPP security assurance specifications. An evaluation report and an optional certificate will be issued for each 3GPP network product evaluated. Unique identification of the product will be ensured by the product description contained in the evaluation report and in the optional certificate as described in section 5.2.3.4.1. 
The evaluation report is issued by the evaluators which can be either:

-
the 3GPP network product vendors which self-evaluate their products. In this case the vendor is the Auditee and the Evaluator at the same time.

-
or by a 3rd party evaluation body. In this case the third party is the Evaluator and the product vendor is the Auditee.

The security assurance process has four phases. 

1) Accreditation phase
In order to be allowed to conduct the evaluation, the Evaluators must demonstrate they have the skills, working practices and resources to participate in the process.

This can be achieved either by:

-
Methodology 2-a: a Quality Assessment Compliance declaration as described in subsection 5.2.3.3 (ISO 17025)
-
Methodology 2-b and 2-c: ISO 17025 or another method to demonstrate that the Evaluators have the necessary skills. It would be up to the certification body to indicate how the evaluator can demonstrate their competency in conducting an evaluation for conformance to 3GPP SAS requirements.
Editor’s note: It is FFS if GSMA can be the entity that takes this role.

The quality and liability of this demonstration is of paramount importance to the integrity of the scheme.
2) Evaluation phase
The second phase consists in an evaluation of the 3GPP network product against the SAS security requirement according to the test cases producing testing output data (self-evaluation by the vendor or third party evaluation). The Evaluators shall also collect from the Auditee:

-
a Quality Qualified declaration detailed in subsection 5.2.3.3.

-
a document describing the Auditee quality system and a listing of the person(s) from the vendor responsible for the implementation of this one
3) Certification phase
The third phase is the certification phase. Once a 3GPP network product has successfully met all applicable criteria and supporting evidence is available, the vendors or the third party evaluation body completes the security assurance process by submitting the evaluation report to the certification authority. In methodology 2-c, there is no certification step at the end of the process and the evaluation report and supporting evidences are directly provided to the operators. The process ends here for methodology 2-c.
Supporting evidence typically includes a list of applicable tests as those described in Annex A.2 with their outputs.  Details about outputs of the evaluation process activities that are also included in this evaluation report are provided in section 5.2.4.3. Based on these documents, the certification body will attests that the process was conducted entirely and publish the certificate. If not, the certification body will ask the evaluators to conduct the missing tests or to provide the missing outputs.

Editor’s note: It is FFS if GSMA can be the entity that takes this role.
NOTE: The details of this certification of the evaluation results by the certification body are outside of the scope of this study and left for later normative work if any. 

The Operators shall be alerted when a certificate is issued. They will have access to the certificate and supporting evaluation report and data. 
NOTE: The complete self-declaration set of documents is restricted to the Auditors, Auditee and GSMA operators’ members and would be stored in a restricted area. The methodology allows the Auditee to release a copy to its customers that would not be GSMA operators’ member. Details on how the restricted storage is set up are outside of the scope of this study.
4) Dispute and revocation

In the event that evaluation findings in the evaluation report are in dispute for a certified product (for example: by re-doing the tests an operator finds opposite results to the ones provided by the Evaluators in the evaluation report), this methodology also provides a conflict resolution and revocation mechanism. This case is believed to be rare and would arise if one or several of the actors (Auditee or Evaluator) are cheating in the evaluation or compilation of evaluation results of a 3GPP network product. 

The entity responsible for deciding that a certificate declaration should be revoked, based on the evidences and the details of the dispute procedure, is the certification body. GSMA might be a good candidate as they are already involved in GCF and SAS scheme.

At the end of the dispute procedure, if the entity responsible for it decides so, the network product certificate would be revoked and added to the network product certification revocation list.

5.2.3.2
Quality Qualification and Quality Assessment Compliance
The Quality Qualified declaration from the vendor is defined below:
-
Quality Qualified: declaration that the manufacturer's design, development and manufacturing processes are, and remain, compliant with a recognised quality assurance standard such as ISO 9000 or an appropriate regional equivalent.  The manufacturer's quality system must be under regular review as part of an accredited activity by a suitable third-party certification organisation. 

The Quality Assessment Compliance declaration from the Evaluators is defined below:

-
Quality Assessment Compliance: demonstration that the Evaluators possess the skills and expertise to undertake a correct assessment of network product conformity against the 3GPP Certification criteria. Through this declaration Evaluator shall also attach the ISO 17025 certificate (general requirements for the competence of testing and calibration of laboratories) for the test facility used for any part of testing for conformance to 3GPP SAS requirements. The Evaluator shall be under regular review as part of an accredited activity by a suitable third-party certification organisation as defined by ISO 17025.

Editor’s note: How ISO 17025 allows enforcing the security competency of evaluator is FFS

5.2.3.3
Evaluation Process 

The following activities shall be conducted for all products claiming compliance to 3GPP.
Editor’s Note:  The following description is for the initial evaluation and certification of a product. How to deal with updates of the product over its lifecycle and which steps are to be conducted again to get a new certification is FFS.   

5.2.3.3.1
Product Description

The vendor shall make the following information available in one or several documents:

-
Description of the 3GPP network product

-
Identification of the 3GPP network product by means of model / type numbers, brand names and manufacturer details

-
Complete technical description Block diagram, Services running, Operating system type, Firmware build version, Service pack levels, Network applications running and so on

-
Any special instructions to setup the 3GPP network product in a secure way (e.g. a user guide, Installation measures)

-
Following details of design and lifecycle aspects of the product:

o
Features and specifications

o
Control of changes in hardware and/or software configuration (e.g. version management)

o
Description of the management of 3rd party vulnerabilities, vulnerabilities discovered within the vendors’ development cycle and vulnerabilities discovered in customer networks
o
Description of the secure software assurance lifecycle in place to maintain and product evidence of the quality of the code. It encompasses software code that has been developed by a vendor, delivered by a 3rd party contractor and 3rd party applications or products including open source software
5.2.3.3.2
Threat Assessment and guidance for evaluators
Editor’s note: Threat assessment data and description of key assets of network products provided by the vendors will help the evaluator in understanding the product under evaluation. It is FFS which documents are needed to fulfil this need.

5.2.3.3.3
Security Requirements Testing

The security compliance of a product is its compliance to a defined set of security requirements. The security requirements set will be provided in the security assurance specification following the template of 5.2.2.1. Many examples of requirements are available in Annex A.2. It is worth noting that a test case is defined for every security requirement. 3GPP SAS specifications provide guidelines for the type of tools to be used for the validation of these tests. This test case describes the validation technique to be used by the Evaluators as well as the expected outputs to provide in the evaluation report. 

Evaluators execute the tests contained in the 3GPP SAS for the evaluated product as described in the test cases, collect evaluation evidences and include them in the output document(s).

Editor’s Note: It is assumed that SAS will also cover pentesting aspects. It is FFS if a formal reference to a specific “penetration testing” methodology is needed or if state of the art is sufficient. It is also FFS if some frame should be put on phase by the SAS (minimum time spent, pentesting methodology used, attacker power) to get comparable results.

The main outputs, collected in one or several documents, evaluators shall provide are:

-
Declaration about who carried out the tests (e.g. self-evaluation or third party Evaluators).

-
Copies of other security related third party certificates and test reports of previous evaluation (internal and/or third party), if appropriate and available.

-
Test data and list of test tools and used methods for phase 1 and phase 2 as well as a rationale for declaring the tests as passed or not considering the outputs. 
-
Products/features tested and reasons for not testing where applicable.
-
List of the security requirements of the 3GPP SAS not compliant and associated gap. 

-
Remediation plans for each of the identified gaps in the security compliance testing.

-
A prioritised list of the vulnerabilities discovered during phase 2 with the associated risks to which the operator can be exposed to.

-
Remediation plans (workaround, patches, new feature, release date…) for each of new identified vulnerability in phase 2.

-
A list of new requirements for security compliance  and associated test results if applicable (see note below)

Note : Additional security requirements may be added in the evaluation report by the vendor/operator where the 3GPP SAS has not included the requirement. These new security requirements will be evaluated for information.. These optional evaluations will help 3GPP to assess the relevance of inclusion of these new requirements in the standards.

Vendors, operators or other bodies can propose new security requirements for addition to 3GPP standards (SAS) if a new threat or vulnerability has been identified. This gives SA3 the flexibility to continuously review and improve their security compliance checklist. 

5.2.3.3.4
Final compliance declaration

The last step of the methodology is for the Evaluators to provide the evaluation document(s) to the certification body. This declaration will contain all the outputs listed in sections 5.2.4.2.1 to 5.2.4.2.3. 
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Criteria for the evaluation of the methodologies

Editor’s Note: This chapter will list the criteria that will be used to evaluate the proposed solution (type of attacks conducted, reproducibility of the tests, costs, international recognition, need for coordination with other bodies ...) 

Editor’s note: Part of the methodologies relates to producing SAS another part of the methodologies relates to evaluating how product are fulfilling requirements of these SAS. Criteria’s addressing both aspects have to be defined.

The 3GPP security assurance methodology under consideration should be evaluated based on the following evaluation criteria: 
Editor’s Note: The following is a non- exhaustive list of criteria to be used for evaluation of 3GPP security assurance methodologies. Each entry in this list has to be further opened and explained to limit misunderstanding.

Reproducibility – ability of a particular 3GPP security assurance methodology to produce identical certification result when applied to the same target at a different time, place, or by a different certification body (agent)


Repeatability (or test-retest reliability) – ability of a particular 3GPP security assurance methodology to produce in the same test environment results which are repeatable


Current as well as anticipated international recognition – an official acknowledgement and appreciation of a particular 3GPP security assurance methodology by various agencies, consortia, and standard bodies belonging to more than one country. Anticipated international recognition, as well as current international recognition have to be considered when evaluating a particular 3GPP security assurance methodology


Coordination with other standards bodies – established use or consideration for certification by standard bodies other than 3GPP 


Expandability – ability of a particular 3GPP security assurance methodology to be expanded to a different industry


Component isolation and the ability to reuse pre-certified components – ability to isolate a component of a system for its certification and subsequent re-use as a pre-certified element of another system


Duration and complexity (cost) of testing cycle – each 3GPP security assurance methodology has anticipated complexity and duration of its testing cycle. In many circumstances, shorter anticipated duration and lower levels of complexity are preferable


Current as well as anticipated adoption rate – some methodologies have better adoption rate in the telecom industry than others. Anticipated adoption rate, as well as current adoption rate have to be considered when evaluating a particular 3GPP security assurance methodology


Third party or self certified testing options – some methodologies allow self certification by manufacturers, while some other schemes allow only third-party certification by dedicated agents. This property has to be considered when evaluating a particular 3GPP security assurance methodology

Ability of the 3GPP security assurance methodology to provide measurable results – measurable results of the certification process is considered to be one of the important properties which has to be considered when evaluating a particular 3GPP security assurance methodology


Capability of the 3GPP security assurance methodology to allow specifying a set of tests to be performed on the target nodes – this possibility is fundamental to verify if security requirements are correctly implemented on the target nodes.


Ability of the certification methodology to support different security assurance levels. 

Editor’s note: Elaboration on what security assurance level means is FFS. The levels need to capture both assurance levels and security levels independently.

7
Comparison of Proposed Methodologies

Editor’s Note: This chapter will contain a comparison of the proposed solutions according to the criteria defined in chapter 7.

8
Conclusions

Editor’s Note: This chapter will contain the conclusion of the study with the agreed methodology.

Annex A:


Application of the methodologies
A.1
Application of Methodology 1:
A.2


Application of Methodology 2:
A.2.1
Remote Node Management

Remote management of a node consists of functions, methods and protocols enabling the management of a node from an external device (e.g. a computer located in a different network). The remote management shall be protected and robust against cyber attacks. If this feature is exploited, it could be difficult for the MNO to recover or stabilize the network. In order to prevent that the Remote Node Management feature is exploited, some relevant security requirements have been identified and described in the following sub-clauses.
Requirement 1: Traffic Protection

Reference: Remote Node Management Traffic Protection – RNM-TP
Description: All management traffic shall be protected by integrity and encryption; unprotected sessions shall not be accepted. The remote access methods can support natively traffic encryption such as HTTPS, SSHv2 or can be based on lower tunnelling protocol (IPsec VPN, TLS VPN).

The cryptographic algorithm used shall not be affected by known vulnerabilities and crypto-analytic attacks.

Test case:
-
Obtain from the node Manufactures details about the algorithms used and compare the list to reference bases of known vulnerabilities

-
Verify that plaintext Remote Management sessions are not accepted by the node

Target node(s): All

Requirement 2: Management Protocols

Reference: Remote Node Management Protocols – RNM-MP
Description: The remote management can support one or more remote access protocol. All the supported protocols shall be robust against known vulnerabilities. 

The most secure and robust implementation shall be supported e.g. SSHv2 shall be preferable to SSHv1, SNMPv3 shall be implemented if the management via SNMP trap is supported.

Moreover protocols such as Telnet, SNMPv1 and SNMPv2 shall not be supported as well as ftp. If the node supports one or more of the above listed protocols, then by default they should be disabled and only enabled by node administrator.

Test case:
-
Obtain from the Manufactures details about the supported protocols and compare the list to reference bases of known vulnerabilities and security threats.

-
Verify if the protocols which should be not supported are really unavailable on the target node. For the protocols which are supposed to be supported, verify that in the default configuration they are disabled (and that can be enabled exclusively by the node administrator)
Target node(s): All
Requirement 3: IP Restriction

Reference: Remote Node Management Access IP Restriction – RNM-IPRE
Description: The node administrator shall be able to deploy access control lists (ACLs) on the node to limit the IP addresses or networks from which the node can be remotely managed.

Test case:
-
Obtain from the node Manufactures details about this feature
-
Verify that is not possible to access to the node from a not allowed IP addresses or networks
Target node(s): All
Requirement 4: User Restriction

Reference: Remote Node Management Access User Restriction – RNM-USRE
Description: The node administrator shall be able to define on each target node which users are allowed to perform remote administration and their permissions/privileges. 

Test case:
-
Obtain from the node Manufactures details about this feature
-
Verify that the User Restriction policy is correctly supported and enforced on the target node
Target node(s): All
Requirement 5: User Authentication

Reference: Remote Node Management Access User Authentication – RNM-USAUTH
Description: Remote access to the target node shall be granted only to authenticated (remote management) users.

Test case:
-
Obtain from the node Manufactures details about this feature
-
Verify that unauthenticated access attempts to the target node are rejected.

Target node(s): All
A.2.2
Local Node Management

Local management of a target node consists of functions and methods allowing its management directly through a local connection (e.g. directly from its console). Considering the security of a node, the local management shall be secure (i.e. authenticated and protected). If this feature is exploited, it could be difficult for the MNO to recover or stabilize the network. In order to prevent that the Local Node Management feature is exploited, some relevant security requirements have been identified and described in the following sub-clauses. 

Requirement 1: User Authentication

Reference: Local Node Management Access User Authentication – LNM-USAUTH
Description: Local access to the target node shall be granted only to authenticated (local management) users. 

Test case:
-
Obtain from the node Manufactures details about this feature
-
Verify that unauthenticated access attempts to the target node are rejected 

Target node(s): All
Requirement 2: Strong User Authentication

Reference: Local Node Management Strong Authentication – LNM-SUSAUTH
Description: The user allowed to access the node via console (i.e directly through a local connection) shall be authenticated using a strong multifactor authentication mechanism based on PIN + One Time Password (OTP), smartcards and/or biometrics elements. 

Test case:
-
Obtain from the node Manufactures details about this feature
-
Verify if the Strong User Authentication policy is implemented and enforced on the target node (e.g. if management users attempting to authenticate themselves to the target node with traditional “username and password” scheme are rejected). 
Target node(s): Exposed 

Requirement 3: User Restriction

Reference: Local Node Management Access User Restriction – LNM-USRE
Description: The node administrator shall be able to define on each target node which users are allowed to perform local administration and their permissions/privileges.

Test case:
-
Obtain from the node Manufactures details about this feature
-
Verify that the User Restriction policy is correctly supported and enforced on the target node.
Target node(s): All
A.2.3
Password Management

Passwords can control access to resource of the node or to the node itself. This is accomplished through the definition of a secret allowing to authenticate and authorize the requests to the target node. When a request is received, by the target node the request is challenged for password and identity verification. Depending on the result of the verification process, the access can be granted, denied or limited. For security best practice, for all users an external authentication server (AAA) should be preferred. Locally configured password shall be still configured in the case of a server or network failure, but the device can also have other passwords/secrets within its configuration (e.g. NTP key, SNMP community string and so on), so the problem of password management is fundamental even if an external AAA server is used. In order to prevent that the Password Management feature is exploited, some relevant security requirements have been identified and described in the following sub-clauses.

Requirement 1: External Authentication Server

Reference: Password Management External Authentication Server – PM-EXTAUTHSRV
Description: As security best practice, passwords should be managed by external authentication server based on Radius or Diameter protocols.

Test case:
-
Obtain from the node Manufactures details about this feature
-
Verify that the feature is effectively supported. 
Target node(s): All
Requirement 2: Local Password Storage

Reference: Password Management Local Storage – PM-LS
Description: Password/secret stored locally in the node shall be protected using strong algorithms. 
Test case:
-
Obtain from the node Manufactures details about this feature
-
Verify that the algorithms used to store the secrets within the target node are robust and not vulnerable to known attacks (e.g. password recovering using brute force attacks shall not be possible). 
-
If passwords are locally stored in the target node using hash functions, verify that SHA-256 or SHA-1 is used (and that MD5 is not used). 
-
If passwords are locally stored using encryption algorithm, check that this encryption algorithm is not vulnerable to known crypto-attacks. 

Target node(s): All
Requirement 3: Password Lockout

Reference: Password Lockout – PM-PLO
Description: Node shall detect repeated invalid attempts to sign into an account with incorrect passwords during a short period of time to lock out the user's account and prevent further attempts, at least for a certain period of time. If N invalid attempts to login to the same account are made during an interval of Tdetect minutes, then the account is disabled for Tlockout minutes (after that period lockout is cleared). 

While this mechanism is effective against concerted attacks against a single account, it does nothing to prevent an intruder from simultaneously trying to guess the passwords of many users. A more sophisticated mechanism might extend this as follows: If M invalid login attempts are made from network address A, to any account, during an interval of Tdetect minutes, then the address A is disabled for Tlockout minutes. 

The parameters N, M Tdetect and Tlockout shall be set to default values which can be set and changed exclusively by the node administrator. 

This mechanism shall be applied only to users, exempting at least one administrator login. This limits the scope of denial of service attacks.

Test case:
-
Obtain from the node Manufactures details about both features

-
Verify that the set values for N, M, Tdetect and Tlockout are properly handled after failed login attempts (e.g. accounts are blocked after N failed attempts). 
Target node(s): All
Requirement 4: No Service Password Recovery 

Reference: No service password recovery– PM-NSPR

Description: Many network devices have a function that resets the current system password (password recovery). This function shall be disabled. If this is not possible, it shall be ensured that an attacker cannot gain access to the configuration of the network device. For this, the entire configuration of the network device shall be irretrievably deleted in the event that the system password is reset.
Test case:
-
Obtain and verify documentation on the password recovery procedures for the target node. 

-
Verify that this functionality is disabled or if it is enabled check that the entire configuration of the network device was irretrievably deleted. 

Target node(s): All
Requirement 5: No Blank Password 

Reference: No blank password– PM-NBP

Description: It shall be impossible configure blank local passwords. Note that when an external authentication server is used, a policy preventing the configuration of blank passwords on the external authentication server should be implemented.
Test case:
-
Obtain and verify documentation on this feature for the target node

-
Verify that local blank passwords can not be configured on the target node

Target node(s): All
Requirement 6: Enforce Password History 

Reference: Password history – PM-EPH

Description: The node shall support the possibility to determine the number of unique new passwords that have to be associated with a user account before an old password can be reused. This policy enables administrators to enhance security by ensuring that old passwords are not reused continually. This mechanism should be applied to all user accounts configured on the node.

Test case:
-
Obtain and verify documentation on the password recovery procedures

-
Verify that when this feature is enabled, it is not possible to reuse old passwords. 

Target node(s): All
Requirement 7: Enforce Strong Passwords

Reference: Enforce Strong Passwords– PM-ESP

Description: The node shall support the possibility to define password policy so that all user accounts are protected with strong passwords. This policy should be enabled by default with a default rule.
Test case:
-
Obtain and verify documentation on the password recovery procedures

-
Verify if it is possible to configure password not matching the defined policy.

Target node(s): All
Requirement 8: Enforce Password Expiration

Reference: Enforce Password Expiration – PM-EPE

Description: Although a strong password can help protect against intruders, it is possible to eventually guess or steal the password of a resource. For this reason, passwords should be changed periodically to minimize damages when a password is compromised without the user's knowledge. The node shall support the possibility to define a password expiration policy for all user accounts. This policy should be enabled by default with a default value. 
Test case:
-
Obtain and verify documentation on the password recovery procedures

-
Verify if passwords expires after the configured period of validity.

Target node(s): All
A.2.4
Software 

Software bugs can introduce vulnerabilities which can be exploited by an attacker to breach the node (for example to gain root privileges). Software bugs stem generally from an insecure/poor application design, an insecure code developing, improper flaws and can fall into a fairly small number of broad categories which include memory safety (e.g. buffer overflow and dangling pointer bugs), race condition, secure input and output handling, faulty use of an API, improper use case handling, improper exception handling, pre-processing input strings after they are checked for being acceptable, etc. In order to prevent that the unsecure, vulnerable software is exploited, some relevant security requirements have been identified and described in the following sub-clauses.

Requirement 1: Patching

Reference: Patching – S-PA
Description: Information on publicly known vulnerabilities in various software/operating system is freely accessible on Internet (http://cve.mitre.org/cve/, http://www.securityfocus.com/vulnerabilities). The operating system/main applications used within the target node shall embed all patches for known vulnerabilities at the date of delivery.
Test case:
-
Obtain from the Manufacturer and verify documentation on all the patches that were applied to the Operating System/main applications of the target node to close known security issues

-
Compare this list to reference bases of known vulnerabilities (http://cve.mitre.org/cve/, http://www.securityfocus.com/vulnerabilities)

-
Use automatic tools like Nessus to make a Vulnerability Assessment of the node

Target node(s): All
Requirement 2: Secure Software Development 

Reference: Patching – S-SSWD
Description: Software assurance/secure code analysis tools to identify and fix buffer overflows, memory leaks shall be used by manufactures to reduce bugs stem from code development errors.
Test case:
-
Obtain from the node manufactures evidences about the results of this assurance

-
Test the node using unexpected input (e.g. fuzzy inputs)

Target node(s): All
Requirement 3: Secure Protocol Stack Development 

Reference: Secure Protocol Stack Implementation – S-SPSD
Description: Protocol stack development shall be made robust against manipulation and unexpected inputs. This can be achieved, e.g. by verifying the validity of the values transferred in fields, parameters, etc. Typical implementation errors include:

-
No validation on the lengths of transferred data

-
Incorrect assumptions about data formats

-
No validation that received data complies with the specification

-
Insufficient handling of protocol errors in received data

-
Insufficient restriction on recursion when parsing complex data formats

Test case:
-
Obtain and verify documentation about secure software development cycle and testing (fuzzing/load) that was put in place for the development or integration of the different protocol stacks particularly for the telecom specific protocols

-
Conduct load and fuzz testing for the different stacks

Target node(s): All

Requirement 4: Secure System Patching 
Reference: Secure system patching – S-SSP
Description: The node should support the possibility to prevent illegal software patching.

Test case:
-
Obtain and verify documentation on the security environment of the node

Target node(s): Exposed

Requirement 5: Secure System Software Revocation 
Reference: Secure system software revocation – S-SSSR
Description: Once the software image is legally updated, rolling-back to a previous potentially exploitable software image should be granted only to administrator.
Test case:
-
Obtain and verify documentation on the security environment of the node

-
Verify the software rollback procedure

Target node(s): Exposed 

A.2.5
System Secure Execution Environment

The target node shall implement a secure execution environment, intended as a system environment where sensitive operations (e.g. encryption/decryption of user data) and data are securely implemented and executed. This security environment is achieved if the system is securely hardened. In the following clauses some relevant security requirements to enable a secure execution environment have been identified and described.

Requirement 1: Removal of Unnecessary Service 

Reference: Unnecessary Service Removal – SSEE-RUS
Description: Target node shall support just those running services/protocols (httpd, mysqld etc…) that are necessary for the node functionalities. 

Test case:
-
Obtain from the node Manufactures the list of supported services

-
Access to the node and verify the list of the enabled service (e.g. by means of an appropriate command)

-
Use automatic port scan tools like Nessus to check active services.

Target node(s): All
Requirement 2: Unused Interfaces Disabling

Reference: Unused physical interfaces disabling – SSEE-UID
Description: In most cases, all available interfaces of a network device, including those that are not used, are enabled by default at system start. Interfaces which are not in use shall be permanently disabled so that they remain inactive even in the event of a reboot.
Test case:
-
List all the physically accessible interfaces of the node (outside and inside of the chassis)

-
Obtain and verify documentation on the activation/de-activation of all these interfaces

-
Test that these interfaces are effectively electrically disabled and that no service or data is accessible through them

Target node(s): All
Requirement 3: Restricting System Boot Source 

Reference: Restricting system boot source– SSEE-RSBS
Description: Many network devices allow an operating system to be booted from another source (e.g., USB flash drive, memory card). A target node shall be configured in such a way that only the intended operating system can boot and that it can boot only from the internal memory. Alternatively, interfaces (USB, card slots, etc.) potentially allowing an external operating system to be booted shall be disabled.

Test case:
-
List all the physically accessible interfaces of the node (outside and inside of the chassis)

-
Obtain and verify documentation on the activation/de-activation of all these interfaces

-
Test that these interfaces are effectively electrically disabled and that no service or data is accessible through them

Target node(s): All
Requirement 4: Unsecure Protocol Disabling

Reference: Unsecure protocol disabling – SSEE-UPD
Description: Unsecure or vulnerable protocols such as Telnet, SNMPv1 and SNMPv2 shall not be supported as well as ftp. If the target node supports one or more of the above-listed protocols, then by default they shall be disabled and they can only be enabled by the node administrator.

Test case:
-
Use automatic tool such as Nessus to verify if these protocols are disabled.

Target node(s): All
Requirement 5: Key Material Access Rules

Reference: Key material access rules– SSEE-KMAR
Description: It shall not be possible from unauthorized access to get keying material shared between the target node and currently active User Equipments connected with it, or to get access to the keying material with which the IPsec connection (when used) to the core network products or other node are protected. 

Test case:
-
Obtain and verify documentation on the security environment of the target node

-
Keys stored inside the target node shall never leave a secure environment within the node itself. Verify how the keys are protected.
-
Verify that only authorised access are granted to the secure environment, i.e. to data stored and used within, and to functions executed within.

Target node(s): eNodeB, MME/SGSN

Requirement 6: Secure System Boot 
Reference: Secure system boot – SSEE-SSB
Description: The target node should support the possibility to verify software image integrity at boot time, detecting, for example, software image tampering and/or unauthorized software image updates. 

Test case:
-
Obtain and verify documentation of this feature on the target node 

-
The integrity of a software component is typically verified by comparing the result of a measurement (typically a cryptographic hash) of the component to the expected reference value, usually provided by the manufacture. If these values match, the component is successfully verified and it can be started
-
Verify that the cryptographic algorithms used to calculate the hash is not vulnerable to known attacks.
Target node(s): All
Requirement 7: Secure Time Synchronization

Reference: Secure time synchronization – SSEE-STS
Description: Clock synchronization with a time server is a critical middleware service enabling several services on a 3GPP node, for example accurate and secure localization, digital certificate verification and thus for the establishment of secure links. These benefits could make clock synchronization protocols a prime target of malicious adversaries who want to disrupt the legal operation of the node.

Test case:
-
Obtain and verify documentation on the security environment of the node

-
Verify how the mechanism has been implemented and if it vulnerable to know attacks

Target node(s): Exposed

A.2.6
Network Services

Preventing suspicious network traffic from reaching a certain node is a fundamental way to minimize the risk of several cyber attacks (e.g. DoS attacks). In order to prevent that Network Services feature is exploited, some relevant security requirements have been identified and described in the following sub-clauses.

Requirement 1: Traffic Filtering

Reference: Traffic Filtering – NS-TF
Description: One of the fundamental functions of network devices is the control of data traffic on the basis of the IP destination and sender addresses as well as the used ports and protocol status. A network device shall therefore support filters (e.g., access control lists, local firewall, etc.) to regulate incoming and outgoing traffic on the basis of address information, services (ports) and protocol statuses and types. These can be used to route packets through the network device as well as to accept or reject packets sent to one of the network device’s addresses on the basis of defined criteria.

Test case:
-
Obtain and verify documentation on local inbound/outbound filters for the node

-
Verify that after applying filtering rules on specific ports/protocols/interfaces (for example on IPsec and SSH traffic allowed as inbound traffic) that these rules are effectively enforced

Target node(s): All
Requirement 2: IP Anti-Spoofing

Reference: IP Anti-Spoofing – NS-IPAS
Description: This type of attack allows a host, application or a malicious node to mimic the actions of a genuine node. Typically the attacker pretends to be an innocent host by reusing its IP addresses in network packets. In order to protect against this type of attack the target node should implement anti-spoofing mechanisms, e.g. to reject packet with invalid source addresses, coming from unexpected interface, etc...

Test case:
-
Obtain and verify documentation on this feature

-
Verify that spoofed packets are rejected

Target node(s): All
Requirement 3: Tunnelling in GTP

Reference: GTP Tunnelling – NS-GTPTN
Description: This attack could pose a moderate security threat. It may be possible for attackers to wrap attack traffic in GTP Version 0 or 1 Packet, which has another embedded GTP Packet as part of its payload. As GTP is used to encapsulate packets originating from a mobile station, it is possible for a mobile station to create a GTP packet and forward it along to the SGSN.
Upon receiving the GTP packet, the SGSN will encode it again, and forward it to the GGSN, through the relative PDP context. This embedded GTP packet may be potentially decoded via the GGSN and forwarded into the GGSN infrastructure, or decoded a second time, allowing an attacker to spoof GTP packets coming from a range of different answers. Another potential attack would be attackers sending recursive GTP packets, which is a GTP packet that contains X number of other GTP packets embedded within.

Test case:
-
Examine incoming packet for possible exploitation code in the embedded GTP data fields.

Target node(s): MME/SGSN, GGSSN 

A.2.7
3GPP Capability Configuration 

Preventing unsecure configurations deployment of 3GPP features can be a fundamental way forward to minimize the risk of several cyber attacks. In order to prevent that the Configuration Security feature is exploited, some relevant security requirements have been identified and described in the following sub-clauses.

Requirement 1: Security Algorithm Modification 

Reference: Security Algorithm Modification – CC-SAM
Description: It shall not be possible from unauthorized access, to modify security algorithms supported by the target node, e.g to perform a downgrade attack by configuring the use of a weaker algorithm.

Test case:
-

Verify that the security algorithm configuration can not be modified from unauthorized users.

Target node(s): eNodeB, MME/SGSN

Requirement 2: Only EIA0

Reference: Only EIA0– CC-OEIA0
Description: It shall not be possible to configure just EIA0 on the target node. EIA1 and/or EIA2 shall be enabled in compliance to the specification requirements that demand the use of integrity as mandatory and the use of EIA0 only for non-authenticated emergency services

Test case:
-
Verify that a configuration where only EIA0 is enabled it is not accepted on the target node as valid. Verify that it is also needed to enable at least one of the other types of algorithms that are different from the “Null Integrity”.

Target node(s): eNodeB, MME/SGSN

Requirement 3: Integrity Algorithms Disabling 

Reference: Integrity Algorithms Disabling – CC-IAD
Description: Each target node shall be configured via network management with lists of algorithms which are allowed for usage. There shall be one list for integrity algorithms and one for ciphering algorithms. These lists shall be ordered according to a priority decided by the operator. When a security context is established for an authenticated user, the target node shall choose from its configured list the algorithms which have the highest priority and that are also supported on the terminal side. (UE EPS security capabilities). In the case where the target node is configured  to require the use of only EIA0 (NULL Integrity) as integrity algorithm the target node shall not allow the user to connect to the network even if the user is successful authenticated and EIA0 is the only integrity algorithm that match in the target node and terminal configuration. By allowing the user to connect to the network the mandatory integrity requirement for signalling protection is not respected. The use of EIA0 shall be allowed only for unauthenticated emergency calls.

Test case:

-
Obtain and verify documentation about integrity algorithms supported on the target node.

-
 Check that EIA1 and EIA2 are supported as a standard feature. 

-
Verify the configuration of the algorithms list on the target node

-
Testing the nodes behaviour in the case where “erroneously “only EIA0 (NULL Integrity) is enabled on the target node. 
Target node(s): eNodeB, MME/SGSN

A.2.8
Node Access 

Device access control consists of rules restricting the access to the node (i.e. user authentication and authorization). In order to prevent that the Node Access feature is exploited, some relevant security requirements have been identified and described in the following sub-clauses.

Requirement 1: User Profiling/User Authorization

Reference: User Profiling - NA-UP
Description: Several users with different privileges shall be defined

Test case:
-
Verify if different user profiles can be identified for example administration profile, visualization profile

-
Verify if the different profiles are correctly applied

Target node(s): All

Requirement 2: No Default Users

Reference: No default users - NA-NDU
Description: Default users with default passwords shall not be allowed

Test case:

-
Verify if default users are disallowed.
Target node(s): All

Requirement 3: No Disable User Authentication

Reference: No disable user authentication - NA-NDUA
Description: User authentication cannot be disabled on the target node.

Test case:
-
Verify user authentication cannot be disabled.
Target node(s): All

Requirement 4: User Activity Audit

Reference: User activity accountability for system audit NA-UACC
Description: User activity on the system shall be accounted to tracking how security breaches occur.
Test case:
-
Verify user authentication cannot be disabled.
Target node(s): All
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 Common criteria overview
B.1
Target Audience of the CC

There are mainly three groups with a general interest in evaluation of the security properties of Target of Evaluations (TOEs). They are as follows:

a)
Consumers: Consumers can use the results of CC evaluations to help decide whether a TOE (Information and Communications Technology (ICT) product) fulfils their security needs. Consumers can also use the evaluation results to compare different TOEs. The CC gives consumers, especially in consumer groups and communities of interest, an implementation-independent structure, termed the Protection Profile (PP), in which to express their security requirements in an unambiguous manner.

b)
Developers: The CC is intended to support developers in preparing for and assisting in the evaluation of their TOEs and in identifying security requirements to be satisfied by those TOEs. These requirements are contained in an implementation-dependent construct termed the Security Target (ST). This ST may be based on one or more PPs to show that the ST conforms to the security requirements from consumers as laid down in those PPs. The CC can then be used to determine the responsibilities and actions to provide evidence that is necessary to support the evaluation of the TOE against these requirements. It also defines the content and presentation of that evidence.

c)
Evaluators: The CC contains criteria to be used by evaluators when forming judgments about the conformance of TOEs to their security requirements. The CC describes the set of general actions the evaluator is to carry out.

d)
Others: Auditors (internal and external), Security architects and designers, system security officers, etc

B.2
The CC and the ISO/IEC

The CC has been adopted and published by the International Organization for Standardization/ International Electro-technical Commission (ISO/IEC), following earlier attempts to integrate information technology and computer security criteria by various regional SDO’s.

By the ISO/IEC-developed Standards, the CC is composed of three parts (see Brief History of the Common Criteria: http://www.niap-ccevs.org/cc_docs/); these parts or documents are used by the certifying body of a CC scheme and the evaluation facilities. Brief explanation of each document is given below

a)
ISO/IEC 15408-1:2009: Information technology -- Security techniques -- Evaluation criteria for IT security -- Part 1: Introduction and general model:

ISO/IEC 15408-1:2009 establishes the general concepts and principles of IT security evaluation and specifies the general model of evaluation given by various parts of ISO/IEC 15408 which in its entirety is meant to be used as the basis for evaluation of security properties of IT products.

It provides an overview of all parts of ISO/IEC 15408. It describes the various parts of ISO/IEC 15408; defines the terms and abbreviations to be used in all parts ISO/IEC 15408; establishes the core concept of a Target of Evaluation (TOE); the evaluation context; and describes the audience to which the evaluation criteria are addressed. An introduction to the basic security concepts necessary for evaluation of IT products is given. It defines the various operations by which the functional and assurance components given in ISO/IEC 15408-2 and ISO/IEC 15408-3 may be tailored through the use of permitted operations. The key concepts of protection profiles (PP), packages of security requirements and the topic of conformance are specified and the consequences of evaluation and evaluation results are described. ISO/IEC 15408-1:2009 gives guidelines for the specification of Security Targets (ST) and provides a description of the organization of components throughout the model. General information about the evaluation methodology is given in ISO/IEC 18045 and the scope of evaluation schemes is provided. 

b)
ISO/IEC 15408-2:2008: Information technology -- Security techniques -- Evaluation criteria for IT security -- Part 2: Security functional components:

ISO/IEC 15408-2:2008 defines the content and presentation of the security functional requirements to be assessed in a security evaluation using ISO/IEC 15408. It contains a comprehensive catalogue of predefined security functional components that will meet most common security needs of the marketplace. These are organized using a hierarchical structure of classes, families and components, and supported by comprehensive user notes. ISO/IEC 15408-2:2008 also provides guidance on the specification of customized security requirements where no suitable predefined security functional components exist.

c)
ISO/IEC 15408-3:2008: Information technology -- Security techniques -- Evaluation criteria for IT security -- Part 3: Security assurance components:

ISO/IEC 15408-3:2008 defines the assurance requirements of the evaluation criteria. It includes the evaluation assurance levels that define a scale for measuring assurance for component targets of evaluation (TOEs), the composed assurance packages that define a scale for measuring assurance for composed TOEs, the individual assurance components from which the assurance levels and packages are composed, and the criteria for evaluation of protection profiles and security targets.

ISO/IEC 15408-3:2008 defines the content and presentation of the assurance requirements in the form of assurance classes, families and components and provides guidance on the organization of new assurance requirements. The assurance components within the assurance families are presented in a hierarchical order.

There is also an accompanying document ISO/IEC 18045:2008: 

d)
ISO/IEC 18045:2008: Information technology -- Security techniques -- Methodology for IT security evaluation:

ISO/IEC 18045:2008 is a companion document to ISO/IEC 15408, Information technology - Security techniques - Evaluation criteria for IT security. ISO/IEC 18045:2008 defines the minimum actions to be performed by an evaluator in order to conduct an ISO/IEC 15408 evaluation, using the criteria and evaluation evidence defined in ISO/IEC 15408. ISO/IEC 18045:2008 does not define evaluator actions for certain high assurance ISO/IEC 15408 components, where there is as yet no generally agreed guidance.

B.3
The Common Criteria (Technical) Process overview 
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Figure 1. Overview of the CC Technical Evaluation process [8].

Referring to Figure 1, the Common Criteria approach to the overall evaluation process is broadly divided into three stages as follows:

a)
The Development Stage 

In this stage, the CC defines a set of IT requirements of known validity which can be used in establishing security requirements for a network product. For a network product, such requirements can be derived from Third Generation Partnership Project (3GPP) Specifications pertaining to it, such as 3GPP Technical Specification (TS) 33.401 [8], TS 33.402 [9], TS 23.401 [10], TS 23.402 [11], etc. The CC also defines the Protection Profile (PP) construct which allows prospective network product manufacturers (or developers) to create standardised sets of security requirements for a network product -PP which will meet their needs. The Target of Evaluation (TOE) (a mobile network product, for our case) is that part of the product or system which is subject to evaluation. The TOE security threats, objectives, requirements, and summary specification of security functions and assurance measures together form the primary inputs to the Security Target (ST). The PP is transformed into ST and is used by the evaluators as the basis for evaluation of a network product.

b)
The Evaluation Stage

The principal inputs to evaluation are the Security Target, the set of evidence about the TOE (a mobile network product, for our case) and the TOE itself. The expected result of the evaluation process is a confirmation that the ST is satisfied for the TOE, with one or more reports documenting the evaluation findings.

The Common Evaluation Methodology (CEM) [13] document describes the evaluation process that consists of the evaluator performing the evaluation input task, the evaluation output task and the evaluation sub-activities.

c)
The Operation Stage

Once a TOE (mobile network product, for our case) is in operation vulnerabilities may surface, or environmental assumptions may require revision. Reports may then be made to the developer requiring changes to the TOE. Following such changes re-evaluation may be required.
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 Self-evaluation and Self-evaluation with Third-party Certification Analysis
As shown in section 4.x.3.3 and figure 4.x.3.1-1 copied below, the vendor can take the Certification Authority role; this is what sometimes referred to as "self-certification". It only makes sense for the vendor to take on the Certification Authority role if the vendor simultaneously takes on the evaluator role. The Certification Authority role can also be taken by an independent entity, e.g., GSMA, NVIOT or CCRA, which would in this case be a third-party certification.
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Figure 4.x.3.1-1 Roles involved in the security assurance process. The text "- OR –" in the figure indicates that the evaluation report may be provided directly to the operator or that it may be subject to certification first.

As it can be seen on the diagram above, the self-certification step corresponds to giving directly the self-evaluation report from the vendor to the operator. So the wording “self-certification” is a synonym to “self-evaluation” only. As this wording is not used anywhere else in the Security Assurance world, it is proposed not to use the wording “self-certification” anymore in the TR to avoid confusion.

Editor’s note: Self-certification is still used in section 6 of the TR. It shall be fixed.
The following text and table will clarify the differences between “self-evaluation” only (formerly called self-certification) and self-evaluation with third party certification of the evaluation results.

(1)
Should supporting certification be a criterion for evaluation of methodologies?
Some methodologies can support third-party certification; other methodologies support only self-evaluation without certification of the results. In order to select the methodology, supporting certification should be a criterion since it will impact the methodology selection.  
(2)
Should self-evaluation be a requirement for all methodologies?
Not all existing methodologies accept self-evaluation. For example, when the CCRA recognition is needed, the CC framework only supports third-party evaluation and certification. Thus methodologies that only support third-party certification will be excluded if self-evaluation is a requirement. 
Therefore support of self-evaluation should not be a requirement for evaluation of the methodologies.
(3) What is the difference between self-evaluation and self-evaluation with third party certifications?

The analysis of the two approaches considers the following dimensions: certification authority, time and cost effectiveness, confidence of assurance level. 

NOTE: 
This analysis  is not intended to value self-evaluation based methodologies or self evaluation + third-party certification based methodologies but to look at what the trade-off in terms of cost, time and assurance level is, in case there is a third party certification at the end of the process or not.

The analysis is as follows:
	No.
	Dimension
	Self-evaluation 
	Self evaluation + Third-party certification 

	1
	Certification Authority
	None
	Authorized existing certification authorities (e.g., GSMA, NVIOT or CCRA)

	2
	Time and cost for certification
	Not applicable
	The third-party certification authority needs and to be able to decide if the evaluation report gives sufficient evidence that a proper evaluation of the network product has been conducted. 

Cost and time is increased due to the third-party certification, but can be fixed as the evaluation is carried out by the vendor.

	3
	Confidence of assurance level
	The assurance level can be abused. More confidence in the assurance level can be achieved if the methodology mandates accreditation of the evaluator in order to demonstrate they have the skills, working practices and resources to conduct the evaluation (e.g. using quality/security standard ISO 17025, etc.)
	High confidence in compliance with the assurance level. 




It can be seen from the above table that addition of third-party certification at the end of the process provides a higher confidence of the assurance level but increases time and cost. 
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Figure 4.1.3-� SEQ Figure \* ARABIC �1�: Environment of 3GPP network products








�Number attribution received for SECAM


�Editorial, the scope already provides an introduction


�Implementation of S3-130046


Meeting minutes:


-	The sentence “will be added backwards from there through the generational technologies” brought confusion and it was asked if we already knew how far back we want it to be applied


-	 No better wording could be found and it was agreed to keep only the first sentence as this first sentence already reflect the working assumption anyway


-	 Agreed working assumption: LTE network product classes will be the first priority, 3G/2G will be added later if still appropriate when the work is completed for LTE.


Changes agreed in SA3 from initial S3-130046:


-	 Third sentence removed


-	 Network products => network product classes


�Implementation of S3-130093


Meeting minutes:


-	Agreement on a shorter and more open definition: 


3GPP Security assurance methodology: Security assurance methodology is a process used to measure the security features of 3GPP network products and is developed in this document.


-	 Removal of the Editor’s note


Changes agreed in SA3 from initial S3-130093:


Editorial:


“and  is developed in this document.”


=>


“studied and described in this document.”


�Implementation of S3-130248 (was S3-130117)


Meeting minutes:


-	 Major differences between S3-130117 and S3-130248:


 Definition for accreditation added, new definition “self-evaluation without accreditation”, new NOTE on the recognition of evaluation results as long as no accreditation body is chosen, removal of the last sentence in all paragraph (evaluation “XXX gives a higher level of assurance than YYY”, as this does not belong to a definition section)


Changes agreed in SA3 from initial S3-130248:


-	Nothing but editorial changes below


-	Editorial: factorisation of the two notes into one which goes below “accreditation”


�Implementation of S3-130164


Meeting minutes:


-	 Agreement on a definition for “Network product class”: A network product class is the generic class of network products that all implements a set of 3GPP defined functionalities. A network product (TBD) refers to the concrete implementation of this product class by a given vendor.


Changes agreed in SA3 from initial S3-130164:


-	Definition of “network product class” added and thus removal of the first Editor’s Note





�Editorial 1 (moved below)


�Editorial 1


�Implementation of S3-130119


Meeting minutes:


-	 Approved as is + one editorial (the last sentence of 4.1.1 “For simplicity …” becomes the first sentence of 4.1.2


Changes agreed in SA3 from initial S3-130119:


-	Editorial above


�Implementation of S3-130245


Meeting minutes:


-	S3-130245 is the result of the drafting session to merge S3-130031; S3-130148; S3-130028; S3-1301191; S3-130111.


-	 It was agreed to leave out the definitions from “Physically exposed location node”, “Logically exposed location node” and “Non-exposed location node” (S3-130111 and S3-130148) for this meeting and to only deal with the pCR text from S3-130245.


Changes agreed in SA3 from initial S3-130245:


In “4.1.3 / Consequences”:


-	Forgotten reference to “Logical exposition” changed to  “remote exposure” 


-	 “As a result, one or several baseline SAS will be associated with each network product class. Security requirements due to exposed physical location will be defined in specific additional SAS.” Removed from the same paragraph as no agreement could be found on this aspect.


In 4.1.4: 


-	Addition of “The assumption is that this modularity will allow a reasonable number of SAS.” In the second bullet.


-	Removal of the double quotes around classes in the title as the definition for network product classes was included


�Implementation of S3-130118


Meeting minutes:


See below


Changes agreed in SA3 from initial S3-130118:


-	Addition of a NOTE in 4.5.1: NOTE: The description of the legal framework for the evaluation/certification process is outside of the scope of SA3.


-	 Addition of an Editor’s Note in 4.5.2: Editor’s note: The content of the evaluation report and the confidentiality issues associated to it are FFS. 


-	Removal of “” in 4.5.3.3


-	 Fix the addition of the Accreditation authority  in 4.5.3.3 =>


o	 Removal of “”


o	Addition of Accreditation Authority performs the accreditation of the evaluators as defined in 3.1.





Editorials:


-	Numbering of the clause, sub-clauses and figures


-	 The last part of the Certification Authority description in 4.5.3.3 was put into a note in a new paragraph to improve readability (no changes to the text itself).


-	 Removal of the Editor’s note; How to instantiate these roles is FFS and replace with a NOTE: The instantiation of these roles will be provided in the candidate methodologies if appropriate. In 4.5.3.3





Open consistency issues:


a) In 4.5.2, 2nd paragraph, the following sentence “The choice of alternative depends on whether the operator requires a certification to accept the evaluation or not. �“ is not consistent with section 4.1.3 and 4.1.4 where this question is still open.


b) In 4.5.2 3rd paragraph, the following sentence “There are two alternatives how to proceed from this point“ does not describe all alternatives. Even more alternatives exist as seen in methodology 2 if we combine the accreditation case that will be updated in the picture.


c) The note added in 4.5.1 might be misplaced and would deserve more visibility in the document as it is an important agreement





�Editorial to deal with the new template of S3-130118


�Moved from S3-130043 (see implementation details below)


�Editorial to deal with the new template of S3-130118


�Merge with generic roles and definition section


�Implementation of S3-130246 (was S3-130032)


Meeting minutes:


-	 Approved as in the version v3 on the server


Major differences between v2 and v3:


-	 Addition of “when the CCRA recognition is needed” in point (2)


-	 Addition of a note: This analysis  is not intended to value self-evaluation based methodologies or self evaluation + third-party certification based methodologies but to look at what the trade-off in terms of cost, time and assurance level is, in case there is a third party certification at the end of the process or not.


-	Removal of “to understand the target of evaluation “ in the table


-	 Addition of  “More confidence in the assurance level can be achieved if the methodology mandates accreditation of the evaluator in order to demonstrate they have the skills, working practices and resources to conduct the evaluation” in the table


-	 Rewording of the last sentence


Changes agreed in SA3 from initial S3-130246:


-	Editorial in the table “NA -> not applicable”


-	quality standard ISO 17025 => quality/security standard ISO 17025
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