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Reason for change:
(

Harmonisation of the frequency mask for the receiving path with TS 26.131




Summary of change:
(

The receiving sensitivity/frequency tolerance mask is changed to harmonise with the mask stated for UMTS terminals in TS 26.131. Handsets designed to pass the current mask will pass the proposed mask as well.




Consequences if 
(

not approved:
For a dual mode terminal (GSM/UMTS) it will not be possible to design the earpiece after the requirements in TS 26.131, since it is required to comply with the frequency response mask specified for GSM. A harmonisation of these requirements is therefore needed.
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3.8.1.2
Receiving

The sensitivity/frequency characteristics shall be as follows.

The receiving sensitivity – frequency response, measured either from the digital interface to the ERP or from the SS audio input (analogue or digital input of the reference speech encoder of the SS) to the ERP, shall be within the mask which can be drawn with straight lines between the breaking points in table 2 on a logarithmic (frequency) – linear (dB sensitivity) scale.

Table 2: Receiving sensitivity/frequency mask

Frequency (Hz)
Upper limit
Lower limit

70
-10
‑

200
2
‑

300
*
-9

500
*
*

1 000
*
-7

3 000
*
*

3 400
*
-12

4 000
2
‑

All sensitivities are dB on an arbitrary scale.

* =
The limit at intermediate frequencies lies on a straight line drawn between the given values on a log (frequency) – linear (dB) scale.

Compliance shall be checked by the test described in annex C, subclause C.3.3.
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