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1 Overall Description

I have recently come to learn that both 3GPP2 and ITU-T SG9 are using the 3GPP timed-text format.  However, both of these bodies desired a small extension to the format, which they independently document.  I think it preferable to document it once in the 3GPP specification, and indicate that the feature is not used when 3GPP Timed Text is used in a 3GP context.  This would allow these other bodies to reference the 3GPP specification.  The feature in question is soft text wrap.  We currently disallow it.  They wish to allow the authoring format to signal when it is allowed (and desirable).  The changes are documented in the following sections.

2 Change 26.245 Release 6, Section 5.11, Text Wrap

Automatic wrapping of text from line to line is complex, and can require hyphenation rules and other complex language-specific criteria.  For these reasons, soft text wrap is optional in this specification. Text wrap behavior may be specified using a TextWrapBox, and a terminal that does not support this feature shall not perform soft text wrapping. When text wrap is not used and a string is too long to be drawn within the box, it is clipped.  The terminal may choose whether to clip at the pixel boundary, or to render only whole glyphs.

There may be multiple lines of text in a sample (hard wrap).  Terminals shall start a new line for the Unicode characters line separator (\u2028), paragraph separator (\u2029) and line feed (\u000A).  It is recommended that terminals follow Unicode Technical Report 13 [8].  Terminals should treat carriage return (\u000D), next line (\u0085) and CR+LF (\u000D\u000A) as new line.
The TextWrapBox should not be used when this specification is used within a 3GPP context.  It should not be inserted into streams by authoring tools, and should be ignored by readers.
3 Add section 5.17.1.8, Text wrap indication

'twrp' - Specifies text wrap behavior:  the Box contains one 8-bit integer as a wrap mode flag. The TextWrapBox must not be used when this specification is used within a 3GPP context.
class TextWrapBox() extends TextSampleModifierBox (‘twrp’) {

unsigned int(8)
wrap_flag;
}

wrap_flag:
	Value
	Description

	0x00
	No wrap

	0x01
	Automatic ‘soft’ wrap enabled

	0x02-0xFF
	Reserved


