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1. Introduction


NTT-AT conducted a conversation experiment to evaluate AMR narrow band and wide band. The experimental design and procedures are specified in the test plan for the AMR Narrow-Band Packet swiched Conversation test (Tdoc S4-030564) and test plan for the AMR Wide-band Packet swiched Conversation test (Tdoc S4-030565)

2. General procedure

2.1 Test Bed

France Telecom provided the simulation platform for the test. All of the PCs were installed outside soundproof rooms to prevent fan noise. Subject’s votes were recorded by laptop PCs without fans in each of the rooms.

2.2 Speech level calibration

The listening sound pressure level output from the headphones was calibrated according to the instructions in the test plan. The receiving sound detected by the P.57 type 1 artificial ear was coupled with a headphone and its active speech level was measured using ITU-T Rec. P.56 meter when a P.50 artificial voice was fed from an artificial mouth to the microphone on the send side. The speaking position of the microphone was MRP and sound pressure was –4.7 dB Pa.

2.3 Scenarios for the conversation test.

In the test plan, two examples, pizza delivery service information and flight information are provided. As far as we considered easiness for Japanese subjects, we thought it was difficult to perform responder as natural as professional for naïve subjects without considerable training. We stopped using the examples and got reconfirmation on which scenarios were only examples and where we can use another scenario if we had any difficulty. Finally, we adopted the “Random shapes method*” within several existing scenarios.

Conditions and scenarios were randomized following tables provided by France Telecom. The random tables are composed of two sub-tables, for conditions where there is and is not background noise. The order of the conditions and the scenario numbers used by the subjects for each condition are allocated in these tables. Twenty-four different scenarios are necessary in order to follow the tables. In our case, we replaced the scenario number with number of the sheet. 

There are 24 random shapes on each sheet. During the conversation, each subject arbitrarily chose a shape on the sheet and talked about one of its features to his/her partner. His/her partner either guessed the name of the shape based on the information provided, or requested additional information from the questioner. The role of respondent and questioner switched every time the respondent provided correct answer. Three minuets were permitted for each condition. 
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Fig. 2.1　Example of random shapes on one sheet

2.4 Subjects

Completely different sets of naïve listeners were recruited from outside of the company for the narrow band and wide band experiments. A wide variety of ages and genders were recruited. 
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Fig. 2.2  Subject perform her conversation 

using a sheet of random shapes.

　　　　　　　　　　　　　　　　　　　　　　　Fig. 2.3  All simulation platforms were installed and 

　　　　　　　　　　　　　　　　　　　performed outside of soundproof room 

2.5 Preliminary experiment

So that the subjects could understand how the experiment would be conducted, a preliminary experiment without any degradation was performed.

2.6 Test order

Tests for conditions with and without background noise were conducted separately. Half of the 16 subject groups were administered the test with noise first and the other half were administered the test without noise to cancel any psychological offset due to the degree of experience with the test. 

For conditions with background noise, subjects were instructed to ignore background noise contained in transmitted speech or in surrounding noise.

After every 3 or 4 conditions, the two groups changed tests so that they could alternately took breaks to minimize the influence of fatigue.   

2.7 Listening Equipment and Environment 

Each of the two subjects participating in the conversations sat on a chair in front of a table in a test room. The test rooms are acoustically insulated. All the test equipments was installed outside of the rooms and connected to the test rooms. The background noise is generated in the designated test room through a set of 4 loudspeakers. The level of background noise was measured by sound level meter at a minimum of four points around the equivalent of the center of the subject's head. The A-weighted noise level averaged over these points was adjusted to the target value.
2.8 Data collection

Subjects were asked to answer five different questions. For each question, some explanatory sentences always have to be shown in order to prevent confusion when answering other questions. We prepared customized graphical user interface using browser to collect a subject’s response as shown in Fig. 2.4.
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Fig. 2.4 
GUI used to collect subject’s response.

3 Results
We summarized results in the tables for each question. We also present them on graphs to facilitate observation of the difference between radio and PS conditions. With respect to the result of E-mail inquiry for the numerical and graphical formats for representing subjects’ responses from secretary to test labs by correspondence, there was no objection to the formats reflecting secretary and our opinion.  

As for the detailed analysis, especially statistical difference among test laboratories will be conducted after global analysis laboratory is determined, The remainder of our report presents basic statistics and simple observations.

3.1
Narrow-Band

1) Question 1: “How do you judge the quality of voice of your partner?”
Numerical results for all 24 conditions are shown in Table 3.1.1. The 7th to 9th columns of the table lists MOS (Column 7) and fundamental statistics, such as standard deviation (Column 8), and 95 % confidence limit (Column 9).  These set of values were calculated separately for subjects in room A and B, but these values are not essential, all cells corresponding to the conditions are shaded. The effects of background noise are summarized separately for subjects in room A (columns 10 to 12) and room B (columns 13 to 15).

Table 3.1.1 Summarized numerical results for question 1
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 Graphs of the conditions of MOS and its confidence limit for 6.7 kbit/s with 300 ms delay, 12.2 kbit/s with 300 ms delay, and 12.2 kbit/s with 500 ms delay are shown in Figures 3.1.1.1 through 3.1.1.3. These values do not include data recorded with background noise. In general, MOS values are greater when BERs are lower and in groups without packet loss, 0 %, is greater than for 3 %. Such a tendency is seen without a few exceptions, groups with 0% packet loss are shown in Fig. 3.1.1.2 and for 3 % in Fig. 3.1.1.3

The effect of background noise are shown in Fig. 3.1.1.4 and 3.1.1.5. As the graphs show, the influence of room A’s and B’s noise is almost same regardless of whether or not the noise is heard in the subject’s surroundings or transmitted via speech from the other side.
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Fig. 3.1.1.1  MOS variation according to packet loss,  radio transmission error at 6.7 kbit/s mode with 300ms delay.
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Fig. 3.1
.1.2  MOS variation according to packet loss, radio transmission error at 12.2 kbit/s mode with 500 ms delay.
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Fig. 3.1
.1.3  MOS variation according to packet loss, radio transmission error at 12.2 kbit/s mode with 300ms delay.
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Fig. 3.1
.1.4  MOS variation according to surrounding background noises ( room A) and transmitted (room B) by the subjects in room A. 
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Fig. 3.1.1.5  MOS variation according to surrounding background noises (room A) and transmitted (room B) by the subjects in room B.

2) Question 2: “Do you have difficulties to understand some words”.

Numerical results for all 24 conditions are shown in Table 3.1.2. The 7th to 9th columns of the table list MOS (Column 7) and fundamental statistics, such as standard deviation (Column 8), 95 % confidence limit (Column 9).  As in Table 3.1.1, these set of values were calculated for subjects in room A and B separately, but these are not essential, all cells corresponding to the conditions are shaded. The effects of background noise are summarized separately for subjects in room A (columns 10 to 12 ) and room B (columns 13 to 15).
Table 3.1.2 
Summarized numerical results for Question 2
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Graphs of the score composition of 6.7 kbit/s with 300 ms delay, 12.2 kbit/s with 300 ms delay, and 12.2 kbit/s with 500 ms delay conditions are shown in Figures 3.1.2.1 through 3.1.2.3. These values do not include data recorded with background noise. In general, it is more difficult to understand some words are stronger when the BERs are higher and in groups without packet loss, 0 %, is weaker than for 3 %. Such tendency is seen without exception, groups for 3% packet loss in Figures. 3.1.2.2 and 3.1.2.3

The effect of background noise are shown in Figures 3.1.2.4 and 3.1.2.5. In these graphs, the influence of surround noise in room A, is little stronger than room B.

[image: image11.emf]1

2

3

4

5

0% 3%

Packet Loss

MOS

10 –2

10 –3

5x10-4


Fig. 3.1.2.1  Variation of score composition according to packet loss, radio transmission error at 6.7 kbit/s 

mode with 300ms delay.
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Fig. 3.1.2.2  Variation of score composition according to packet loss, radio transmission error at 12.2 kbit/s mode with 500 ms delay.
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Fig. 3.1.2.3  Variation of score composition according to packet loss, radio transmission error at 12.2 kbit/s mode with 300ms delay.
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Fig. 3.1.2.4  Variation of score composition according to surrounding background noises ( room A) and transmitted (room B) by the subjects in room A.
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Fig. 3.1.2.5  Variation of score composition according to surrounding background noises ( room A) and transmitted (room B) by the subjects in room B.

3) Question 3: “How did you judge the conversation when you interacted with your partner?”
Numerical results for all 24 conditions are shown in Table 3.1.3. The 7th to 9th columns of the table list MOS (Column 7) and fundamental statistics, such as standard deviation (Column 8), 95 % confidence limit (Column 9).  As in Table 3.1.1, these set of values were calculated for subjects in room A and B separately, but these are not essential, all cells corresponding to the conditions are shaded. The effects of background noise are summarized separately for subjects in room A (columns 10 to 12 ) and room B (columns 13 to 15).
Table 3.1.3 
Summarized numerical results for Question 3
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Below are graphs of score composition for 6.7 kbit/s with 300 ms delay, 12.2 kbit/s with 300 ms delay, and 12.2 kbit/s with 500 ms delay are shown in Fig. 3.1.3.1 to Fig. 3.1.3.3. These values do not include data recorded with background noise. In general, it is more difficult to understand some words when BERs are higher and in groups for without packet loss, 0 %, is weaker than for 3 %. Such a tendency is seen but a few exceptions, groups for 0% packet loss in Fig. 3.1.3.1 and Fig. 3.1.3.2, 3% loss packet loss in Fig. Fig. 3.1.3.3

The effects of background noise are shown in Fig. 3.1.3.4 and 3.1.3.5. In these graphs, the influence of Cafeteria noise is little stronger to subjects in room A than in room B.
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Fig. 3.1.3.1  Variation of score composition according to packet loss, radio transmission error at 6.7 kbit/s mode with 300ms delay.
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Fig. 3.1.3.2  Variation of score composition according to packet loss, radio transmission error at 12.2 kbit/s mode with 500 ms delay. 300ms delay.
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Fig. 3.1.3.3  Variation of score composition according to packet loss, radio transmission error at 12.2 kbit/s mode with 300ms delay.
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Fig. 3.1.3. 4  Variation of score composition according to surrounding background noises ( room A) and transmitted (room B) by the subjects in room A.
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Fig. 3.1.3.5  Variation of score composition according to surrounding background noises ( room A) and transmitted (room B) by the subjects in room B.

4) Question 4
“Did you perceive any impairment (noises, cuts, etc….)? In that case, was it:”
Numerical results for all 24 conditions are shown in Table 3.1.4. The 7th to 9th columns of the table list MOS (Column 7) and fundamental statistics, such as standard deviation (Column 8), 95 % confidence limit (Column 9).  As in Table 3.1.1, these set of values were calculated for subjects in room A and B separately, but these are not essential, all cells corresponding to the conditions are shaded. The effects of background noise are summarized separately for subjects in room A (columns 10 to 12 ) and room B (columns 13 to 15).
.
Table 3.1.4
Summarized numerical results for Question 4
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Below are graphs of the conditions of MOS and its confidence limit for 6.7 kbit/s with 300 ms delay, 12.2 kbit/s with 300 ms delay, and 12.2 kbit/s with 500 ms delay. These values do not include data recorded with background noise, which are shown in Figures 3.1.4.1 through 3.1.4.3. In general, MOS values are greater when BERs are lower and group for without packet loss, 0 %, is greater than for 3 %. Such tendency is seen without a few exception, groups for 0% packet loss in Fig. 3.1.4.2 and for 3 % in Fig. 3.1.4.2 and Fig. 3.1.4.3.

The effects of background noise are shown in Figures. 3.1.4.4 and 3.1.4.5. In these graphs, scores by subjects in room A and B are almost same.
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Fig. 3.1.4.1  MOS variation according to packet loss,  radio transmission error at 6.7 kbit/s mode with 300ms delay.
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Fig. 3.1.4.2  MOS variation according to packet loss, radio transmission error at 12.2 kbit/s mode with 500 ms delay
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Fig. 3.1.4.3  MOS variation according to packet loss,  radio transmission error at 12.2 kbit/s mode with 300ms delay.
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Fig. 3.1.4.4  MOS variation according to surrounding background noises ( room A) and transmitted ( room B) by subjects in room A.
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Fig. 3.1.4.5  MOS variation according to surrounding background noises ( room A) and transmitted ( room B) by subjects in room B.

5) Question 5: “How did you judge the global quality of communication.”
Numerical results for all 24 conditions are shown in Table 3.1.5. The 7th to 9th columns of the table list MOS (Column 7) fundamental statistics, such as standard deviation (Column 8), and 95 % confidence limit (Column 9).  As in Table 3.1.1, these sets of values were calculated separately for subjects in room A and B, but these are not essential, all cells corresponding to the conditions are shaded. The effects of background noise are summarized separately for subjects in room A (columns 10 to 12 ) and room B (columns 13 to 15).
Table 3.1.5
Summarized numerical results for Question 5
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Below are graphs of MOS and its confidence limit for 6.7 kbit/s with 300 ms delay, 12.2 kbit/s with 300 ms delay, and 12.2 kbit/s with 500 ms delay as shown in Figures 3.1.5.1 to 3.1.5.3. These values do not include data recorded with background noise. In general, MOS values are greater when BERs are lower and group for without packet loss, 0 %, is greater than for 3 %. Such a tendency is seen without a few exceptions, groups for 0% packet loss in Fig. 3.1.5.2 and Fig. 3.1.5.3 for 3 % in Fig. 3.1.5.2 and Fig. 3.1.5.3

The effects of background noise are shown in Figures 3.1.5.4 and 3.1.5.5. In these graphs, scores by subjects in A room and B are almost same.
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Fig. 3.1.5.1  MOS variation according to packet loss,  radio transmission error at 6.7 kbit/s mode with 300ms delay.
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Fig. 3.1.5.2  MOS variation according to packet loss, radio transmission error at 12.2 kbit/s mode with 500 ms delay..
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Fig. 3.1.5. 3  MOS variation according to packet loss,  radio transmission error at 12.2 kbit/s mode with 300ms delay.
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Fig. 3.1.5. 4  MOS variation according to surrounding background noises ( room A) and transmitted (room B) by subjects in room A.
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Fig. 3.1.5.5  MOS variation according to surrounding background noises (room A) and transmitted (room B) by subjects in room B.

3.2
Wide-Band

1) Question 1: “How did you judge the quality of the voice of your partner?”
Numerical results for all 24 conditions are shown in Table 3.2.1. The 7th to 9th columns of the table list MOS (Column 7) and fundamental statistics, such as standard deviation (Column 8), 95 % confidence limit (Column 9).  As in Table 3.1.1, these set of values were calculated for subjects in room A and B separately, but these are not essential, all cells corresponding to the conditions are shaded. The effects of background noise are summarized separately for subjects in room A (columns 10 to 12 ) and room B (columns 13 to 15).

Table 3.2.1
Summarized numerical results for question 1
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Graphs of MOS and its confidence limit for 6.7 kbit/s with 300 ms delay, 12.2 kbit/s with 300 ms delay, and 12.2 kbit/s with 500 ms delay are shown in Figures 3.2.1.1 to 3.2.1.3. These values do not include data recorded with background noise. In general, MOS values are greater when BERs are lower and group for without packet loss, 0 %, is greater than for 3 %. Such tendency is seen without a few exceptions, groups for 0% and 3 % in Fig. 3.2.1.3.
The effects of background noise are shown in Figures 3.2.1.4 and 3.2.1.5. In these graphs, the scores of subjects in room B is a little worse than room A regardless of whether the noise is heard in the subject’s surroundings or transmitted with speech from the other side.
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Fig. 3.2.1.1  MOS variation according to packet loss, radio transmission error at 12.65 kb/s mode with RoHC
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Fig. 3.2.1. 2  MOS variation according to packet loss, radio transmission error at 12.65 kbit/s mode without RoHC
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Fig. 3.2.1. 3  MOS variation according to packet loss,  radio transmission error at 15.85 kbit/s mode with RoHC.
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Fig. 3.2.1.4  MOS variation according to background noises surrounded ( room A) and transmitted (room B)by the subjects in room A.
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Fig. 3.2.1.5  MOS variation according to background noises surrounded ( room A) and transmitted (room B) by the subjects in room B.

2) Question 2:” Do you have difficulties to understand some words”
Numerical results for all 24 conditions are shown in Table 3.2.2. The 7th to 9th columns of the table list MOS (Column 7) and fundamental statistics, such as standard deviation (Column 8), 95 % confidence limit (Column 9).  As in Table 3.1.1, these set of values were calculated for subjects in room A and B separately, but these are not essential, all cells corresponding to the conditions are shaded. The effects of background noise are summarized separately for subjects in room A (columns 10 to 12 ) and room B (columns 13 to 15).

Table 3.2.2
Summarized numerical results for Question 2
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Graphs presentation of score composition for 6.7 kbit/s with 300 ms delay, 12.2 kbit/s with 300 ms delay, and 12.2 kbit/s with 500 ms delay are shown in Figures 3.2.2.1 to 3.2.2.3.. These values do not include data recorded with background noise. In general, it is more difficult to understand some words when the BERs are higher and in groups without packet loss, 0 %, is weaker than for 3 %. Such a tendency is seen without two exceptions, groups for 0% packet loss in Fig. 3.2.2.2 and . Fig. 3.2.2.3.
The effect of background noise are shown in Figures 3.2.2.4 and 3.2.2.5. In these graphs, The effects of surrounding car and cafeteria noise in room B are little stronger than in room A.
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Fig. 3.2.2.1  MOS variation according to packet loss, radio transmission error at 12.65 kb/s mode with RoHC
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Fig. 3.2.2.2 MOS variation according to packet loss, radio transmission error at 12.65 kbit/s mode without RoHC
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Fig. 3.2.2. 3  MOS variation according to packet loss, radio transmission error at 15.85 kbit/s mode with RoHC

[image: image42.emf]1

2

3

4

5

Car Cafeteria Street

Packet Loss

MOS

Room A Noise

Room B Noise


. Fig. 3.2.2.4  MOS variation according to background noises surrounded ( room A) and transmitted (room B)by the subjects in room A
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Fig. 3.2.2.5  MOS variation according to background noises surrounded ( room A) and transmitted (room B) by the subjects in room B.
3) Question 3: “How did you judge the conversation when you interacted with your partner?”
Numerical results for all 24 conditions are shown in Table 3.2.3. The 7th to 9th columns of the table list MOS (Column 7) and fundamental statistics, such as standard deviation (Column 8), 95 % confidence limit (Column 9).  As in Table 3.1.1, these set of values were calculated for subjects in room A and B separately, but these are not essential, all cells corresponding to the conditions are shaded. The effects of background noise are summarized separately for subjects in room A (columns 10 to 12 ) and room B (columns 13 to 15).

Table 3.2.3 
Summarized numerical results for Question 3
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Graphs of score composition for 6.7 kbit/s with 300 ms delay, 12.2 kbit/s with 300 ms delay, and 12.2 kbit/s with 500 ms delay are shown in Figures 3.2.3.1 to 3.2.3.3. These values do not include data recorded with background noise. In general, it is more difficult to understand some words when BERs are higher and in groups without packet loss, 0 %, is weaker than for 3 %. Such tendency is seen without a few exceptions, groups for 0% packet loss in Figures 3.2.3.2 and 3.2.3.3. 
The effects of background noise are shown in Figures 3.2.3.4 and 3.2.3.5. In these graphs, The effects of surrounding car and cafeteria noises in room B are little stronger than in room A.
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Fig. 3.2.3.1  MOS variation according to packet loss, radio transmission error at 12.65 kb/s mode with RoHC
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Fig. 3.2.3. 2  MOS variation according to packet loss, radio transmission error at 12.65 kbit/s mode without RoHC
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Fig. 3.2
3.3  MOS variation according to packet loss, radio transmission error at 15.85 kbit/s mode with RoHC
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Fig. 3.2.3.4  MOS variation according to background noises surrounded ( room A) and transmitted (room B)by the subjects in room A
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Fig. 3.2.3.5  MOS variation according to background noises surrounded ( room A) and transmitted (room B) by the subjects in room B..

4) Question 4:  “Did you perceive any impairment (noises, cuts,….)? In that case, was it:”
Numerical results for all 24 conditions are shown in Table 3.2.4. The 7th to 9th columns of the table list MOS (Column 7) and fundamental statistics, such as standard deviation (Column 8), 95 % confidence limit (Column 9).  As in Table 3.1.1, these set of values were calculated for subjects in room A and B separately, but these are not essential, all cells corresponding to the conditions are shaded. The effect of background noise are summarized separately for subjects in room A (columns 10 to 12 ) and Room B (columns 13 to 15).
Table 3.2.4
Summarized numerical results for Question 4
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Graphs of MOS and its confidence limit for 6.7 kbit/s with 300 ms delay, 12.2 kbit/s with 300 ms delay, and 12.2 kbit/s with 500 ms delay conditions are shown in Figures 3.2.4.1 to 3.2.4.3. These values do not include background noise. In general, MOS values are greater when BERs are lower and in groups without packet loss, 0 %, is greater than for 3 %. Such tendency is seen without a few exceptions, groups with 3% packet loss in Fig. 3.2.4.1 and with 0 % are shown in Fig. 3.2.4.2 and Fig. 3.2.4.3.
The influence of background noise is shown in Fig. 3.2.4.4 and 3.2.4.5. In these graphs, scores of subjects in room B are less influenced by the noise coming from the other side (room A). 
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Fig. 3.2.4.1  MOS variation according to packet loss, radio transmission error at 12.65 kb/s mode with RoHC
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Fig. 3.2.4. 2  MOS variation according to packet loss, radio transmission error at 12.65 kbit/s mode without RoHC
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Fig. 3.2.4. 3  MOS variation according to packet loss, radio transmission error at 15.85 kbit/s mode with RoHC
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Fig. 3.2.4.4  MOS variation according to background noises surrounded ( room A) and transmitted (room B)by the subjects in room A
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Fig. 3.2.4.5  MOS variation according to background noises surrounded ( room A) and transmitted (room B) by the subjects in room B..
5)  Question 5:  “Question 5: How did you judge the global quality of communication.”
Numerical results for all 24 conditions are shown in Table 3.2.5. The 7th to 9th columns of the table list MOS (Column 7) and fundamental statistics, such as standard deviation (Column 8), 95 % confidence limit (Column 9).  As in Table 3.1.1, these set of values were calculated for subjects in room A and B separately, but these are not essential, all cells corresponding to the conditions are shaded. The effects of background noise are summarized separately for subjects in room A (columns 10 to 12 ) and room B (columns 13 to 15).
Table 3.2.5
Summarized numerical results for Question 5
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Graphs of MOS and its confidence limit for 6.7 kbit/s with 300 ms delay, 12.2 kbit/s with 300 ms delay, and 12.2 kbit/s with 500 ms delay conditions are shown in Figures 3.2.5.1 to 3.2.5.3. These values do not include data recorded with background noise. In general, MOS values are greater when BERs are lower and in groups without packet loss, 0 %, is greater than for 3 %. Such a tendency is seen without a few exceptions, groups for 0% in Fig. 3.2.5.2 and 3% in Fig. 3.2.5.3

The influence of background noise is shown in Figures 3.2.5.4 and 3.2.5.5. In these graphs, scores by subjects in room B are more influenced by their surrounding noise than subjects in room A.
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Fig. 3.2.5.1  MOS variation according to packet loss, radio transmission error at 12.65 kb/s mode with RoHC
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Fig. 3.2.5.2 MOS variation according to packet loss, radio transmission error at 12.65 kbit/s mode without RoHC
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Fig. 3.2.5.3  MOS variation according to packet loss, radio transmission error at 15.85 kbit/s mode with RoHC
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Fig. 3.2.5.4  MOS variation according to background noises surrounded ( room A) and transmitted (room B)by the subjects in room A
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Fig. 3.2.5.5  MOS variation according to background noises surrounded ( room A) and transmitted (room B) by the subjects in room B..











































































































































































































































*)D.L. Richards, “Telecommunication by Speech”, Butterworth London, 1980 P.202
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		Condition		Additional Background noise		Additional Background noise								MOS		STD		95% CI		MOS		STD		95% CI		MOS		STD		95% CI

				Room A		Room B		Radio
conditions		IP conditions
 (Packet loss ratio)		Mode + Delay

		1		No		No		10 –2		0%		12,65 kbit/s, RoHC		3.84		0.85		0.29		3.88		0.81		0.40		3.81		0.91		0.45

		2		No		No		10 –2		0%		12,65 kbit/s		3.97		0.86		0.30		4.06		0.85		0.42		3.88		0.89		0.43

		3		No		No		10 –2		0%		15,85 kbit/s, RoHC		4.13		0.71		0.24		4.25		0.68		0.33		4.00		0.73		0.36

		4		No		No		10 –2		3%		12,65 kbit/s, RoHC		3.72		0.96		0.33		3.81		0.98		0.48		3.63		0.96		0.47

		5		No		No		10 –2		3%		12,65 kbit/s		3.72		0.99		0.34		3.88		1.02		0.50		3.56		0.96		0.47

		6		No		No		10 –2		3%		15,85 kbit/s, RoHC		3.84		0.81		0.28		3.88		0.72		0.35		3.81		0.91		0.45

		7		No		No		10 –3		0%		12,65 kbit/s, RoHC		4.00		0.80		0.28		4.13		0.89		0.43		3.88		0.72		0.35

		8		No		No		10 –3		0%		12,65 kbit/s		4.06		0.67		0.23		4.19		0.40		0.20		3.94		0.85		0.42

		9		No		No		10 –3		0%		15,85 kbit/s, RoHC		3.94		0.80		0.28		3.94		0.77		0.38		3.94		0.85		0.42

		10		No		No		10 –3		3%		12,65 kbit/s, RoHC		3.97		0.74		0.26		4.00		0.73		0.36		3.94		0.77		0.38

		11		No		No		10 –3		3%		12,65 kbit/s		3.75		0.84		0.29		3.81		0.83		0.41		3.69		0.87		0.43

		12		No		No		10 –3		3%		15,85 kbit/s, RoHC		3.91		0.89		0.31		3.81		0.98		0.48		4.00		0.82		0.40

		13		No		No		5x10-4		0%		12,65 kbit/s, RoHC		4.19		0.74		0.26		4.31		0.79		0.39		4.06		0.68		0.33

		14		No		No		5x10-4		0%		12,65 kbit/s		4.06		0.84		0.29		4.13		0.89		0.43		4.00		0.82		0.40

		15		No		No		5x10-4		0%		15,85 kbit/s, RoHC		4.03		0.69		0.24		4.19		0.66		0.32		3.88		0.72		0.35

		16		No		No		5x10-4		3%		12,65 kbit/s, RoHC		3.91		1.00		0.34		4.00		1.10		0.54		3.81		0.91		0.45

		17		No		No		5x10-4		3%		12,65 kbit/s		3.88		0.94		0.33		3.81		0.98		0.48		3.94		0.93		0.46

		18		No		No		5x10-4		3%		15,85 kbit/s, RoHC		3.81		1.03		0.36		3.94		0.93		0.46		3.69		1.14		0.56

		19		Car		No		5x10-4		3%		12,65 kbit/s, RoHC								3.06		1.12		0.55		3.81		1.05		0.51

		20		No		Car		5x10-4		3%		12,65 kbit/s, RoHC								3.75		0.93		0.46		2.88		1.20		0.59
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&R&A &F



Q1

		0		0		0		0.2782957728		0.2782957728		0.2556309904		0.2556309904		0.293326583		0.293326583

		0		0		0		0.2317971585		0.2317971585		0.3449001487		0.3449001487		0.3320288423		0.3320288423



10 –2

10 –3

5x10-4

Packet Loss

MOS

0

0

0

0

0

0



Q2

		0		0		0		0.2982361555		0.2982361555		0.2317971585		0.2317971585		0.2910486859		0.2910486859

		0		0		0		0.3434938222		0.3434938222		0.291879069		0.291879069		0.3263307197		0.3263307197



10 –2

10 –3

5x10-4

Packet Loss

MOS

0

0

0

0

0

0



Q3

		0		0		0		0.2449951353		0.2449951353		0.2774247354		0.2774247354		0.2407600248		0.2407600248

		0		0		0		0.2798135639		0.2798135639		0.3093889969		0.3093889969		0.3567997099		0.3567997099



10 –2

10 –3

5x10-4

Packet Loss

MOS

0

0

0

0

0

0



Q4

		0		0		0.5505580918		0.5505580918		0.4561561172		0.4561561172

		0		0		0.4196025991		0.4196025991		0.3674927029		0.3674927029

		0		0		0.4278656095		0.4278656095		0.4461782276		0.4461782276



Room A Noise

Room B Noise

Packet Loss

MOS



Q5

		0		0		0.5129319008		0.5129319008		0.5900264186		0.5900264186

		0		0		0.3332294107		0.3332294107		0.4723177504		0.4723177504

		0		0		0.4278656095		0.4278656095		0.4461782276		0.4461782276



Room A Noise

Room B Noise

Packet Loss

MOS



								Experimental factors						Room A+Room B						Room A						Room B

		Condition		Additional Background noise		Additional Background noise								MOS		STD		95% CI		MOS		STD		95% CI		MOS		STD		95% CI

				Room A		Room B		Radio
conditions		IP conditions
 (Packet loss ratio)		Mode + Delay

		1		No		No		10 –2		0%		12,65 kbit/s, RoHC		4.34		0.87		0.30		4.25		0.86		0.42		4.44		0.89		0.44

		2		No		No		10 –2		0%		12,65 kbit/s		4.53		0.72		0.25		4.50		0.82		0.40		4.56		0.63		0.31

		3		No		No		10 –2		0%		15,85 kbit/s, RoHC		4.69		0.64		0.22		4.69		0.60		0.30		4.69		0.70		0.35

		4		No		No		10 –2		3%		12,65 kbit/s, RoHC		4.03		1.09		0.38		4.19		1.11		0.54		3.88		1.09		0.53

		5		No		No		10 –2		3%		12,65 kbit/s		4.06		1.16		0.40		4.13		1.26		0.62		4.00		1.10		0.54

		6		No		No		10 –2		3%		15,85 kbit/s, RoHC		4.28		0.92		0.32		4.50		0.73		0.36		4.06		1.06		0.52

		7		No		No		10 –3		0%		12,65 kbit/s, RoHC		4.69		0.69		0.24		4.56		0.81		0.40		4.81		0.54		0.27

		8		No		No		10 –3		0%		12,65 kbit/s		4.72		0.46		0.16		4.69		0.48		0.23		4.75		0.45		0.22

		9		No		No		10 –3		0%		15,85 kbit/s, RoHC		4.53		0.80		0.28		4.44		0.73		0.36		4.63		0.89		0.43

		10		No		No		10 –3		3%		12,65 kbit/s, RoHC		4.41		0.84		0.29		4.31		1.01		0.50		4.50		0.63		0.31

		11		No		No		10 –3		3%		12,65 kbit/s		4.34		0.83		0.29		4.50		0.63		0.31		4.19		0.98		0.48

		12		No		No		10 –3		3%		15,85 kbit/s, RoHC		4.47		0.80		0.28		4.25		0.93		0.46		4.69		0.60		0.30

		13		No		No		5x10-4		0%		12,65 kbit/s, RoHC		4.66		0.70		0.24		4.56		0.89		0.44		4.75		0.45		0.22

		14		No		No		5x10-4		0%		12,65 kbit/s		4.59		0.61		0.21		4.56		0.63		0.31		4.63		0.62		0.30

		15		No		No		5x10-4		0%		15,85 kbit/s, RoHC		4.66		0.60		0.21		4.75		0.58		0.28		4.56		0.63		0.31

		16		No		No		5x10-4		3%		12,65 kbit/s, RoHC		4.41		0.91		0.32		4.31		0.95		0.46		4.50		0.89		0.44

		17		No		No		5x10-4		3%		12,65 kbit/s		4.41		0.87		0.30		4.25		0.93		0.46		4.56		0.81		0.40

		18		No		No		5x10-4		3%		15,85 kbit/s, RoHC		4.56		0.62		0.21		4.50		0.52		0.25		4.63		0.72		0.35

		19		Car		No		5x10-4		3%		12,65 kbit/s, RoHC								3.19		1.47		0.72		4.44		0.73		0.36

		20		No		Car		5x10-4		3%		12,65 kbit/s, RoHC								4.31		0.79		0.39		2.81		1.22		0.60

		21		Cafeteria		No		5x10-4		0%		12,65 kbit/s								4.13		1.15		0.56		4.69		0.70		0.35

		22		No		Cafeteria		5x10-4		0%		12,65 kbit/s								4.69		0.60		0.30		3.63		1.09		0.53

		23		Street		No		5x10-4		0%		15,85 kbit/s, RoHC								4.13		1.26		0.62		4.81		0.40		0.20

		24		No		Street		5x10-4		0%		15,85 kbit/s, RoHC								4.56		0.81		0.40		4.31		1.01		0.50





								0.2400048948		0.2400048948		0.2427622217		0.2427622217		0.2998548168		0.2998548168

								0.1582711637		0.1582711637		0.3155851363		0.3155851363		0.3783632916		0.3783632916



10 –2

10 –3

5x10-4

Packet Loss

MOS



								0.2486721062		0.2486721062		0.1582711637		0.1582711637		0.2130258253		0.2130258253

								0.4026883096		0.4026883096		0.286649712		0.286649712		0.3030662049		0.3030662049



10 –2

10 –3

5x10-4

Packet Loss

MOS



								0.2232879213		0.2232879213		0.2780782693		0.2780782693		0.2084317366		0.2084317366

								0.3201535544		0.3201535544		0.2780782693		0.2780782693		0.2144412949		0.2144412949



10 –2

10 –3

5x10-4

Packet Loss

MOS



						0.7205523098		0.7205523098		0.3886604144		0.3886604144

						0.5622447088		0.5622447088		0.2950132093		0.2950132093

						0.6165575696		0.6165575696		0.3988231854		0.3988231854



Room A Noise

Room B Noise

Packet Loss

MOS



						0.3564377522		0.3564377522		0.5992790009		0.5992790009

						0.3450287752		0.3450287752		0.5330169327		0.5330169327

						0.6165575696		0.6165575696		0.3988231854		0.3988231854



Room A Noise

Room B Noise

Packet Loss

MOS



								Experimental factors						Room A+Room B						Room A						Room B

		Condition		Additional Background noise		Additional Background noise								MOS		STD		95% CI		MOS		STD		95% CI		MOS		STD		95% CI

				Room A		Room B		Radio
conditions		IP conditions
 (Packet loss ratio)		Mode + Delay

		1		No		No		10 –2		0%		12,65 kbit/s, RoHC		4.34		0.87		0.30		4.25		0.86		0.42		4.44		0.89		0.44

		2		No		No		10 –2		0%		12,65 kbit/s		4.53		0.72		0.25		4.50		0.82		0.40		4.56		0.63		0.31

		3		No		No		10 –2		0%		15,85 kbit/s, RoHC		4.69		0.64		0.22		4.69		0.60		0.30		4.69		0.70		0.35

		4		No		No		10 –2		3%		12,65 kbit/s, RoHC		4.03		1.09		0.38		4.19		1.11		0.54		3.88		1.09		0.53

		5		No		No		10 –2		3%		12,65 kbit/s		4.06		1.16		0.40		4.13		1.26		0.62		4.00		1.10		0.54

		6		No		No		10 –2		3%		15,85 kbit/s, RoHC		4.28		0.92		0.32		4.50		0.73		0.36		4.06		1.06		0.52

		7		No		No		10 –3		0%		12,65 kbit/s, RoHC		4.69		0.69		0.24		4.56		0.81		0.40		4.81		0.54		0.27

		8		No		No		10 –3		0%		12,65 kbit/s		4.72		0.46		0.16		4.69		0.48		0.23		4.75		0.45		0.22

		9		No		No		10 –3		0%		15,85 kbit/s, RoHC		4.53		0.80		0.28		4.44		0.73		0.36		4.63		0.89		0.43

		10		No		No		10 –3		3%		12,65 kbit/s, RoHC		4.41		0.84		0.29		4.31		1.01		0.50		4.50		0.63		0.31

		11		No		No		10 –3		3%		12,65 kbit/s		4.34		0.83		0.29		4.50		0.63		0.31		4.19		0.98		0.48

		12		No		No		10 –3		3%		15,85 kbit/s, RoHC		4.47		0.80		0.28		4.25		0.93		0.46		4.69		0.60		0.30

		13		No		No		5x10-4		0%		12,65 kbit/s, RoHC		4.66		0.70		0.24		4.56		0.89		0.44		4.75		0.45		0.22

		14		No		No		5x10-4		0%		12,65 kbit/s		4.59		0.61		0.21		4.56		0.63		0.31		4.63		0.62		0.30

		15		No		No		5x10-4		0%		15,85 kbit/s, RoHC		4.66		0.60		0.21		4.75		0.58		0.28		4.56		0.63		0.31

		16		No		No		5x10-4		3%		12,65 kbit/s, RoHC		4.41		0.91		0.32		4.31		0.95		0.46		4.50		0.89		0.44

		17		No		No		5x10-4		3%		12,65 kbit/s		4.41		0.87		0.30		4.25		0.93		0.46		4.56		0.81		0.40

		18		No		No		5x10-4		3%		15,85 kbit/s, RoHC		4.56		0.62		0.21		4.50		0.52		0.25		4.63		0.72		0.35

		19		Car		No		5x10-4		3%		12,65 kbit/s, RoHC								3.19		1.47		0.72		4.44		0.73		0.36

		20		No		Car		5x10-4		3%		12,65 kbit/s, RoHC								4.31		0.79		0.39		2.81		1.22		0.60

		21		Cafeteria		No		5x10-4		0%		12,65 kbit/s								4.13		1.15		0.56		4.69		0.70		0.35

		22		No		Cafeteria		5x10-4		0%		12,65 kbit/s								4.69		0.60		0.30		3.63		1.09		0.53

		23		Street		No		5x10-4		0%		15,85 kbit/s, RoHC								4.13		1.26		0.62		4.81		0.40		0.20

		24		No		Street		5x10-4		0%		15,85 kbit/s, RoHC								4.56		0.81		0.40		4.31		1.01		0.50





								0.2400048948		0.3783632916		0.2427622217		0.2427622217		0.2998548168		0.2998548168
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								0.2486721062		0.2486721062		0.1582711637		0.1582711637		0.2130258253		0.2130258253
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						0.7205523098		0.7205523098		0.3886604144		0.3886604144
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						0.3564377522		0.3564377522		0.5992790009		0.5992790009
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								Experimental factors						Room A+Room B						Room A						Room B

		Condition		Additional Background noise		Additional Background noise								MOS		STD		95% CI		MOS		STD		95% CI		MOS		STD		95% CI

				Room A		Room B		Radio
conditions		IP conditions
 (Packet loss ratio)		Mode + Delay

		1		No		No		10 –2		0%		12,65 kbit/s, RoHC		4.31		0.69		0.24		4.13		0.62		0.30		4.50		0.73		0.36

		2		No		No		10 –2		0%		12,65 kbit/s		4.31		0.82		0.28		4.31		0.87		0.43		4.31		0.79		0.39

		3		No		No		10 –2		0%		15,85 kbit/s, RoHC		4.59		0.56		0.19		4.63		0.50		0.24		4.56		0.63		0.31

		4		No		No		10 –2		3%		12,65 kbit/s, RoHC		4.06		0.95		0.33		4.06		1.06		0.52		4.06		0.85		0.42

		5		No		No		10 –2		3%		12,65 kbit/s		4.16		0.88		0.31		4.31		0.95		0.46		4.00		0.82		0.40

		6		No		No		10 –2		3%		15,85 kbit/s, RoHC		4.28		0.77		0.27		4.31		0.79		0.39		4.25		0.77		0.38

		7		No		No		10 –3		0%		12,65 kbit/s, RoHC		4.63		0.55		0.19		4.56		0.63		0.31		4.69		0.48		0.23

		8		No		No		10 –3		0%		12,65 kbit/s		4.69		0.47		0.16		4.69		0.48		0.23		4.69		0.48		0.23

		9		No		No		10 –3		0%		15,85 kbit/s, RoHC		4.53		0.72		0.25		4.38		0.81		0.40		4.69		0.60		0.30

		10		No		No		10 –3		3%		12,65 kbit/s, RoHC		4.53		0.76		0.26		4.56		0.81		0.40		4.50		0.73		0.36

		11		No		No		10 –3		3%		12,65 kbit/s		4.28		0.77		0.27		4.31		0.70		0.35		4.25		0.86		0.42

		12		No		No		10 –3		3%		15,85 kbit/s, RoHC		4.38		0.75		0.26		4.25		0.86		0.42		4.50		0.63		0.31

		13		No		No		5x10-4		0%		12,65 kbit/s, RoHC		4.63		0.61		0.21		4.63		0.72		0.35		4.63		0.50		0.24

		14		No		No		5x10-4		0%		12,65 kbit/s		4.56		0.62		0.21		4.56		0.63		0.31		4.56		0.63		0.31

		15		No		No		5x10-4		0%		15,85 kbit/s, RoHC		4.59		0.61		0.21		4.69		0.60		0.30		4.50		0.63		0.31

		16		No		No		5x10-4		3%		12,65 kbit/s, RoHC		4.38		0.94		0.33		4.25		1.00		0.49		4.50		0.89		0.44

		17		No		No		5x10-4		3%		12,65 kbit/s		4.28		0.77		0.27		4.06		0.85		0.42		4.50		0.63		0.31

		18		No		No		5x10-4		3%		15,85 kbit/s, RoHC		4.44		0.62		0.21		4.38		0.62		0.30		4.50		0.63		0.31

		19		Car		No		5x10-4		3%		12,65 kbit/s, RoHC								3.25		1.39		0.68		4.38		0.72		0.35

		20		No		Car		5x10-4		3%		12,65 kbit/s, RoHC								4.25		0.77		0.38		3.13		1.20		0.59

		21		Cafeteria		No		5x10-4		0%		12,65 kbit/s								3.94		1.44		0.70		4.69		0.60		0.30

		22		No		Cafeteria		5x10-4		0%		12,65 kbit/s								4.50		0.63		0.31		3.75		1.18		0.58

		23		Street		No		5x10-4		0%		15,85 kbit/s, RoHC								4.19		0.98		0.48		4.75		0.58		0.28

		24		No		Street		5x10-4		0%		15,85 kbit/s, RoHC								4.63		0.81		0.40		4.19		1.11		0.54
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		0		0		0.4807151681		0.4807151681		0.3950427856		0.3950427856



Room A Noise

Room B Noise

Background Noise

MOS
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								Experimental factors						Room A+Room B						Room A						Room B

		Condition		Additional Background noise		Additional Background noise								MOS		STD		95% CI		MOS		STD		95% CI		MOS		STD		95% CI

				Room A		Room B		Radio
conditions		IP conditions
 (Packet loss ratio)		Mode + Delay

		1		No		No		10 –2		0%		12,65 kbit/s, RoHC		3.75		0.95		0.33		3.75		0.86		0.42		3.75		1.06		0.52

		2		No		No		10 –2		0%		12,65 kbit/s		4.00		0.84		0.29		4.06		0.85		0.42		3.94		0.85		0.42

		3		No		No		10 –2		0%		15,85 kbit/s, RoHC		4.22		0.75		0.26		4.31		0.70		0.35		4.13		0.81		0.40

		4		No		No		10 –2		3%		12,65 kbit/s, RoHC		3.59		0.95		0.33		3.81		0.98		0.48		3.38		0.89		0.43

		5		No		No		10 –2		3%		12,65 kbit/s		3.69		1.06		0.37		3.94		1.06		0.52		3.44		1.03		0.51

		6		No		No		10 –2		3%		15,85 kbit/s, RoHC		3.81		1.00		0.35		3.94		0.93		0.46		3.69		1.08		0.53

		7		No		No		10 –3		0%		12,65 kbit/s, RoHC		4.00		0.80		0.28		4.00		0.89		0.44		4.00		0.73		0.36

		8		No		No		10 –3		0%		12,65 kbit/s		4.22		0.61		0.21		4.38		0.50		0.24		4.06		0.68		0.33

		9		No		No		10 –3		0%		15,85 kbit/s, RoHC		4.06		0.88		0.30		4.13		0.81		0.40		4.00		0.97		0.47

		10		No		No		10 –3		3%		12,65 kbit/s, RoHC		3.97		0.86		0.30		4.06		0.93		0.46		3.88		0.81		0.40

		11		No		No		10 –3		3%		12,65 kbit/s		3.81		0.90		0.31		3.88		0.81		0.40		3.75		1.00		0.49

		12		No		No		10 –3		3%		15,85 kbit/s, RoHC		3.91		0.86		0.30		3.81		0.83		0.41		4.00		0.89		0.44

		13		No		No		5x10-4		0%		12,65 kbit/s, RoHC		4.22		0.79		0.27		4.38		0.89		0.43		4.06		0.68		0.33

		14		No		No		5x10-4		0%		12,65 kbit/s		4.09		0.73		0.25		4.13		0.89		0.43		4.06		0.57		0.28

		15		No		No		5x10-4		0%		15,85 kbit/s, RoHC		4.06		0.84		0.29		4.38		0.72		0.35		3.75		0.86		0.42

		16		No		No		5x10-4		3%		12,65 kbit/s, RoHC		4.00		1.02		0.35		4.13		1.09		0.53		3.88		0.96		0.47

		17		No		No		5x10-4		3%		12,65 kbit/s		3.84		0.99		0.34		3.63		1.09		0.53		4.06		0.85		0.42

		18		No		No		5x10-4		3%		15,85 kbit/s, RoHC		3.81		0.97		0.33		4.00		0.82		0.40		3.63		1.09		0.53

		19		Car		No		5x10-4		3%		12,65 kbit/s, RoHC								3.00		1.21		0.59		3.88		0.89		0.43

		20		No		Car		5x10-4		3%		12,65 kbit/s, RoHC								3.81		0.98		0.48		2.56		1.15		0.56

		21		Cafeteria		No		5x10-4		0%		12,65 kbit/s								3.75		1.24		0.61		4.25		0.77		0.38

		22		No		Cafeteria		5x10-4		0%		12,65 kbit/s								4.19		0.75		0.37		2.94		1.06		0.52

		23		Street		No		5x10-4		0%		15,85 kbit/s, RoHC								3.50		1.10		0.54		4.13		0.72		0.35

		24		No		Street		5x10-4		0%		15,85 kbit/s, RoHC								4.19		0.91		0.45		3.69		0.87		0.43
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