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During the MTSI ad-hoc meeting in San Diego, it was agreed that the figure in section 8.2.2.2.2 of the TS should be updated using the agreed channel profiles in [1] and the CDF shift 40 msec. An updated figure can be found in proposed change 1 attached.

It is proposed that 3GPP-SA4 approve these changes to the MTSI TS. 
References:
[1]  S4-AHM040, “Channel profiles to be used for jitter buffer performance requirements”.
------------- Start change 1 -----------

8.2.2.2.2
Jitter buffer delay criteria
The reference JBM algorithm in Annex C will set the performance requirements for the set of delay and error profiles described in clause 8.2.2.4. The JBM algorithm under test shall meet these performance requirements. The performance requirements shall be a threshold for the Cumulative Distribution Function (CDF) of the speech-frame delay introduced by the reference JBM. A CDF threshold is set by shifting the reference JBM CDF 40 msec. The speech-frame delay CDF is defined as:
P(x) = Probability (delay_compensation_by_JBM ≤ x)
The relation between the reference JBM and the CDF threshold is outlined in Figure 8.1.
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Figure 8.1. The performance using channel profile 4 of an example JBM under test compared with the shifted CDF of the reference delay computation algorithm in annex C.



Editor’s note:
Figure 8.1 should be updated with an example using 40 ms.
The JBM algorithm under test shall exceed the CDF threshold for 90% of the delay values. The values for the CDF shall be collected for the full length of each delay and error profile. The delay measure in the critieria is measured as the time each speech frame spends in the JBM; i.e. the difference between the decoder consumption time and the arrival time of the speech frame to the JBM.

The parameter settings for the reference JBM are:

· adaptation_lookback = 200;

· delay_delta_max = 20;
· target_loss= 0.5.
------------- End change 1 ------------
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