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1 Introduction

The new SA4 WID on "IMS initiated and controlled PSS and MBMS User Service" was updated and approved during SA#39 meeting. The latest version is SP-080201 [1].

This contribution proposes some architectural requirements for the new WI. 

2 Discussion
Some descriptions are stated in the new WID, i.e. SP-080201, as abstracted below:

1) It should be possible to re-use the full functionality of PSS or MBMS as it stands today. 
This bullet indicates that we shall utilize the existing functionality of PSS and MBMS as much as possible, and if there are some impacts on PSS and MBMS, we shall minimize the impacts. 
2) The objective is to provide convergence and avoid inconsistencies with the IMS-based IPTV solution provided in TISPAN, ATIS IIF (IPTV Interoperability Forum)  and the Open IPTV Forum, by alignment with the architecture and procedures defined in their specifications and adaptation towards 3GPP PSS and MBMS User Service.
3) The service objective is done by specifying how to use the core IMS functions and enablers in order to utilize mechanisms such as QoS and Policy control to improve the service experience 
These descriptions above give a general picture on the relationship among the PSS&MBMS functions, the Core IMS functions, and functions in TISPAN, ATIS IIF (IPTV Interoperability Forum) and the Open IPTV Forum, and are useful to be used as basic requirements to instruct the work for the new WI.
3 Proposal
According to the above discussion, it is proposed to discuss and accept the following requirements into a new section “overall requirements” of Draft TS 26.XYZ for IMS/PSS/MBMS WI.
Req1: It shall be the possible to re-use the full functionality of PSS or MBMS as it stands today. 
Req2: It shall minimize the impact on the existing of PSS and MBMS functions, such as PSS content server. 

Req3: It shall provide convergence and avoid inconsistencies with the IMS based IPTV solution provided in TISPAN, ATIS IIF and the Open IPTV Forum, by alignment with the architecture and procedures defined in their specifications and adaptation towards 3GPP PSS and MBMS User Service. 

Req4: It shall re-use IMS common functionalities, such as unique registration and profile management, Qos and policy control mechanism etc. 
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