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Foreword

The present document has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

eCall refers to an interoperable in-vehicle emergency call service which is envisioned to be introduced and operated across Europe in 2010. According to reports from the European Commission, it is foreseen that eCall will be offered on all new vehicles in the EU by 2010.

The European Commission has brought together standardization bodies, the automotive industry, mobile telecommunication industry, public emergency authorities and others in the eSafety Forum initiative which has identified high-level requirements, recommendations and guidelines for this eCall service [9] [10].  The eSafety Forum has assigned ETSI MSG to standardize those parts of the eCall service that affect the mobile communication system. The development of the eCall standard has been further delegated to the 3rd Generation Partnership Project (3GPP).  

1 Scope

This Technical Specification (TS) concerns the eCall In-band Modem, which is used for reliable transmission of the eCall Minimum Set of Data (MSD) from an In-Vehicle System (IVS) to the Public Safety Answering Point (PSAP) via the voice channel of cellular and PSTN networks.

The European Union eCall requirements, recommendations and guidelines were developed by eSafety Forum, with important additional work produced by ETSI MSG, GSME, 3GPP, and CEN.

Previous work in 3GPP TR 22.967 [3] ‘Transfer of Emergency Call Data’, examined the issues associated with the transmission of emergency call data from a vehicle to a PSAP. This analysis identified that the preferred option be based on an in-band modem solution. 

eCall provides reliable full-duplex data communications between IVS and PSAP in addition to emergency voice call (E112) via the cellular network, and can be initiated either automatically or manually [1]. The eCall In-band Modem uses the same voice channel as used for the emergency voice call. eCall allows reliable transmission of MSD alternating with a speech conversation through the existing voice communication paths in cellular mobile phone systems. The eCall in-band modem solution described here exceeds the eCall requirements [12] by means of a combination of innovations in data modulation scheme, synchronization, forward error correction coding, hybrid ARQ and incremental redundancy transmission. 

This technical specification provides a general overview and algorithm description of the eCall in-band modems, including IVS modem and PSAP modem, to form the complete full-duplex solution. 

The eCall in-band modems (IVS and PSAP) are fully specified herein, and a bit exact C-code reference is provided in [2]. 

2 References

This TS incorporates by dated and undated reference, provisions from other publications. These normative references are cited at the appropriate places in the text and the publications are listed hereafter. For dated references, subsequent amendments to or revisions of any of these publications apply to this TS only when incorporated in it by amendment or revision. For undated references, the latest edition of the publication referred to applies.

[1] 3GPP TS 22.101: “Service aspects; Service principles”.

[2] 3GPP TS 26.xxx: “eCall data transfer – In-band Modem solution; Bit Exact Reference C-code”.

[3] 3GPP TR 22.967: “Transfer of Emergency Call Data”

[4] 3GPP TR 26.967: “eCall Data Transfer; In-band modem solution”
[5] 3GPP TS 06.01: “Full Rate Speech Processing Functions”

[6] 3GPP TS 06.32: “Voice Activity Detection (VAD)”

[7] 3GPP TS 26.071: “AMR speech Codec; General description”

[8] 3GPP TS 26.094: “Mandatory speech codec speech processing functions; Adaptive Multi-Rate (AMR) speech codec; Voice Activity Detector (VAD)”

[9] eSafety Forum eCall Driving Group, “European Memorandum of Understanding for Realisation of Interoperable In-Vehicle eCall”, May 2004.

[10] eSafety Forum, “Clarification Paper – EG.2 , High level requirements for a eCall in-vehicle system, Supplier perspective”,  March 2006, Version 1.0.

[11] eSafety Forum, “Recommendations of the DG eCall for the introduction of the pan-European eCall”, April 2006, Version 2.0.
[12] “eCall Performance Requirements/Objectives and Design Constraints”, Permanent Document PD2 for eCall Phase 2: Version 1.2, 3GPP SA4 Temporary document, S4-080424.
[13] 3GPP TS 26.226: “Cellular text telephone modem; General description”
3 Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:

eCall In-band Modem: modem (consisting of transmitters and receivers at IVS and PSAP) that operates full-duplex and allows reliable transmission of eCall Minimum Set of Data from IVS  to PSAP via the voice channel of the emergency voice call through cellular and PSTN networks.

eSafety: European Commission sponsored forum to improve safety aspects of European citizens

frame: time interval equal to 20 ms (corresponding to one AMR or FR speech frame, represented by 160 samples at an 8 kHz sampling rate)

MSD data frame: uplink signal transmission interval containing the data of one MSD (after synchronization has been established) - corresponds to a time interval of 1060 ms or 8480 samples at an 8 kHz sampling rate

feedback frame: downlink signal transmission interval containing feedback data - corresponds to a time interval of 180 ms or 1440 samples at an 8 kHz sampling rate

subframe: time interval equal to 2 ms (16 samples at 8 kHz sampling rate) on the uplink, and  4 ms (32 samples at 8 kHz sampling rate) on the downlink
synchronization frame: signal transmission interval containing synchronization information - - corresponds to a time interval of 240 ms or 1920 samples at an 8 kHz sampling rate

3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply. 
ACK 
Acknowledgement

AMR
Adaptive Multi-Rate (speech codec)

ARQ
Automatic Repeat-reQuest
BCH
Bose-Chaudhuri-Hocquenghem (Code)
BP
Band Pass

CRC
Cyclic Redundancy Check

CTM
Cellular Text Telephone Modem

eIM
eCall In-band Modem

EU
European Union

FEC
Forward Error Correction

FR
Full Rate (speech codec)

FSK
Frequency Shift Keying

GSM
Global System for Mobile communications

IVS
In-Vehicle System

LP
Low Pass

MSD
Minimum Set of Data 

NACK
Negative Acknowledgement

PCM
Pulse Code Modulation

PSAP
Public Safety Answering Point

PSTN
Public Switched Telephone Network

UMTS
Universal Mobile Telecommunications Systems

VAD
Voice Activity Detection

4 General overview
4.1 eCall system overview
In the event of a vehicle collision, the eCall in-band modem solution will be used in an automatically or manually established emergency voice call (E112) from the vehicle (IVS) via the cellular network to the local emergency agencies, i.e., the PSAP. The eCall modem allows to transfer a data message from the IVS over the cellular network to the PSAP which is denoted as eCall MSD. The MSD can include, e.g., vehicle location information, time stamp, number of passengers, Vehicle Identification Number (VIN), and other relevant accident information.

The expected benefit is that emergency services will be made aware of accidents much more rapidly, will get precise information on location, vehicle type etc. and therefore will be able to reach accident victims faster, with the potential to save many lives annually. 

It is expected that the eCall MSD information will be sent either during the E112 call set-up or immediately following the establishment of the voice call or at any point later during the voice call. The integrity of the eCall data sent from the vehicle to the PSAP is ensured by the specified modem. 

eCall is an European regional requirement. It shall not have an impact on the global circulation of terminals.

The eCall system overview is depicted in Figure 1.


[image: image3]
Figure 1 – eCall system overview [11]
4.2 eCall system requirements

The eCall service requirements have been defined in [1], as follows:

· The data may be sent prior to, in parallel with, or at the start of the voice component of an emergency call.

· Should the PSAP request additional data then this may be possible during the established emergency call.

· The realisation of the transfer of data during an emergency call shall minimise changes to the originating and transit networks.

· Both the voice and data components of the emergency call shall be routed to the same PSAP or designated emergency call centre.

· The transmission of the data shall be acknowledged and if necessary data shall be retransmitted.

· A UE configured only to transfer data during emergency calls (e.g. eCall only UE) shall not generate signalling to the network besides what is needed to place an emergency call.

· With the exception of the following specific requirements, considered necessary for the satisfactory operation of the eCall service, all existing TS12 emergency call requirements shall apply.

· An eCall shall consist of a TS12 emergency call supplemented by a minimum set of emergency related data (MSD).

· An eCall may be initiated automatically, for example due to a vehicle collision, or manually by the vehicle occupants.
· The Minimum Set of Data (MSD) sent by the In vehicle System (IVS) to the network shall not exceed 140 bytes.
· The MSD should typically be made available to the PSAP within 4 seconds, measured from the time when end to end connection with the PSAP is established.
· Should the MSD component not be included in an eCall, or is corrupted or lost for any reason, then this shall not affect the associated TS12 emergency call speech functionality
· A call progress indication shall be provided to the user whilst the MSD transmission is in progress
For the purpose of selecting the best performing eIM solution, these service requirements have been further clarified, and performance objectives under different radio channel conditions as well as design constraints are defined in [12].

4.3 eCall in-band modem architecture

It is a challenging task to transmit data over the mobile voice channel as required of an in-band modem since speech codecs used in digital cellular systems are optimized for speech signal compression. Signals which do not resemble speech incur heavy distortion after passing through speech codecs. Therefore, simple modem signals such as short duration FSK tones, as used in a previous cellular in-band modem approach, CTM [13], are limited in their effective transmission data rate. Furthermore, in digital cellular communications frame losses occur regularly and increase the burden of data recovery by the in-band modem.

CTM was developed in 3GPP for transmitting text data for text telephony. It was evaluated as a potential solution for eIM in the technical report [4] and found not able to meet eCall requirements. 

The present eIM solution consists of an IVS data modem and a PSAP data modem, employing signals that have been designed to pass modern speech codecs with only moderate distortion, yet providing sufficiently high data rates for a quick MSD transmission. 

The overall cellular system architecture, including the IVS and PSAP data modems, is shown in a simplified diagram in Figure 2. 

After an emergency voice call has been (automatically or manually) established, the IVS modem receiver constantly monitors the incoming signal from the speech decoder output. When prompted by a request from the PSAP operator for MSD, the IVS connects the IVS data modem transmitter to the input of the speech coder and mutes any speech from the motorist for the duration of MSD transmission to prevent it from interfering with the eCall data transmission.

The operational principles of the IVS and PSAP modems within the environment illustrated in Figure 2 are further explained in the subsequent sections.
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Figure 2 – eCall system within the cellular system architecture

4.3.1 Principle operation of the IVS data modem

The main components of the IVS data modem are illustrated in Figure 3. The MSD information input into the IVS transmitter is first appended with CRC information. These bits are then encoded in the Hybrid-ARQ encoder using FEC coding to reduce the susceptibility to transmission errors.  The Hybrid-ARQ encoder employs a powerful state-of-the-art turbo encoding scheme with incremental redundancy added for each retransmission. The signal modulator converts the encoded data into waveform symbols which are especially suitable for transmission through all types of speech encoders employed in present mobile systems, including the GSM Full-Rate [5] and the various modes of AMR encoders (12.2, 10.2, 7.95, 7.4, 6.7, 5.9, 5.15, and 4.75 kbps) [7]. 

The IVS receiver continues to monitor the feedback messages from the PSAP data modem. If a NACK message is received, retransmissions of the MSD with incremental redundancy are automatically continued until an ACK message is received by the IVS, or operation is terminated by the PSAP. After transmission of the MSD information is completed, the eCall modem transmitters in both the IVS and PSAP return to idle state and the signal paths from the transmitters are switched off to avoid interference with the normal voice call.
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Figure 3 – eCall IVS data modem overview

4.3.2 Principle operation of the PSAP data modem

After having triggered the IVS data modem for transmission of MSD, the eCall PSAP receiver continuously monitors the incoming signal from the PSTN.  When the eCall data signal is detected and synchronized, the signal demodulator demodulates the incoming data symbols.  The H-ARQ decoder soft-combines the first MSD transmission with any retransmissions of the information and decodes the FEC to determine the information bits, i.e., its estimate of the CRC protected MSD information.  If a CRC error is detected in the decoded MSD, the PSAP receiver returns NACK and thereby prompts the IVS transmitter to provide retransmissions with incremental redundancy. Otherwise, the MSD information is provided to the PSAP operator and the IVS transmitter is notified with ACK that retransmissions are no longer required.

The incoming speech path is switched off when the PSAP transmitter needs to use the voice channel for feedback messages. Once MSD is correctly received, the speech path is unmuted to avoid interference with the normal voice call.
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Figure 4 – eCall PSAP data modem overview
5 Functional description of the IVS data modem
This clause describes the different functions of the IVS data modem. 

5.1 IVS transmitter

The IVS transmitter modulates the MSD data to generate signals suitable for transmission over the in-band voice channel to the PSAP. The different blocks of the IVS transmitter is shown in Figure 5.
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Figure 5 – IVS Transmitter Block Diagram

5.1.1 MSD Message

The MSD is represented by a field of 140 bytes (1120 bits).

The MSD is denoted 
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5.1.2 CRC code

Each MSD message is appended by a field of 28 bit CRC code prior to HARQ FEC encoding.

The entire MSD of length K = 1120 bits is used to calculate the CRC parity bits. We denote the length of the CRC protected code word with N. Then N ( K denotes the length of the generator polynomial.

[Note: Details of the FEC and generation of IR versions will be supplied for final TS.]

5.1.3 HARQ FEC encoder

The Turbo FEC scheme applied by the IVS transmitter employs two parallel convolutional codes of base rate r = 1/3. By means of puncturing a subset of encoded bits, the effective coding rate reff can be increased. For the IVS modem transmitter, the 1120 + 28 = 1148 CRC-protected MSD bits are encoded with an effective code rate of reff  ≈ 0.83 to yield a field of 1380 encoded bits.

By variation of the positions (but not the amount) of punctured bits, different redundancy versions of the same MSD message can be created. The redundancy version rv0 is used for the first transmission. In case of a CRC failure at the receiver, up to seven more redundancy versions rv1, …, rv7 can be created to provide incremental redundancy in the re-transmissions within that transmission attempt.

The FEC protected binary stream is denoted by its encoded bits 
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[Note: Details of the FEC and generation of IR versions will be supplied for final TS.]

5.1.4 Interleaving

[Note: Interleaving over multiple codewords is not used in the present solution due to delay and memory constraints. Transmission performance was found to be excellent even without interleaving for the channel error patterns used in the selection test. Interleaving of the FEC encoded MSD messages may be applied optionally, if deemed desirable in the characterization phase.] 

5.1.5 Modulation

The encoded binary data stream bits 
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are grouped into symbols. Each symbol 
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 carries 3 bits of information and modulates one basic uplink waveform.

The duration of the uplink waveform is 2 ms or 16 samples at 8 kHz sampling rate. Therefore each frame has 10 subframes of modulated waveform. Each modulated waveform carries 3 bits of binary information and the modulation data rate is 1500 bits/s for the IVS transmitter (modulation data rate for FEC-encoded bits, not considering muting gaps and synchronization frame).

[Note: Details about the basic uplink waveform and the modulated waveforms will be provided in subsequent versions of this TS.]

5.1.6 MSD data frame format

Each MSD data frame includes one encoded MSD message with CRC field, split up into multiple data fields.

The MSD data frame forms the largest fraction of uplink data traffic and consists of three data fields, and four muting gaps, arranged in the following order:

1) 1 frame of muting, M1 (20 ms)

2) 15 frames of modulated data, D1 (300 ms)

3) 3 frames of muting, M2 (60 ms)

4) 15 frames of modulated data, D2 (300 ms)

5) 2 frames of muting, M3 (40 ms)

6) 16 frames of modulated data, D3 (320 ms)

7) 1 frame of muting, M4 (20 ms)

5.1.7 Synchronization signal and frame format

The synchronization frame consists of the direct concatenation of 

1) the synchronization burst 
[image: image14.wmf])

(

n

s

b

and 

2) the synchronization preamble
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The synchronization burst 
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consists of sinusoidal tones. Table 1 lists the synchronization tone frequencies. 

	Tone frequency (Hz)
	Frequency
	Binary information

	395
	fSB1 
	(1

	558
	fSB2
	1


Table 1: Synchronization tone frequency assignment

The synchronization burst 
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is followed by synchronization preamble
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. The synchronization preamble is a modulated pattern of data known at the receiver. The modulated pattern of data for the synchronization preamble has been chosen to optimize autocorrelation properties (under the constraint and hence to allow a very reliable detection and delay estimation at the same time. The achieved accuracy of the delay estimation is typically below two samples. 

[Note: Detailed description of synchronization preamble will be inserted here.]

Both synchronization burst 
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 and synchronization preamble
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 can be stored in a ROM table to avoid computation at runtime. Details of these tables can be found in [2].

The overall length of the synchronization frame is 12 frames or 240 ms.

5.1.8 Multiplexing

The multiplexer combines the synchronization frame and MSD data frames to the effective transmit signal.
5.1.9 Uplink signal and retransmission

The uplink signal starts with a synchronization frame (SF) which is succeeded by one or more MSD redundancy versions, e.g. MSD rv0, MSD rv1, MSD rv2, etc. as shown in Figure 6.

MSD rv0 is the first transmission of a full MSD message. MSD rv1 represents the first retransmission, MSD rv2 the second retransmission, each with a different version of incremental redundancy (IR). Up to eight different versions of incremental redundancy are allowed (MSD rv0 … MSD rv7).

In good channel conditions, the MSD should be successfully decodable after the reception of the first transmission, MSD rv0.

The IVS transmitter stops transmitting when an ACK message is received on the downlink by the IVS receiver. 

If after one transmission attempt (consisting of up to 8 MSD transmissions), the MSD message is still not received correctly, the MSD transmission cycle is started again with one synchronization frame and MSD rv0. The PSAP receiver resets the IR combining buffer after 8 received MSD messages and restarts combining again.
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Figure 6 – Uplink signal format

[Note: Details of IR will be supplied for final TS.]

5.2 IVS receiver

The IVS receiver demodulates and decodes feedback messages (START, ACK, NACK) from the PSAP. It starts the IVS transmitter after detecting a request message (the START trigger) for MSD data transmission on the downlink. The different blocks of the IVS receiver are shown in Figure 7.
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Figure 7 – IVS receiver block diagram

5.2.1 Synchronization/detection

For support of the synchronization/detection function, each synchronization frame includes two parts, which are denoted as synchronization burst and synchronization preamble as described in 5.1.7. (Note that the downlink synchronization frame is identical to the uplink synchronization frame, however, the data frame formats are different in uplink and downlink.)

The synchronization detector has two main functions:

1) Scan the input signal and identify the start of an eCall data transmission. The result of this operation is a synchronization detection flag which indicates whether or not eCall data transmission has been detected.

2) Determine the timing of the data frame from the synchronization preamble. 

To increase the detection rate of the START message, the synchronization detector in the IVS receiver evaluates three consecutive START messages. It sets the detection flag DF = 1, only if the same synchronization time is detected in three successive start messages. This feature is required to prevent misdetection of the START message and keep the synchronization failure rate at virtually zero.

Because subsequent feedback messages are transmitted on the downlink, it is sufficient for the IVS receiver to perform the synchronization only once per MSD (on the first START message received). The synchronization should be subsequently carried out on following feedback messages if the reliability of decoded feedback messages decreases, e.g. due to delay jitter.

[Note: Details about the synchronization preamble, its correlation properties, the detection decision logic, and the delay estimation will be provided later.]

5.2.2 Timing Unit

The timing unit adjusts the timing of the received signal for the following processing stages according to the timing information obtained by the synchronization detector. 

5.2.3 De-multiplexing

The de-multiplexer removes the muting and synchronization signals from the input stream.

5.2.4 Data demodulation and FEC decoding

The data demodulator, deinterleaver and decoder on the downlink are represented by a single correlator matched directly to the modulated downlink waveforms. The received waveform is correlated to each of the stored waveforms and a maximum likelihood decision is made.

Since only a very small number of different data messages (START, ACK, NACK) is used on the downlink, the entire expected signal patterns can be stored at the IVS receiver. These patterns have a length of 480 samples each (corresponding to 60 ms, which is the length of modulated feedback messages). In the demodulator/decoder the cross-correlation between the received signal and the stored pattern for each possible transmit message is calculated, and a decision for a message is made according to individual correlation thresholds. If the synchronization has detected a message, but the demodulator threshold is not reached for either of the valid messages, the message is marked as unreliable, and ignored.

[Note: Signal notation and equations will be provided here for final TS.]

5.2.5 Message handler

This function activates the appropriate functions in the IVS modem according to the message received. If the START message is received, the IVS transmitter is activated to send MSD data to the PSAP. If NACK is received, retransmission starts automatically with incremental redundancy. ACK simply indicates IVS transmitter should stop and return to idle state.

6 Functional description of the PSAP data modem
This clause describes the different functions of the PSAP data modem. 

6.1 PSAP transmitter

The PSAP transmitter generates the signal sent on the downlink. This signal is required to control the transmission of the MSD message on the uplink. The different blocks of the PSAP transmitter are shown in Figure 8.
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Figure 8 – PSAP Transmitter Block Diagram

6.1.1 Message encoding

The PSAP transmitter can send up to 16 different messages to the IVS. Three of them are used currently as follows:

1) START signal, i.e. the signal that triggers start of the IVS MSD transmission.

2) NACK, i.e. negative acknowledgement upon CRC check failure.

3) ACK, i.e. positive acknowledgement upon CRC check success.

6.1.2 BCH encoding

The message code is error protected by a shortened (60, 4) BCH block code which is derived from a (63, 7) BCH code. The messages and their encoded representations are shown in Table 2.

	Message
	Binary representation
	BCH encoder output, bi (hexadecimal)

	START trigger
	0000
	A72 F298 41FA B376

	CRC flag = 1   (ACK)
	0001
	4C4 1FD6 6ED2 7179

	CRC flag = 0   (NACK)
	0010
	97A 8C41 FAB3 7693

	reserved
	0011
	DBE 9397 9461 07EA

	Not used
	0100 to 1111
	


Table 2: Downlink message encoding

6.1.3 Interleaving

Block interleaving may be employed optionally. 

[Note: Interleaving over multiple codewords is not used in the present solution.]

6.1.4 Modulation

The encoded binary data stream bits 
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are grouped into symbols. Each symbol 
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 carries 4 bits of information and modulates one basic downlink waveform.

The duration of the uplink waveform is 4 ms or 32 samples at 8 kHz sampling rate. Therefore each frame has 5 subframes of modulated waveform. Each modulated waveform carries 4 bits of binary information and the modulation data rate is 1000 bits/s for the downlink transmitter (modulation data rate for FEC-encoded bits, not considering muting gaps and synchronization frame).

[Note: Details about the basic downlink waveform and the modulated waveforms will be provided in subsequent versions of this TS.]

6.1.5 Downlink signal

Every downlink message starts with a synchronization frame (as defined in section 5.1.7) and continues with a feedback frame. The feedback frame consists of a single DL-Data field surrounded by muting periods as follows:

1) 3 frames of muting, M1 (60 ms)

2) 3 frames of modulated data, DL-Data (60 ms)

3) 3 frames of muting, M2 (60 ms)

Each DL-Data field includes one of the three types of messages in a block-encoded representation as described in section 6.1.2.

The PSAP transmitter retransmits the START message multiple times until it has detected the uplink synchronization frame. Upon detection of the synchronization frame, the PSAP transmitter sends a series of NACK messages, until a successful CRC check of the MSD message is obtained. After successful MSD detection, the PSAP transmitter sends ACK until the transmission of the MSD on the uplink is stopped by the IVS. This operation is illustrated in Figure 9.
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Figure 9 – Downlink signal format

If the PSAP transmitter fails to obtain uplink synchronization, it will not start transmitting NACK on the downlink. Instead, START messages are repeated. The IVS awaits the reception of a NACK after transmission of the first uplink synchronization frame. If instead repeated START messages are received, it interrupts the current MSD transmission attempt and starts with a new synchronization frame and MSD rv0. 

6.1.6 Synchronization 

Synchronization signals for the PSAP transmitter are the same as described in Section 5.1.7. 

6.1.7 Multiplexing

The multiplexer combines synchronization and feedback frames to form the downlink signal for the PSAP transmitter.

6.2 PSAP receiver

The PSAP receiver demodulates MSD message from the IVS and checks the integrity of the received MSD by the CRC field. The different blocks of the PSAP receiver is shown in Figure 10.


[image: image27.emf] 

MSD    message  

Deinter -   leaver  

Demod  

Muting   signal  

Sync   signal  

De - mux  

Speech   decoder  output  

HARQ   decoder   CRC   handling  

Sync   detector  

Timing   unit  

CRC   flag  

Audio - out   processor  


Figure 10 – PSAP Receiver Block Diagram

The PSAP receiver continuously monitors traffic from the speech decoder in idle or standby state. When the PSAP receiver is in idle state, speech from the speech decoder passes through as in normal voice call.

6.2.1 Synchronization detector

As described in Section 5.2.1.

6.2.2 Timing Unit

As described in Section 5.2.2
6.2.3 De-multiplexer

As described in Section 5.2.3
6.2.4 Data demodulator

The data demodulator is represented by a correlator matched to the modulated waveform applied by the data modulator of the IVS transmitter.

 [Note: Exact Notation and equations for the correlator will be inserted here for final TS.]

6.2.5 Deinterleaver

The optional deinterleaver performs the inverse operation to the optional interleaver in the IVS transmitter.

6.2.6 HARQ FEC decoder

The HARQ decoder combines the demodulated and deinterleaved data signal with previously transmitted redundancy versions. For this operation it applies a two stage rate matching scheme and performs turbo decoding of the combined soft-information.

To speed up the MSD reception in adverse transmission conditions, the HARQ decoding is performed for partially received messages, starting from the second redundancy version, rv1. The decoding is then attempted after reception of each of the three data parts of the MSD frame (see section 5.1.6). The decoding attempts based on partial messages is beneficial since in many cases, the correct MSD can be decoded already after the incremental redundancy contained in the first data part D1 of rv1.

[Note: Detailed information of the decoding scheme, and exact notation and equations for the decoder will be inserted here for final TS.]

6.2.7 CRC handling

This function performs CRC check and outputs a CRC flag. The CRC flag triggers transmission of an ACK or NACK message by the PSAP transmitter.
7 Transmission protocol and error handling
This clause describes the employed eCall transmission protocol in normal operation, and its handling of transmission errors.

7.1 Normal operation
The operation of the eCall data transmission in the “normal” non-erroneous case has been partly outlined on a high level in the previous sections already.

Upon request by the operator, the PSAP transmitter starts sending of START messages. The IVS receiver shall detect the sync burst of the START messages and obtain synchronization based on the synchronization preamble. This enables the IVS receiver to demodulate and detect the start messages. The PSAP transmitter continues sending START messages to the IVS at this stage.

Upon detection of the START message, the IVS starts transmission of the first MSD message with incremental redundancy version rv0 which is preceded by a synchronization frame. The PSAP receiver shall detect the synchronization frame and obtain exact synchronization on the sync preamble. The PSAP receiver is then enabled to demodulate the MSD part and to decode it.

As soon as the PSAP receiver has obtained synchronization, it changes the PSAP to NACK message transmission and continues sending this message repeatedly. The IVS transmitter then should detect the NACK messages. The IVS continues sending MSD data. When transmission of the MSD message with rv0 has been completed, the IVS transmitter continues sending the next redundancy version rv1 of the same MSD, and so on.

The PSAP receiver, after demodulation of the full MSD with rv0, performs a CRC check. If the CRC check fails, the PSAP receiver continues sending NACK messages. If the CRC check succeeds, the PSAP transmitter changes the message to the ACK message. This ACK is then repeated twice for security. The IVS receiver should detect the ACK message and then stop the IVS transmitter sending the MSD. 

[Note: In the selection test, the IVS is already reset by the test controller to idle state upon decoding of the correct MSD, before the ACK sent by the PSAP transmitter actually arrives at the IVS.]

7.2 Abnormal operation

This section describes the abnormal scenarios which may occur due to severe signal distortion on the transmission channels and which need to be handled by the overall transmission protocol to avoid any deadlock situations.

Table 3 lists potential abnormal scenarios together with the measures implemented against it in the eCall solution. In the table, the reference numbers refer to the following case categorization:

1. IVS error cases

1.1. Sync error

1.1.1.  No sync burst detection

1.1.2.  sync burst false alarm

1.2. Sync burst detected, false timing

1.2.1. PSAP messages not detected

1.2.2. False detection of PSAP messages

1.3. Sync detected, correct timing, false detection of PSAP messages

1.3.1.   Errors at transmission of START messages

1.3.1.1.  START message sent, no downlink message detected

1.3.1.2.  START message sent, NACK detected

1.3.1.3.  START message sent, ACK detected

1.3.2.  Errors at transmission of NACK messages

1.3.2.1.  NACK message sent, no downlink message detected

1.3.2.2.  NACK message sent, START detected

1.3.2.3.  NACK message sent, ACK detected

1.3.3. Errors at transmission of ACK messages

1.3.3.1.  ACK message sent, no downlink message detected

1.3.3.2.  ACK message sent, START detected

1.3.3.3.  ACK message sent, NACK detected

2. PSAP error cases

2.1. Sync error

2.1.1. No sync burst detection

2.1.2. Sync burst false alarm

2.2. Sync burst detected, false timing

2.2.1. MSD messages not detected

2.2.2. False detection of MSD messages

2.3. Sync detected, correct timing, false detection of MSD messages

	Ref  #
	Scenario
	Error description
	Error handling
	Comments

	1.1.1
	IVS receiver does not detect the sync burst
	MSD message will never be sent
	Start message is sent a defined number times
	If the start message is not detected within a defined time, the PSAP goes back to idle. In this case another attempt could be started manually by the PSAP operator.

	1.1.2
	IVS receiver detects sync burst while none was sent on speech signal or any other signaling tone.

Time sync and/or message detection fails.
	Sync false alarm
	IVS transmission should be stopped manually by the PSAP operator, e.g. by sending ACK.
	The synchronization frame has been designed in a way so that the probability of this error is negligible.

	1.2.1
	IVS receiver detects the sync burst but obtains incorrect time synchronization. Start message is not detected (classified as unreliable)
	MSD message will never be sent
	Same as #1.1.1
	Same as #1.1.1

	1.2.2
	IVS receiver detects the sync burst but obtains incorrect time synchronization. Start message is detected due to false detection.
	MSD message will be sent, However, the IVS will not be able to detect any further messages sent by the PSAP (NACK and ACK)
	The reliability of feedback messages is monitored at the IVS. If this reliability decreases, a new DL synchronization is performed.
	

	1.3.1.1
	In-sync, but  detection of START messages fail
	If start message is never detected, same as 1.1.1. 
	START message is repeated a defined number of times. This should decrease the likelihood of this case to almost zero 
	

	1.3.1.2
	In-sync, instead of a START message a NACK is detected
	none
	IVS receiver ignores any messages other than START before the START detection criterion is met
	This case may only occur if START is already detected correctly. Then it is not critical as NACKs are retransmitted

	1.3.1.3
	In-sync, instead of a START message a ACK is detected
	Not applicable
	IVS receiver ignores any messages other than START before the START detection criterion is met
	

	1.3.2.1
	In-sync, NACK message is not detected
	
	NACK messages are repeated until the correct MSD is received
	IVS behaviour does not change in this case

	1.3.2.2
	In-sync, instead of a NACK message a START message is detected
	MSD transmission may be interrupted and restarted 
	Only after a successive reception of three START messages the MSD transmission is restarted
	

	1.3.2.3
	In-sync, instead of a NACK message an ACK is detected
	IVS stops MSD transmission before PSAP has detected it.
	ACK detection is performed with high reliability threshold
	Not a problem as long as only few ACKs are missed.

	1.3.3.1
	In-sync, ACK message is not detected
	Results in prolonged MSD transmission
	ACK messages are are sent three times
	Not a problem as long as only few ACKs are missed.

	1.3.3.2
	In-sync, instead of a ACK message a START message is detected
	Same as 1.3.2.2
	Same as 1.3.2.2
	

	1.3.3.3
	In-sync, instead of a ACK message a NACK is detected
	Same as 1.3.3.1
	ACKs are repeated multiple times
	Same as 1.3.3.1

	2.1.1
	No sync frame detection
	PSAP misses the MSD 
	The PSAP continues sending START messages to the IVS until it detects the sync burst. The IVS, when receiving more start messages even after some time after sending the MSD, restarts transmission of the MSD with sync frame.
	

	2.1.2
	PSAP receiver detects a sync frame while none was sent
	Sync frame false alarm
	Since the PSAP requests for MSD transmission with the START message, it does not need to monitor the received signal continuously
	PSAP sends START as it cannot decode the MSD. Synchronization is repeated.

	2.2.1
	MSD message not decodable due to sync error
	The sync frame has been detected correctly, but the timing information is incorrect. In this case the MSD cannot be encoded correctly. The PSAP sends NACK messages to the IVS. 
	The CRC check will fail even after the maximum number of retransmissions.

In this case the IVS continues transmitting another cycle of  the same MSD starting with the sync frame.
	Introduces a delay in MSD transmission

	2.2.2
	False positive detection of MSD messages
	This case is equivalent to a false CRC check result.


	The CRC code is strong enough to make this event sufficiently unlikely.
	

	2.3
	Sync detected, correct timing, false positive detection of MSD messages
	Same as #2.2.2
	
	


Table 3: List of potential abnormal cases and protocol solutions

7.3 PSAP and IVS protocol state models

[Note: The state diagrams in this section will reflect the eCall operation. They will be provided in updated versions of this document.]
Annex A (informative):
eCall performance in different transmission conditions

[Note: Some results of the selection and characterisation tests could be inserted here for information in the final TS.]
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