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	Reason for change:
(

	In the current specification, the terms "user profile" is mentionned several times. Moreover, during session set-up, the SCF decision to authorize or refuse the session establishment for a user to watch a particular content should be based on its user profile. So it seems important to give a clear definition of what the user profile is, and what the user profile contains precisely (e.g. global preferences, parental control, device capability…).

	
	

	Summary of change:
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	A clause dedicated to PSS & MBMS user profile is added in part 4 System Description. This section defines some of the information that should be contained in the PSS & MBMS user profile, and which entity can access this information.
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System description
4.1 Introduction

4.2
Architecture
4.3 IMS based PSS and MBMS US procedures overview
4.4 PSS & MBMS user profile

4.4.1 PSS and MBMS user profile description

The PSS and MBMS user profile data contains all information required to operate PSS and MBMS user services. This includes:

· Global preferences (e.g. language preference)

· Parental control level 

· List of subscribed TV channels

· Device capability profile

Editor's note: this list has to be extended if needed.
4.4.2 Location of PSS and MBMS user profile
PSS and MBMS user profile information may be stored in the following locations:

· Application Server functions. 
· In a stand-alone server associated with one or more Application Server functions.

· In the HSS as transparent data associated to these Application Server functions. 
The first and second options are recommended for data to be accessed by 3rd party application server functions. In the first and second case the Application Server function or the stand-alone server may exhibit the behaviour of an XDMS.

User data stored in the HSS can be accessed by Application Servers at the Sh reference point.

A subset of PSS and MBMS user-profile information may be accessed from the User Equipment at the Ut reference point.

For the purpose of personalized service selection, the SSF may need to access user data.

In the case when such user data is stored in the HSS, it can be accessed by the SSF at the Sh reference point when the SSF is in the same domain. 

On the contrary, when such user data is stored in the AS or in a stand alone server associated with one or more application servers or if the SSF in not in the same domain as the HSS, the user data can be accessed by the SSF using an interface that is out of scope for this release.

The SSF may also request notification of user data updates.
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