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	The MBMS Download delivery method allows distribution of files using the MBMS Bearer Services. The MBMS Download delivery method uses IETF FLUTE protocol. FLUTE maintains a so-called File Delivery Table (FDT) on the client and server side. The FDT is cleaned up using an “FDT expire mechanism” and/or the B-Flags. Both mechanisms trigger the file-repair. The usage of the B-Flag is limited to a certain version of a file (identified by the TOI) and does also not enable the "removal" of a set of files from the FDT at the same time. It is currently not possible to explicitly “delete” files from the FDT while maintaining the option to resume the session later. Thus it is also not possible to trigger proactive the associated delivery procedures for a set of files in such a case.
If transport file grouping is used (Chapter 7.2.6), there is currently no possible way for the terminal to know exactly which files that make up the complete group. This is valuable for the terminal to know since the group possibly is not useful without all it parts (e.g. web page or software upgrade). With the use of the proposed attribute in a FDT instance, the server can signal all files in its current FDT, and thereby also all files in the group. Without the proposed attribute, the terminal can only guess that FDT instances describing all files in the group has been received.
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***** First Change *****
7.2.14 Indicating a full FDT snapshot

If the server wants to inform the client about the current FDT snapshot, the server shall set the “FullFDT” attribute in the FLUTE FDT instance file. If the “FullFDT” attribute is set, the FDT instance shall be equivalent to the full File Delivery Table. Note FDT instances with a higher FDT instance ID may again extend the File Delivery Table. 
A new attribute "FullFDT" is created within the element "FDT-Instance" of the FDT to indicate to the receivers that the FDT Instance contains the exact set of Transport Objects that are currently scheduled for transmission by the sender, in the actual FLUTE session.

The XML syntax of the "FullFDT" attribute within the FLUTE FDT is the following.
  <?xml version="1.0" encoding="UTF-8"?>

  <xs:schema xmlns="urn:3GPP:metadata:2008:MBMS:FLUTE:FDT_ext"
   xmlns:xs="http://www.w3.org/2001/XMLSchema" 

   targetNamespace="urn:3GPP:metadata:2008:MBMS:FLUTE:FDT_ext" 

   elementFormDefault="qualified">
   <attribute name="FullFDT" type="boolean"

    use="optional" default="false" />

  </schema>
This attribute differs from the existing "Complete" attribute in that the "Complete" attribute indicates that no new objects description will be provided in future FDT Instances within this session.
No assumption shall be made about the fact that a given FDT instance for which the attribute "FullFDT" is absent or set to FALSE, contains the exact set of Transport Objects that are currently scheduled for transmission by the sender, in the actual FLUTE session.

When two FDT instances with attribute "FullFDT" is equal to TRUE are received by a receiver and valid in a given time (that is to say they have not expired), the FDT instance with the highest FDT Instance ID shall be used by the terminal.
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