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1. Overall Description:

SA4 thanks ETSI TISPAN WG2 for their LS response. SA4 answers to the questions in the LS are:

· What is the rationale for having two different protocols for the reference point between the SCF and the PSS server, at both sides of the SIP/RTSP translator function?
The architecture has been updated so that the SIP/RTSP translator is now a “PSS Adapter”. The PSS Adapter is defined as: “this function performs bi-directional protocol translation between SIP and RTSP to offer control of PSS servers. It proxies RTSP messaging from the UE and SIP/RTSP translation towards the PSS server. Note that these functions can be incorporated into the SCF, the PSS Server or a new stand-alone entity.” 

The SCF is interfaced to the PSS Adapter using the SIP protocol. An interface is present between SCF and PSS Server (15) that could be used for e.g. security procedures and that is currently FFS. 

· How does SA4 see a mapping of the MCF and MDF functions from TISPAN?

The MCF maps to the PSS Adapter and BMSC.UPF. The MDF maps to the PSS Server and BMSC.UPF. It is to be noted that several media control functions are the responsibility of the PSS Server (e.g. for fast channel switching). 

· The reference point “1” is implemented as unicast only, as opposed to the TISPAN Xa which can be both unicast and multicast.

Note that User Service Description may be delivered to the UE via Broadcast/Multicast using MBMS. See interface 10 (“10 – This interface between the SSF and the BMSC.UPF is according to TS 26.346 [11]. It may be used to carry USD over MBMS bearers.”)
Also, SA4 notes that TISPAN WG2 intends to take into consideration our architecture in light of converged TV solutions.  For this purpose we attached the latest draft TS. SA4 would be happy to receive further communication for the purpose of harmonization.
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