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This document proposes modifications to the draft 3GPP TS 26.237 V1.1.0 (2008-10) IMS initiated and controlled PSS and MBMS User Service; Protocols.
The modifications apply to clause 8.2 – PSS Streaming.
We ask 3GPP S4 to discuss and agree to the modifications to the draft TS 26.237.
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FIRST CHANGE 
8.2
PSS Streaming

8.2.1
PSS Media codecs and formats

PSS Media codecs and formats defined in 3GPP TS 26.234 [8] are applicable to the present document for IMS initiated and controlled PSS services.
8.2.2 Procedure for providing missing parameters before session initiation
8.2.2.1
Procedures at the UE 
If the UE does not have all the information it needs to form an SDP offer, the UE shall send a SIP OPTIONS message,
· The "Request-URI" is related to the PSS session that the user wants to activate. The Request-URI shall be composed of a user and domain part as defined as follows:

· The user part contains the content identifier, retrieved from user service description information from SSF.
· The domain part is the Service Provider domain name, obtained from SSF.

· The TO header shall contain the same URI as in the "Request-URI" parameter.

· The FROM header shall indicate the public user identity of the user.
Upon reception of the 200 OK including SDP, the UE shall initiate PSS session as described in clause 8.2.3.
8.2.2.2
Procedures at the SCF 
When receiving the SIP OPTIONS message, the SCF shall select the appropriate PSS Adapter and forward the SIP request to the appropriate PSS Adapter by changing the "Request-URI" accordingly.
The SCF shall not change the user-part of the TO header in order to keep the content-id in the OPTIONS request.

8.2.2.3
Procedures at the PSS Adapter 
When receiving SIP OPTIONS request, the PSS Adapter shall examine the On Demand content identifier present in the user-part of the TO header.
The PSS Adapter shall answer with the user service description information of the content delivery channel in SDP as requested by the request URI.
8.2.3 PSS Streaming Session initiation
<The following parts keep unchanged.>
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