Page 1



3GPP TSG-SA4 Meeting #52 
(
S4-090071
Paris, France, January 26-30
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	26.237
	CR
	0007
	(

rev
	-
	(

Current version:
	8.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Completion of the procedure for providing missing parameters before session initiation

	
	

	Source to WG:
(

	Orange SA

	Source to TSG:
(

	Orange SA

	
	

	Work item code:
(

	MBS
	
	Date: (

	26/01/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	The description of the role of the PSS adapter during the procedure for providing parameters before session initiation is not completely described.

	
	

	Summary of change:
(

	During the procedure for providing missing parameters before session initiation, if the PSS adapter does not have the requested user service description information, the PSS adapter sends an RTSP DESCRIBE message to the PSS server to retrieve it.

	
	

	Consequences if 
(

not approved:
	If the PSS adapter does not have the user service information, the way to retrieve it from the PSS server will not be described.

	
	

	Clauses affected:
(

	8.2.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


8.2.2
Procedure for providing missing parameters before session initiation

8.2.2.1
Procedures at the UE 

If the UE does not have all the information it needs to form an SDP offer, the UE shall send a SIP OPTIONS message:
•
The "Request-URI" is related to the PSS session that the user wants to activate. The Request-URI shall be composed of a user and domain part as defined as follows:

· The user part contains the content identifier, retrieved from user service description information from SSF.

· The domain part is the Service Provider domain name, obtained from SSF.

•
The TO header shall contain the same URI as in the "Request-URI" parameter.

•
The FROM header shall indicate the public user identity of the user.

Upon reception of the 200 OK including SDP, the UE shall initiate PSS session as described in clause 8.2.3.

8.2.2.2
Procedures at the SCF 

When receiving the SIP OPTIONS message, the SCF shall select the appropriate PSS Adapter and forward the SIP request to the appropriate PSS Adapter by changing the "Request-URI" accordingly.

The SCF shall not change the user-part of the TO header in order to keep the content-id in the OPTIONS request.

8.2.2.3
Procedures at the PSS Adapter 

When receiving SIP OPTIONS request, the PSS Adapter shall examine the On Demand content identifier present in the user-part of the TO header.

The PSS Adapter shall answer with the user service description information of the content delivery channel in SDP as requested by the request URI.
If the PSS adapter does not have the user service description information, it may send an RTSP DESCRIBE message to the PSS server to retrieve the user service description information (other means for the PSS adapter to retrieve the user service description information are out of the scope of the present specification).
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