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Start change 

8.2.3
Mobile Profile Level 10 definition

This level contains the following restrictions:
-
Only one instantiation of a DIMS Scene is allowed.
-
Only one Video instantiation along with a DIMS Scene is allowed.
On the Video Element, the attribute transformBehavior shall be restricted to values "pinned | pinned90 | pinned180 | pinned270", and the attribute overlay shall be restricted to values "top".
The following limits also apply:

Mobile Profile Level Limits

	
	Level 10

	1 Scene bitrate (includes the static media embedded within the scene/commands and referenced media payloads)
	200 kbit/sec

	2 DIMS aggregate bit-rate (excludes media payloads)
	40 kbit/sec

	3 Simultaneous video playing
	1

	4 Simultaneous audio playing
	1

	5 Simultaneous active DIMS scenes
	1

	6 Minimum pixel output buffer size
	160 wide by 120 tall

	7 Maximum path segments across all paths
	3000

	8 Maximum text content size (this refers to the number of characters and does not include the glyph)
	10k bytes

	9 Maximum dash array size
	16

	10 Maximum number of gradient stops
	32

	1 Maximum recommended DOM tree size
	 800 nodes

	2 Minimum recommended screen refresh rate
Note: Depending on the DOM tree size, the recommended screen refresh rate value may not be feasible and a lower screen refresh rate might be expected.
	10 frames/sec

	3 Maximum simultaneous animations
	20
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