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6.1
General

MTSI uses SIP, SDP and SDPCapNeg for media negotiation and configuration. General SIP signalling and session setup for IMS are defined in 3GPP TS 24.229 [7], whereas this clause specifies SDP and SDPCapNeg usage and media handling specifically for MTSI, including offer/answer considerations in the capability negotiation. The MTSI client in the terminal may use the OMA-DM solution specified in Clause 15 for enhancing SDP negotiation and PDP context activation process.

The support for ECN is limited to speech and video, and has been specified for E-UTRAN or UTRA/HSPA in [85] and [86]. MTSI may use Explicit Congestion Notification (ECN) to perform rate adaptation. When the MTSI client in terminal supports, and the session allows, adapting the media encoding at multiple bit rates and the radio access bearer technology is known to the MTSI client to be E-UTRAN or UTRA/HSPA, the MTSI client may negotiate the use of ECN [83] to perform ECN triggered media bit-rate adaptation. An MTSI MGW supporting ECN supports ECN in the same way as the MTSI client in terminal as described in clauses 12.3.3 and 12.7.3.

The support of ECN is optional for both MTSI client in terminal and MTSI MGW.

It is assumed that the network properly handles ECN-marked packets as described in [84] end-to-end between the MTSI clients in terminals. 

An MTSI MGW can be used for inter-working with:

· a client that does not use ECN;

· a client that supports ECN in different way than what is specified for MTSI clients;

· a CS network;

· a network which does not handle ECN-marked packets properly.

In such cases, the ECN protocol, as specified for MTSI clients, is terminated in the MTSI MGW.

Next modified Clause

6.2.1
General

The session setup for RTP transported media shall determine for each media: IP address(es), RTP profile, UDP port number(s); codec(s); RTP Payload Type number(s), RTP Payload Format(s). The session setup may also determine: ECN usage and any additional session parameters.

An MTSI client shall offer at least one RTP profile for each RTP media stream. Multiple RTP profiles may be offered using SDPCapNeg as described in Clause 6.2.1a. The first SDP offer for a media type shall include at least the AVP profile. Subsequent SDP offers may include only other RTP profiles if it is known from a preceding offer that this RTP profile is supported by the answerer. The MTSI client shall accept both AVP and AVPF offers in order to support interworking.

The configuration of ECN for media transported with RTP is described in clause 6.2.22 for speech and in clause 6.2.3 for video. The negotiation of ECN at session setup is described in [84]. The adaptation response to congestion events is described in clause 10.
Next modified Clause

6.2.3
Video

If video is used in a session, the session setup shall determine the bandwidth, RTP profile, video codec, profile and level. The "imageattr" attribute as specified in [76] should be supported.

An MTSI client shall offer AVPF for all media streams containing video. RTP profile negotiation shall be done as described in clause 6.2.1a.

If an MTSI client in terminal offers to use ECN for speech in RTP streams then the MTSI client in terminal shall offer ECN Capable Transport as defined below. If an MTSI client in terminal accepts an offer for ECN for speech then the MTSI client in terminal shall declare ECN Capable Transport in the SDP answer as defined below. The SDP negotiation of ECN Capable Transport is described in [84].

The use of ECN for a video stream in RTP is negotiated with the ‘ecn-capable-rtp’ SDP attribute, [84]. ECN is enabled when both clients agree to use ECN as configured below.. An MTSI client in terminal using ECN shall include the following parameters and parameter values for the ECN attribute:

· ‘leap’, to indicate that the leap-of-faith initiation method shall be used;

·  ‘ect=0’, to indicate that ECT(0) shall be set for every packet.

An MTSI client offering ECN for video shall indicate support of TMMBR [xx] but not ECN RTCP FB message [84] using the "rtcp-fb" attribute..
If such an offer is rejected, the MTSI client may send a new offer indicating support of the ECN RTCP FB message [84] using the "rtcp-fb" attribute [40].
An MTSI client receiving an offer for ECN for video with the support of TMMBR [43] but not ECN RTCP FB message [84] using the "rtcp-fb" attribute should accept the offer if it supports ECN. It shall then indicate support of TMMBR using the "rtcp-fb" attribute in the SDP answer.

An MTSI client receiving an offer for ECN for video with the support of ECN RTCP FB message [84] using the "rtcp-fb" attribute should accept the offer if it supports ECN and the ECN RTCP FB message. It shall then indicate support of ECN RTCP FB message [xx] using the "rtcp-fb" attribute in the SDP answer.
An MTSI client offering ECN shall also offer non-zero RTCP bandwidth, An MTSI client accepting ECN in an SDP answer shall also accept non-zero RTCP bandwidth,  

The use of ECN is disabled when a client sends an SDP without the ‘ecn-capable-rtp’ SDP attribute.

An MTSI client may initiate a session re-negotiation to disable ECN to resolve ECN-related error cases. An ECN-related error case may, for example, be detecting non-ECT in the received packets when ECT(0) was expected or detecting a very high packet loss rate when ECN is used.

Examples of SDP offers and answers for video can be found in clause A.4.

NOTE:
For H.264 / MPEG-4 (Part 10) AVC, the optional max-rcmd-nalu-size receiver-capability parameter of RFC 3984 [25] should be set to the smaller of the MTU size (if known) minus header size or 1 400 bytes (otherwise).
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7.3.3
Video

MTSI clients offering video shall support AVPF (RFC 4585 [40]) configured to operate in early mode. The behaviour can be controlled by allocating enough RTCP bandwidth using "b=RR:" and "b=RS:" (see section 7.3.1) and setting the value of "trr-int".

MTSI clients offering video shall support transmission and reception of AVPF NACK messages, as an indication of non-received media packets. MTSI terminals offering video shall also support reception of AVPF Picture Loss Indication (PLI). An MTSI client receiving NACK or PLI should take appropriate action to improve the situation for the MTSI client that sent NACK or PLI, although no action is mandated nor specified. Note that by setting the bitmask of following lost packets (BLP) the frequency of transmitting NACK can be reduced, but the repairing action by the MTSI client receiving the message can be delayed correspondingly.
The Temporary Maximum Media Bit-rate Request (TMMBR) and Temporary Maximum Media Bit-rate Notification (TMMBN) messages of Codec-Control Messages (CCM) [43] shall be supported by MTSI clients in terminals supporting video. The TMMBR notification messages along with RTCP sender reports and receiver reports are used for dynamic video rate adaptation. See clause 10.3 for usage and Annexes  B and C for examples of bitrate adaptation.

MTSI clients supporting video shall support Full Intra Request of CCM [43].

An MTSI client in a terminal using ECN for video may support ECN RTCP-XR reports [84]
Note:
This can improve the interworking with non-MTSI ECN peers.

When an ECN client negotiated the usage of ECN for video and TMMBR, the ECN client shall use receiver-driven congestion control by indicating the need for adaptation to the sender with application specific adaptation requests (TMMBR) and not use ECN RTCP-FB messages.
An MTSI client in a terminal using ECN for video in RTP sessions may use the ECN RTCP-XR reports [84]
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