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Based on the comments in the EVS SWG ad-hoc on 19 May, we revise Table 3 and Table 4 of our contribution S4-120593, as follows. (Note that the other proposals in S4-120593 are valid unchanged.)
Table 3: Test Configuration for Super wideband modes of EVS with Clean Speech Input
	Codec
	Modes of the codec
	DTX
	Number of P.800 DCR conditions 

	EVS CuT1
	13.2, 16.4, 24.4 kbps
	On 
	3

	EVS CuT1
	13.2, 16.4, 24.4, 32, 48, 64kbps
	Off
	6

	EVS CuT2
	13.2, 16.4, 24.4 kbps
	On 
	3

	EVS CuT2
	13.2, 16.4, 24.4, 32, 48, 64 kbps
	Off 
	6

	Ref
	G.722.1C 32, G.722.1 48 kbps, G.718B 36 kbps, G.719 48, 64, and 80 kbps
	Off
	6

	MNRUs
	6 different Q values 
	NA
	6

	Direct SWB
	Serves as a reference
	NA
	1

	Total number of conditions
	29


Table 4: Test Configuration for Wideband modes of EVS for Speech with Background Noise Input
	Codec
	Modes of the codec
	DTX
	Number of P.800 DCR conditions 

	EVS CuT1
	7.2, 8.0, 9.6, 13.2, 16.4 kbps
	On
	5

	EVS CuT1
	7.2, 8.0, 9.6, 13.2, 24.4, 48 kbps
	Off
	6

	EVS CuT2
	7.2, 8.0, 9.6, 13.2, 16.4 kbps
	On 
	5

	EVS CuT2
	7.2, 8.0, 9.6, 13.2, 24.4, 48 kbps
	Off
	6

	Ref
	AMR-WB 8.85, 12.65, 15.85, 19.85
	On
	4

	Ref
	AMR-WB 8.85, 12.65, 15.85, G.722.1 32, G.722 64
	Off
	5

	Total number of conditions for noise type A
	31

	Number of MNRUs, including direct references
	4

	Total number of conditions
	35
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