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-------------------------------------START OF MODIFIED CLAUSE---------------------------------

Annex A: Interpolation method for diffuse-field correction (normative)
Interpolated values for 1/12-octave bands shall be calculated from 1/3-octave band values using table 3.

For measurements requiring diffuse-field correction values for closer frequency spacing than 1/12-octave bands, linear interpolation on a log scale from the 1/12-octave band interpolated values in table 3 shall be used.
Table 3: Interpolation parameters on 1/12-octave bands.

	Frequency (Hz)
	Interpolated value (dB)
	Frequency (Hz)
	Interpolated value (dB)

	95
	0,000
	1 000
	5,000

	100
	0,000
	1 060
	5,375

	106
	0,000
	1 120
	5,750

	112
	0,000
	1 180
	6,125

	118
	0,000
	1 250
	6,500

	125
	0,000
	1 320
	6,800

	132
	0,000
	1 400
	7,150

	140
	0,000
	1 500
	7,550

	150
	0,000
	1 600
	8,000

	160
	0,000
	1 700
	8,550

	170
	0,000
	1 800
	9,175

	180
	0,000
	1 900
	9,850

	190
	0,000
	2 000
	10,500

	200
	0,000
	2 120
	11,500

	212
	0,125
	2 240
	12,550

	224
	0,250
	2 360
	13,500

	236
	0,390
	2 500
	14,050

	250
	0,500
	2 650
	13,850

	265
	0,525
	2 800
	13,250

	280
	0,500
	3 000
	12,400

	300
	0,480
	3 150
	12,000

	315
	0,500
	3 350
	11,750

	335
	0,600
	3 550
	11,650

	355
	0,725
	3 750
	11,600

	375
	0,875
	4 000
	11,500

	400
	1,000
	4 250
	11,425

	425
	1,135
	4 500
	11,375

	450
	1,275
	4 750
	11,275

	475
	1,375
	5 000
	11,000

	500
	1,500
	5 300
	10,400

	530
	1,625
	5 600
	9,550

	560
	1,650
	6 000
	8,600

	600
	1,800
	6 300
	8,000

	630
	2,000
	6 700
	7,375

	670
	2,450
	7 100
	6,800

	710
	3,000
	7 500
	6,450

	750
	3,500
	8 000
	6,500

	800
	4,000
	8 500
	7,150

	850
	4,325
	9 000
	8,250

	900
	4,550
	9 500
	9,450

	950
	4,750
	10 000
	10,450


Interpolated values for 1/12-octave bands can be also calculated from 1/3-octave band values using table 4 when frequencies are defined according to IEC 1260.
Table 4: Interpolation parameters on 1/12-octave bands with frequencies according to IEC 1260 (informative).
	Frequency (Hz)
	Interpolated value (dB)
	Frequency (Hz)
	Interpolated value (dB)

	92
	0
	972
	4.85

	97
	0
	1029
	5.18

	103
	0
	1090
	5.555

	109
	0
	1155
	5.9687

	115
	0
	1223
	6.3532

	122
	0
	1296
	6.7196

	130
	0
	1372
	7.025

	137
	0
	1454
	7.345

	145
	0
	1540
	7.72

	154
	0
	1631
	8.165

	163
	0
	1728
	8.74

	173
	0
	1830
	9.37

	183
	0
	1939
	10.1

	194
	0
	2054
	10.9

	205
	0.0553
	2175
	12

	218
	0.1931
	2304
	13.08

	230
	0.33
	2441
	13.86

	244
	0.47
	2585
	13.985

	259
	0.52
	2738
	13.525

	274
	0.52
	2901
	12.81

	290
	0.49
	3073
	12.175

	307
	0.49
	3255
	11.85

	325
	0.55
	3447
	11.7

	345
	0.65
	3652
	11.625

	365
	0.79
	3868
	11.56

	387
	0.9308
	4097
	11.46

	410
	1.0553
	4340
	11.42

	434
	1.1828
	4597
	11.375

	460
	1.3132
	4870
	11.17

	487
	1.441
	5158
	10.7

	516
	1.56
	5464
	9.95

	546
	1.635
	5788
	9.07

	579
	1.72
	6131
	8.3

	613
	1.875
	6494
	7.7

	649
	2.18
	6879
	7.1

	688
	2.675
	7286
	6.61

	729
	3.2219
	7718
	6.41

	772
	3.75
	8175
	6.6555

	818
	4.14
	8660
	7.4775

	866
	4.4
	9173
	8.68

	917
	4.62
	9716
	9.95
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