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At the last telephone conference (EVS#27) it has been agreed to have an optional checklist for the RTP Payload Format. The source hereby just wants to repeat the previous proposal as a suitable checklist for EVS-6b. 
	Checklist item for RTP Payload Format Design Constraint
	

	Are all non-interoperable modes supported as a payload (NB, WB, SWB, all mandatory bit rates)?
	☐

	Are the bit rates 7.2, 8, 9.6, 13.2, 16.4, 24.4 kb/s for the non-interoperable modes gross bit rates?
	☐

	Is the RTP payload header for the EVS non-interoperable modes a non-negative integer multiple of 0.4 kb/s?
	☐

	If 5.9VBR is provided, are the per-frame gross bit rates a subset of 2.0, 2.8, 4.0, 5.6, 7.2, 8.0 kb/s?
	☐

	Are the SID frames for the non-interoperable modes not exceeding a gross bit rate of 56 bits per frame?
	☐

	Are the interoperable modes compatible with MTSI-based speech services using AMR-WB?
	☐

	Does the RTP Payload Format support rate switching throughout the entire bit rate range of the non-interoperable modes?
	☐

	Is DTX supported in the RTP Payload Format for the non-interoperable modes?
	☐


[1] 3GPP AHEVS-261: Design Constraint evaluation of the EVS payload format, Fraunhofer IIS
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