Annex K: Experiments I1 to 6

K.1
Experiment I1: AWB-IO clean speech under clean channel condition including input level dependency
[

]

Table K.1: Factors and conditions for Experiment I1
[
	Main Codec Conditions
	
	

	Candidate
	1
	CuT

	Operating modes
	5
	

	Input level
	1
	

	Input frequency mask
	1
	

	Tandeming and noise
	
	

	Error Conditions
	
	

	
	
	

	Codec references
	
	

	Codec references
	
	

	Input level
	
	

	Input frequency mask
	1
	

	Tandeming and noise
	1
	

	Error Conditions
	1
	

	
	
	

	Other references
	
	

	Direct
	1
	Nominal input level

	MNRU
	
	Q= dB (all: nominal input level)

	Input frequency mask
	1
	

	
	
	

	Common Conditions
	
	

	Number of talkers
	6
	3 male and 3 female

	Number of speech samples
	5
	4 + 1 (preliminaries) sentence pairs per talker.

	Listening Level
	1
	76 dB SPL

	Listeners
	32
	Naïve Listeners

	Randomizations
	4
	4 panels of 8 listeners

	Rating Scale
	1
	ACR

	Listening System
	1
	See clause 4.5

	Listening Environment
	1
	See clause 4.5


]
Table K.2: Preliminaries for Experiment I1
[

	Trial #
	Label
	Sample
	Condition

	1
	c01
	
	DIRECT

	2
	
	
	

	3
	
	
	

	4
	
	
	

	5
	
	
	

	6
	
	
	

	7
	
	
	

	8
	
	
	

	9
	
	
	

	10
	
	
	

	11
	
	
	

	12
	
	
	


]
Table K.3: Test conditions for Experiment I1: 

 [

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


]

K.2
Experiment I2: AWB-IO clean speech under impaired channel conditions
[

]

Table K.4: Factors and conditions for Experiment I2
[
	Main Codec Conditions
	
	

	Candidate
	1
	CuT

	Operating modes
	5
	

	Input level
	1
	

	Input frequency mask
	1
	

	Tandeming and noise
	
	

	Error Conditions
	
	

	
	
	

	Codec references
	
	

	Codec references
	
	

	Input level
	
	

	Input frequency mask
	1
	

	Tandeming and noise
	1
	

	Error Conditions
	1
	

	
	
	

	Other references
	
	

	Direct
	1
	Nominal input level

	MNRU
	
	Q= dB (all: nominal input level)

	Input frequency mask
	1
	

	
	
	

	Common Conditions
	
	

	Number of talkers
	6
	3 male and 3 female

	Number of speech samples
	5
	4 + 1 (preliminaries) sentence pairs per talker.

	Listening Level
	1
	76 dB SPL

	Listeners
	32
	Naïve Listeners

	Randomizations
	4
	4 panels of 8 listeners

	Rating Scale
	1
	ACR

	Listening System
	1
	See clause 4.5

	Listening Environment
	1
	See clause 4.5


]
Table K.5: Preliminaries for Experiment I2
[

	Trial #
	Label
	Sample
	Condition

	1
	c01
	
	DIRECT

	2
	
	
	

	3
	
	
	

	4
	
	
	

	5
	
	
	

	6
	
	
	

	7
	
	
	

	8
	
	
	

	9
	
	
	

	10
	
	
	

	11
	
	
	

	12
	
	
	


]
Table K.6: Test Conditions for Experiment I2: 
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]

K.3
Experiment I3: AWB-IO noisy speech under clean channel condition
[

]

Table K.7: Factors and conditions for Experiment I3
[
	Main Codec Conditions
	
	

	Candidate
	1
	CuT

	Operating modes
	5
	

	Input level
	1
	

	Input frequency mask
	1
	

	Tandeming and noise
	
	

	Error Conditions
	
	

	
	
	

	Codec references
	
	

	Codec references
	
	

	Input level
	
	

	Input frequency mask
	1
	

	Tandeming and noise
	1
	

	Error Conditions
	1
	

	
	
	

	Other references
	
	

	Direct
	1
	Nominal input level

	MNRU
	
	Q= dB (all: nominal input level)

	Input frequency mask
	1
	

	
	
	

	Common Conditions
	
	

	Number of talkers
	6
	3 male and 3 female

	Number of speech samples
	5
	4 + 1 (preliminaries) sentence pairs per talker.

	Listening Level
	1
	76 dB SPL

	Listeners
	32
	Naïve Listeners

	Randomizations
	4
	4 panels of 8 listeners

	Rating Scale
	1
	DCR

	Listening System
	1
	See clause 4.5

	Listening Environment
	1
	See clause 4.5


]
Table K.8: Preliminaries for Experiment I3
[

	Trial #
	Label
	Sample
	Condition

	1
	c01
	
	DIRECT

	2
	
	
	

	3
	
	
	

	4
	
	
	

	5
	
	
	

	6
	
	
	

	7
	
	
	

	8
	
	
	

	9
	
	
	

	10
	
	
	

	11
	
	
	

	12
	
	
	


]
Table 9: Test conditions for Experiment I3: 
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]

K.4
Experiment I4: AWB-IO noisy speech under impaired channel conditions
[

]

Table K.10: Factors and conditions for Experiment I4
[
	Main Codec Conditions
	
	

	Candidate
	1
	CuT

	Operating modes
	5
	

	Input level
	1
	

	Input frequency mask
	1
	

	Tandeming and noise
	
	

	Error Conditions
	
	

	
	
	

	Codec references
	
	

	Codec references
	
	

	Input level
	
	

	Input frequency mask
	1
	

	Tandeming and noise
	1
	

	Error Conditions
	1
	

	
	
	

	Other references
	
	

	Direct
	1
	Nominal input level

	MNRU
	
	Q= dB (all: nominal input level)

	Input frequency mask
	1
	

	
	
	

	Common Conditions
	
	

	Number of talkers
	6
	3 male and 3 female

	Number of speech samples
	5
	4 + 1 (preliminaries) sentence pairs per talker.

	Listening Level
	1
	76 dB SPL

	Listeners
	32
	Naïve Listeners

	Randomizations
	4
	4 panels of 8 listeners

	Rating Scale
	1
	DCR

	Listening System
	1
	See clause 4.5

	Listening Environment
	1
	See clause 4.5


]
Table K.11: Preliminaries for Experiment I4
[

	Trial #
	Label
	Sample
	Condition

	1
	c01
	
	DIRECT

	2
	
	
	

	3
	
	
	

	4
	
	
	

	5
	
	
	

	6
	
	
	

	7
	
	
	

	8
	
	
	

	9
	
	
	

	10
	
	
	

	11
	
	
	

	12
	
	
	


]
Table K.12: Test Conditions for Experiment I4: 
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]

K.5
Experiment I5: AWB-IO mixed contents and music under clean channel condition
[

]

Table K.13: Factors and conditions for Experiment I5
[
	Main Codec Conditions
	
	

	Candidate
	1
	CuT

	Operating modes
	5
	

	Input level
	1
	

	Input frequency mask
	1
	

	Tandeming and noise
	
	

	Error Conditions
	
	

	
	
	

	Codec references
	
	

	Codec references
	
	

	Input level
	
	

	Input frequency mask
	1
	

	Tandeming and noise
	1
	

	Error Conditions
	1
	

	
	
	

	Other references
	
	

	Direct
	1
	Nominal input level

	MNRU
	
	Q= dB (all: nominal input level)

	Input frequency mask
	1
	

	
	
	

	Common Conditions
	
	

	Number of types
	
	

	Number of samples
	
	

	Listening Level
	1
	76 dB SPL

	Listeners
	32
	Naïve Listeners

	Randomizations
	4
	4 panels of 8 listeners

	Rating Scale
	1
	DCR

	Listening System
	1
	See clause 4.5

	Listening Environment
	1
	See clause 4.5


]
Table K.14: Preliminaries for Experiment I5
[

	Trial #
	Label
	Sample
	Condition

	1
	c01
	
	DIRECT

	2
	
	
	

	3
	
	
	

	4
	
	
	

	5
	
	
	

	6
	
	
	

	7
	
	
	

	8
	
	
	

	9
	
	
	

	10
	
	
	

	11
	
	
	

	12
	
	
	


]
Table 15: Test conditions for Experiment I3a: 
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]

K.6
Experiment I6: AWB-IO mixed contents and music under impaired channel conditions
[

]

Table K.16: Factors and conditions for Experiment I6
[
	Main Codec Conditions
	
	

	Candidates
	1
	CuT

	Operating modes
	5
	

	Input level
	1
	

	Input frequency mask
	1
	

	Tandeming and noise
	
	

	Error Conditions
	
	

	
	
	

	Codec references
	
	

	Codec references
	
	

	Input level
	
	

	Input frequency mask
	1
	

	Tandeming and noise
	1
	

	Error Conditions
	1
	

	
	
	

	Other references
	
	

	Direct
	1
	Nominal input level

	MNRU
	
	Q= dB (all: nominal input level)

	Input frequency mask
	1
	

	
	
	

	Common Conditions
	
	

	Number of types
	
	

	Number of samples
	
	

	Listening Level
	1
	76 dB SPL

	Listeners
	32
	Naïve Listeners

	Randomizations
	4
	4 panels of 8 listeners

	Rating Scale
	1
	DCR

	Listening System
	1
	See clause 4.5

	Listening Environment
	1
	See clause 4.5


]
Table K.17: Preliminaries for Experiment I6
[

	Trial #
	Label
	Sample
	Condition

	1
	c01
	
	DIRECT

	2
	
	
	

	3
	
	
	

	4
	
	
	

	5
	
	
	

	6
	
	
	

	7
	
	
	

	8
	
	
	

	9
	
	
	

	10
	
	
	

	11
	
	
	

	12
	
	
	


]
Table K.18: Test conditions for Experiment I6: 
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