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	*** FIRST CHANGE ***


[bookmark: _Toc390156582]15.4	Home Network Realm
The home network realm shall be in the form of an Internet domain name, e.g. operator.com, as specified in IETF RFC 1035 [19].
During the MBMS service activation in roaming scenario, the BM-SC in the vistedvisited network shall derive the home network domain name from the IMSI as described in the following steps: 
1.	Take the first 5 or 6 digits, depending on whether a 2 or 3 digit MNC is used (see 3GPP TS 31.102 [27], 3GPP TS 51.011 [66]) and separate them into MCC and MNC; if the MNC is 2 digits then a zero shall be added at the beginning;
2.	Use the MCC and MNC derived in step 1 to create the "mnc<MNC>.mcc<MCC>.3gppnetwork.org" realm name;
3.	Add the label "mbms." to the beginning of the realm name.
An example of a home realm used in the MBMS roaming case is:
	IMSI in use: 234150999999999;
Where:
	MCC = 234;
	MNC = 15;
	MSIN = 0999999999
Which gives the home network realm: mbms.mnc015.mcc234.3gppnetwork.org.
15.X	Addressing and identification for Bootstrapping MBMS Service Announcement
The UE needs a Service Announcement Fully Qualified Domain Name (FQDN) to bootstrap MBMS Service Announcement as specified in TS 26.346 [xx].
The Service Announcement FQDN is composed of six labels. The last three labels shall be "pub.3gppnetwork.org". The second and third labels together shall uniquely identify the PLMN. The first label shall be "mbmsbs".
The Service Announcement FQDN is derived from the IMSI or Visited PLMN Identity as follows:
"mbmsbs.mnc<MNC>.mcc<MCC>.pub.3gppnetwork.org"
where:
"mnc" and "mcc" serve as invariable identifiers for the following digits.
· When using the Service Announcement FQDN in a Visited network, the <MNC> and <MCC> shall be derived from the Visited PLMN Identity as defined in subclause 12.1.
· When using the Service Announcement FQDN in the Home network, the <MNC> and <MCC> shall be derived from the components of the IMSI defined in subclause 2.2.
In order to guarantee inter-PLMN DNS translation, the <MNC> and <MCC> coding used in the "mbmsbs.mnc<MNC>.mcc<MCC>.pub.3gppnetwork.org" format of the Service Announcement FQDN shall be:
-	<MNC> = 3 digits
-	<MCC> = 3 digits
If there are only 2 significant digits in the MNC, one "0" digit shall be inserted at the left side to fill the 3 digits coding of MNC in the Service Announcement FQDN.
As an example, the Service Announcement FQDN OI for MCC 345 and MNC 12 is coded in the DNS as:
"mbmsbs.mnc012.mcc345.pub.3gppnetwork.org".

	*** END CHANGE ***





