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1. Overall Description:

RAN2 thanks SA4 for the LS (R2-150029= S4-150156) on “MBMS Interest Indication for MooD (MBMS operation on Demand)”. 

In current RRC standard, the UE only considers USD and SIB15 in order to send the MBMSInterestIndication message. The UE does not differentiate type 1 and type 2 MBMS User Service in order to send MBMS Interest Indication. So the UE behaviour is the same in the three scenarios:

· From USD and SIB15, the UE determines that f2 may have its service of interest. SIB15 contains the per frequency SAI list of serving frequency and neighbour frequencies

· If the session is ongoing according to the session time in the USD, the UE sends MBMS Interest Indication with f2 to the eNB;
· eNB decides to handover the UE to f2, unless the UE has the capability of receiving on f1 and f2 in parallel. Load balancing for unicast may be impacted by the MBMS Interest Indication triggered handover;
· After handover to a cell on f2, the UE reads MCCH on f2 to determine whether its service of interest is available via MBSFN;

· If the service is not available via MBSFN, the UE does not send any further MBMSInterestIndication message so the eNB keeps the UE on f2 and the UE receives the service from unicast.
2. Actions:

To SA4:  
RAN2 respectfully asks SA4 to take above information into consideration in MooD discussion.
3. Date of Next RAN2 Meetings:
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