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FIRST  CHANGE: Modification to clause 10
10
QoE for Progressive Download and DASH

10.1
General

A progressive download or 3GP-DASH client supporting Quality of Experience (QoE) shall report QoE metrics according to the QoE configuration. QoE reporting is optional, but if a 3GP-DASH client reports DASH metrics, it shall report all requested metrics.

The quality metrics are defined in subclause 10.2.

The quality metrics applicable for progressive download are specified in section 10.3. In this case the activation and configuration of QoE reporting framework is achieved by a corresponding OMA DM QoE Management Object as specified in Annex F.

The quality metrics for DASH are specified in section 10.4. In this case, QoE reporting may be triggered using the MPD ( i.e. when the Metrics element is present in the MPD) or using OMA DM QoE Management Object as specified in Annex F. When QoE reporting is triggered via the MPD or OMA DM QoE Management Object, the 3GP-DASH client is expected to collect quality metrics according to the QoE configuration. When using the MPD, the Quality Reporting scheme as defined in section 10.5 may be used.
The quality metric reporting protocol is defined in subclause 10.6. This protocol shall be used when QoE reporting is triggered via the MPD or OMA DM QoE Management Object.
When the MPD is used to trigger the QoE reporting, and the Reporting descriptor in the Metrics element references the 3GP-DASH quality reporting scheme, the DASH client shall send the QoE report to the location given by the @reportingServer attribute of the scheme information, which may correspond to a network-based report server, or the MBMS client. The related signaling is further described in sub-clause 10.5. The optional usage of the MBMS client to collect the DASH QoE metrics measurements and for subsequent report submission to the MBMS reception report server is described in 3GPP TS 26.346 [42].
END OF FIRST CHANGE
SECOND  CHANGE: Modification to sub-clause 10.4
10.4
Quality Metrics for DASH

The following metrics shall be supported by 3GP-DASH clients supporting the QoE reporting feature: 

- 
List of HTTP Request/Response Transactions (Section 10.2.2), 

- 
List of of Representation Switch Events (Section 10.2.3), 

- 
Average Throughput (Section 10.2.4), 

-
Initial Playout Delay (Section 10.2.5), 

- 
Buffer Level (Section 10.2.6), 

- 
Play List (Section 10.2.7), and 

- 
MPD Information (Section 10.2.8).

The @metrics attribute contains a list of quality metric keys listing all metrics that the DASH shall collect and report.

The semantics of the attributes within the Metrics element are provided in Table 32. The XML-syntax of a Metrics element is provided in Table 33. 

Table 32: Semantics of Metrics element

	Element or Attribute Name
	Use
	Description

	
	Metrics
	
	DASH metric element

	
	
	@metrics
	M
	This attribute lists all quality metrics (as a list of quality metric keys as defined in section 10.2, separated by a whitespace) that the client shall report. 

Certain keys allow specifying a measurement interval or period over which a single value of the metric is derived and potentially also other parameters controlling the collection of the metrics. The parameters, if any, are included in parenthesis after the key and their semantics are specified in clause 10.2 with the metric definition itself.

	
	
	Range
	0..N
	When specified, it indicates the time period during which quality metric collection is requested. When not present, quality metric collection is requested for the whole duration of the content.

	
	
	
	@starttime
	O
	When specified, it indicates the start time of the quality metric collection operation. When not present, quality metric collection is requested from the beginning of content consumption. For services with MPD@type “Live”, the start time of quality metric collection can be obtained in wallclock time by adding the value of this attribute indicated in media time to the value of the MPD@availabilityStartTime attribute. For services with MPD@type “OnDemand” , the start time is indicated in media time and is relative to the PeriodStart time of the first period in this MPD.

	
	
	
	@duration
	O
	When specified, it indicates the duration of the quality metric collection interval. The value of this attribute is expressed in media time.

	
	
	Reporting
	1...N
	Descriptor that provides information about the requested Quality Reporting method and formats. See clause 10.5 for the 3GP-DASH quality reporting schemes.

	Legend: 

For attributes: M=Mandatory, O=Optional, OD=Optional with Default Value, CM=Conditionally Mandatory.

For elements: <minOccurs>...<maxOccurs> (N=unbounded)

Elements are bold; attributes are non-bold and preceded with an @.


NOTE: 
In the event that the Reporting element references the 3GP-DASH quality reporting scheme, and the @reportingServer attribute of the scheme information indicates that the destination of the QoE metrics report to be sent by the DASH client is the MBMS client, it is expected that the contents of the @metrics attribute will be defined by the MBMS client. Different methods may be used by the MBMS client to either directly or indirectly configure @metrics, such as MPD rewriting, or the use of an API between the MBMS client and DASH client. These methods are outside the scope of this document.
Table 33: XML-Syntax of Metrics element

	    <!-- QoE Collection and Reporting -->
    <xs:complexType name="MetricsType">
        <xs:sequence>
            <xs:element name="Reporting" type="DescriptorType" maxOccurs="unbounded"/>
            <xs:element name="Range" type="RangeType" minOccurs="0" maxOccurs="unbounded"/>
            <xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>
        </xs:sequence>
        <xs:attribute name="metrics" type="xs:string" use="required"/>
        <xs:anyAttribute namespace="##other" processContents="lax"/>
    </xs:complexType>

    <xs:complexType name="RangeType">
        <xs:sequence>
            <xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>
        </xs:sequence>
        <xs:attribute name="startTime" type="xs:unsignedInt" use="optional"/>
        <xs:attribute name="duration" type="xs:duration" use="required"/>
        <xs:anyAttribute namespace="##other" processContents="lax"/>
    </xs:complexType>


END OF SECOND CHANGE
THIRD  CHANGE: Modification to sub-clause 10.5
10.5
Quality Reporting Scheme for DASH

This section specifies a 3GP-DASH quality reporting scheme. 

The quality reporting scheme is signaled using in the Reporting element in the Metrics element. The URN to be used for the Reporting@schemeIdUri shall be "urn:3GPP:ns:PSS:DASH:QM10". 

The reporting scheme shall use the quality reporting protocol defined in section 10.6.

The semantics and XML syntax of the scheme information for the 3GP-DASH quality reporting scheme are specified in Table 34 and Table 35, respectively. 

Table 34: Semantics of Quality Reporting Scheme Information

	Element or Attribute Name
	Use
	Description

	
	@apn 
	O
	This attribute gives the access point that should be used for sending the QoE reports.

	
	@format
	O
	This field gives the requested format for the reports. Possible formats are: “uncompressed” and “gzip”.

	
	@samplepercentage
	O
	Percentage of the clients that should report QoE. The client uses a random number generator with the given percentage to find out if the client should report or not.

	
	@reportingserver
	M
	The reporting server URL to which the reports will be sent.

	
	@reportinginterval
	O
	Indicates the time(s) reports should be sent. If not present, then the client should send a report after the streaming session has ended. If present, @reportingInterval=n indicates that the client should send a report every n-th second provided that new metrics information has become available since the previous report.

	Legend:

For attributes: M=Mandatory, O=Optional, OD=Optional with Default Value, CM=Conditionally Mandatory.

For elements: <minOccurs>…<maxOccurs> (N=unbounded)

Elements are bold; attributes are non-bold and preceded with an @


NOTE: 
The location represented by the @reportingServer attribute may correspond to a network-based report server, or an MBMS client function. In the latter case, the MBMS client may be colocated with the DASH client, or reside in a separate user device.
Table 35: Syntax of Quality Reporting Scheme Information

	<?xml version="1.0"?>
<xs:schema targetNamespace="urn:3GPP:ns:PSS:AdaptiveHTTPStreaming:2009:qm" 
    attributeFormDefault="unqualified" 
    elementFormDefault="qualified"  
    xmlns:xs="http://www.w3.org/2001/XMLSchema"
    xmlns:xlink="http://www.w3.org/1999/xlink"
    xmlns="urn:3GPP:ns:PSS:AdaptiveHTTPStreaming:2009:qm">
    
    <xs:annotation>
        <xs:appinfo>3GPP DASH Quality Reporting</xs:appinfo>
        <xs:documentation xml:lang="en">
            This Schema defines the quality reporting scheme information for 3GPP DASH.
        </xs:documentation>
    </xs:annotation>

    
    <xs:element name="ThreeGPQualityReporting" type="SimpleQualityReportingType"/>
    
    <xs:complexType name="SimpleQualityReportingType">
        <xs:attribute name="apn" type="xs:string" use="optional"/>
        <xs:attribute name="format" type="FormatType" use="optional"/>
        <xs:attribute name="samplePercentage" type="xs:double" use="optional"/>
        <xs:attribute name="reportingServer" type="xs:anyURI" use="required"/>
        <xs:attribute name="reportingInterval" type="xs:unsignedInt" use="optional"/>
    </xs:complexType>
    
    <xs:simpleType name="FormatType">   
        <xs:restriction base="xs:string">
            <xs:enumeration value="uncompressed" />
            <xs:enumeration value="gzip" />
        </xs:restriction>
    </xs:simpleType>
    
</xs:schema>

	


END OF THIRD CHANGE
