Page 1



3GPP TSG-SA WG4 Meeting #86
S4-151368
San Jose del Cabo, Mexico, October 26-30, 2015





revision of S4-151170
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	26.114
	CR
	0351
	rev
	1
	Current version:
	12.10.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Correction of EVS SDP examples for fixed access

	
	

	Source to WG:
	Qualcomm Incorporated

	Source to TSG:
	S4

	
	

	Work item code:
	EVS_Codec
	
	Date:
	2015-10-26

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	· SDP offer/answer examples are not line with the specification (Table 6.2a and Table 6.3)

	
	

	Summary of change:
	· Include related AMR-WB parameters to EVS in SDP offer/answer examples

	
	

	Consequences if not approved:
	Inconsistency between the specification and the examples can result in interop issue.

	
	

	Clauses affected:
	A.14.4.1, A.14.4.2, A.14.4.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


*** Start change 1 ***
A.14.4.1
SDP answer from MTSI client in terminal using fixed access when narrowband speech is negotiated
In this example, the MTSI client in terminal includes only narrowband speech in the SDP answer.
Table A.14.14: SDP example

	SDP answer

	m=audio 49152 RTP/AVPF 97
a=acfg:1 t=1
b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:97 EVS/16000/1

a=fmtp:97 br=13.2; bw=nb; dtx=0; mode-set=0,1,2; mode-change-capability=2; max-red=220

a=ptime:20

a=maxptime:240


Comments:

The SDP answer contains only 13.2 kbps.

DTX is disabled in the session.
Media level b=AS is computed for 13.2 kbps of EVS Primary mode, or 12.65 kbps of EVS AMR-WB IO mode, with Header-full payload format, either of which results in 30 kbps.
A.14.4.2
SDP answer from MTSI client in terminal using fixed access when only wideband speech is negotiated
In this example, the MTSI client in terminal includes only wideband speech in the SDP answer.
Table A.14.15: SDP example

	SDP answer

	m=audio 49152 RTP/AVPF 97
a=acfg:1 t=1
b=AS:81
b=RS:0

b=RR:2000

a=rtpmap:97 EVS/16000/1

a=fmtp:97 br=64; bw=wb; dtx=0; mode-change-capability=2; max-red=220

a=ptime:20

a=maxptime:240


Comments:

The SDP answer contains only 64 kbps.

DTX is disabled in the session.

A.14.4.3
SDP answer from MTSI client in terminal using fixed access when only super-wideband speech is negotiated
In this example, the MTSI client in terminal includes only super-wideband speech in the SDP answer.
Table A.14.16: SDP example

	SDP answer

	m=audio 49152 RTP/AVPF 97
a=acfg:1 t=1
b=AS:113
b=RS:0

b=RR:2000

a=rtpmap:97 EVS/16000/1

a=fmtp:97 br=96; bw=swb; dtx=0; mode-change-capability=2; max-red=220

a=ptime:20

a=maxptime:240


Comments:

The SDP answer contains only 96 kbps.

DTX is disabled in the session.
*** End change 1 ***
