Page 1



3GPP TSG-SA4 Meeting # 87 
S4-160234
Sophia Antipolis, France, 25-19 January 2016








was S4-160064r
	CR-Form-v11.1

	PSEUDO CHANGE REQUEST

	

	
	TS 26.454
	pCR
	CRNum
	rev
	-
	Current version:
	0.0.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	x
	Core Network
	x


	

	Title:

	Abbreviations

	
	

	Source to WG:
	Ericsson LM

	Source to TSG:
	

	
	

	Work item code:
	EVSoCS
	
	Date:
	2016-01-28

	
	
	
	
	

	Category:
	
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Definitions and abbreviations not present

	
	

	Summary of change:
	Add Definitions and abbreviations

	
	

	Consequences if not approved:
	TS not complete

	
	

	Clauses affected:
	3

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	Title of TS 26.454: Codec for Enhanced Voice Services (EVS); Interface to Iu, Uu, Nb and Mb


Begin of 1rst Change
3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

active EVS-CMR:
EVS-CMR containing the requested (maximum) bit rate, (maximum) audio bandwidth and the major operation mode.
major operation mode: This is either an EVS Primary mode of operation or an EVS AMR-WB IO mode of operation.
EVS Configuration for Iu: The MSC selects the EVS configuration for Iu and informs the MGW and the RNC in RAB Assignment.
EVS Configuration for Uu: The RNC selects the EVS configuration for Uu.
EVS Configuration for UE: The UE deducts the EVS configuration for UE from the Radio Bearer Configuration, i.e. the Set of TFCs.
EVS Configuration for Nb: The MSC selects the EVS configuration for Nb and informs the MGW. 
Set of available rates: Rates of the EVS Configuration for UE, constrained further by RNC allowed TFCs and further constrained by the UE autonomous rate. 
UE autonomous rate: Maximum bit rate set by UE transport layer to optimize uplink performance (frame loss rate) if the TX power limit is reached. 
DL EVS-CMR: the most recent successfully in downlink (DL) received codec mode request, relevant for encoding at the local UE. 

UL EVS-CMR: EVS-CMR sent by the UE in uplink (UL); relevant for encoding at the remote media-sender (e.g. remote UE or remote CN Transcoder), requesting the (maximum) codec mode to be used on the local DL to the UE.
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

BICC
Bearer Independent Call Control
CN
Core Network

CMR
Codec Mode Request
 (for AMR and AMR-WB, often also used for EVS)
DL
Downlink
EVS
Enhanced Voice Services
EVS-CMR
Codec Mode Request for EVS (here explicitly used to differentiate)
EVS-SID
SID for EVS (here explicitly used to differentiate)
FQC
Frame Quality Classification (Iu and Nb Interfaces)

IM-MGW 
IP Multimedia Media Gateway Function
Nb
Interconnection point between two MGWs of the CS Core Network

Nc

Interconnection point between two MSCs of the CS Core Network
NO_REQ
No Requirement (is present)
Mb
Interconnection point between the MGW of the CS Core Network and the IMS

NboIP
Nb-Interface user plane transport over RTP/UDP/IP when SIP-I is used on Nc

RC Ack
Rate Control Procedure Acknowledgement (on Iu)
RC Proc
Rate Control Procedure Request (on Iu)
RFC
RAB sub-flow Combination (on Iu and Nb)
RFCI
RFC Indicator 
RFCS
RFC Set

SCR
Source Controlled Rate, synonym for DTX

SIP-I 
SIP with encapsulated ISUP (variant of ISUP)
SMpSDU
Support Mode for Predefined SDU sizes

TC
Transcoder 
TrFO
Transcoder Free Operation

UMTS_EVS
Name of the EVS Codec Type in CS Networks

Uu 

The radio interface between UTRAN and the User Equipment
WB-CMR
CMR for AMR-WB

WB-SID
SID for AMR-WB (and EVS AMR-WB IO)
End of 1rst Change
