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5.1.4
Configuration of Alarms

It shall be possible to configure the alarm actions, thresholds and severities through OS commands, according to the following requirements:

-
.

-
the operator shall be able to configure any threshold that determines the declaration or clearing of a fault.  If a series of thresholds are defined to generate alarms of various severities, then for each alarm severity the threshold values shall be configurable individually.

-
it shall be possible to modifythe severity of each alarm 
defined in the system, e.g. from major to critical. This capability should be implemented on the manager, however, in case it is implemented on the NE, the alarms forwarded by the NE to the OS and the alarms displayed on the local MMI must have the same severity.
**LT** If x.733 states that alarm at NE should not be configurable then is it worth allowing the above.
The NE shall confirm such alarm configuration commands and shall notify the results to the requesting system operator.



**LT** The last sentence of above paragraph is not covered in section 5.1.1 as stated in your note, so it should be retained.
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This is fault recovery configuration and not alarm configuration. In any case this cannot be a mandatory requirement, since in general the recovery is implementation dependent and not configurable 
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We prefer the X.733 concept: the “perceived severity” is defined by the NE and is not configurable from the OSs. If one of the OS receiving the alarms desires to give a different severity, it can do it internally, without affecting the severity perceived by the NE.  
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Let’s distinguish between command confirmation and action results. 
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This is a repetition of 5.1.1.
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