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5.1.2
Measurement administration

(Performance) measurement administration functions allow the system operator , using functions of the EM, to determine measurement data collection in the network and forwarding of the results to one or more OS(s).

A (performance) measurement concept covers:

1)
measurement data collection requirements:

-
Measurement types. Corresponds to the measurements as defined in annex C, i.e. measurement types specified in this TS, defined by other standards bodies, or manufacturer defined measurement types;

-
Measured network resources. The resource(s) to which the measurement types shall be applied have to be specified, e.g. one or more NodeB(s);

-
Measurement recording, consisting of periods of time at which the NE is collecting (that is, making available in the NE) measurement data.

2)
measurement reporting requirements:

-
the measurement related information to be reported has to be specified as part of the measurement. The frequency at which scheduled result reports shall be generated has to be defined.

3)
measurement result transfer requirements:

-
measurement results can be transferred from the NE to the EM according to the measurement parameters, and/or they are stored locally in the NE and can be retrieved when required;

-
measurement results can be stored in the network (NEs or EM) for retrieval by the NM when required.

A (performance) measurement job, covers the measurement data collection and measurement reporting requirements, as described in points 1 and 2 above. It is up to the implementation whether requirements for the result transfer or the local storage of results are specified within the measurement job, particularly since the use of standard protocols, such as FTP, is foreseen. 

A measurement job can be created, modified, displayed or deleted by the EM. In addition, measurement job activities in the NE can be suspended and resumed on request of the EM.

The system operator shall specify the required measurement parameters upon initiation of a measurement job. These parameters consist of, among others, recording schedule, granularity, and measurement type(s).

5.2
Measurement jobs

When defining a measurement job, the following aspects have to be considered:

5.2.1
Measurement job characteristics

5.2.1.1
Measurement types

Every measurement job consists of one or more measurement types (as defined in annex C), for which it collects measurement data. The measurement type(s) contained in a job may apply to one or more network resources of the same type, e.g. a measurement job may be related to one or several NodeB(s). A measurement job will only produce results for the measurement type(s) it contains.

5.2.1.2
Measurement schedule

The measurement schedule specifies the time frames during which the measurement job will be active. The measurement job is active as soon as the starttime - if supplied in the schedule - is reached. The system shall support a job starttime of up to at least 30 days from the job creation date. If no starttime is provided, the measurement job shall become active
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Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".
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