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	First modification


4.3.8
UtranCellFDD
4.3.8.1
Definition

This IOC represents a FDD radio cell controlled by an RNC. For more information about radio cells, see 3GPP TS 23.002 [15]. 

4.3.8.2
Attributes

	Attribute name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	uarfcnUl
	O
	M
	M
	-
	M

	uarfcnDl
	O
	M
	M
	-
	M

	primaryScramblingCode
	O
	M
	M
	-
	M

	primaryCpichPower
	O
	M
	M
	-
	M

	primarySchPower
	O
	M
	M
	-
	M

	secondarySchPower
	O
	M
	M
	-
	M

	bchPower
	O
	M
	M
	-
	M

	aichPower
	O
	M
	-
	-
	M

	qqualMin
	CO
	M
	-
	-
	M

	cellCapabilityContainerFDD
	CO
	M
	-
	-
	M

	txDiversityIndicator
	CO
	M
	-
	-
	M

	temporaryOffset1
	CO
	M
	-
	-
	M

	temporaryOffset2
	CO
	M
	-
	-
	M

	sttdSupportIndicator
	CO
	M
	-
	-
	M

	closedLoopMode1SupportIndicator
	CO
	M
	-
	-
	M


4.3.8.3
Attribute constraints

	Name
	Definition

	aichPower CM support qualifier
	The attribute aichPower is not supported by vendor specific extension mechanisms.

	qqualMin, cellCapabilityContainerFDD, txDiversityIndicator temporaryOffset1, temporaryOffset2, sttdSupportIndicator and closedLoopMode1SupportIndicator CO support qualifier
	Itf-p2p is supported.


4.3.8.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.
4.3.9
UtranCellTDD
4.3.9.1
Definition

This IOC is an abstract class representing the common properties of TDD high chip rate (hcr) and TDD low chip rate (lcr) radio cells controlled by an RNC. For more information about radio cells, see 3GPP TS 23.002 [15]. 

4.3.9.2
Attributes

	Attribute name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	uarfcn
	O
	M
	M
	-
	M

	cellParameterId
	O
	M
	M
	-
	M

	primaryCcpchPower
	O
	M
	M
	-
	M

	cellCapabilityContainerTDD
	CO
	M
	-
	-
	M

	sctdIndicator
	CO
	M
	-
	-
	M

	dpchConstantValue
	CO
	M
	-
	-
	M


4.3.9.3
Attribute constraints

	Name
	Definition

	cellCapabilityContainerTDD, sctdIndicator and dpchConstantValue CO support qualifier
	Itf-p2p is supported.


4.3.9.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.
4.3.10
UtranCellTDDLcr
4.3.10.1
Definition

This IOC represents a TDD low chip rate (lcr) radio cell controlled by an RNC. For more information about radio cells, see 3GPP TS 23.002 [15]. 

4.3.10.2
Attributes

	Attribute name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	uarfcnLCRList
	O
	M
	M
	-
	M

	fpachPower
	O
	M
	O
	-
	M

	dwPchPower
	O
	M
	M
	-
	M

	tstdIndicator
	CO
	M
	-
	-
	M

	timeSlotLcrList
	O
	M
	M
	-
	M


4.3.10.3
Attribute Constraints

	Name
	Definition

	tstdIndicator CO support qualifier
	Itf-p2p is supported.


4.3.10.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.
4.3.11
UtranCellTDDHcr
4.3.11.1
Definition

This IOC represents a TDD high chip rate (hcr) radio cell controlled by an RNC. For more information about radio cells, see 3GPP TS 23.002 [15]. 

4.3.11.2
Attributes

	Attribute name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	schPower
	O
	M
	M
	-
	M

	temporaryOffset1
	CO
	M
	-
	-
	M

	syncCase
	CO
	M
	-
	-
	M

	timeSlotForSch
	CO
	M
	-
	-
	M

	schTimeSlot
	CO
	M
	-
	-
	M

	timeSlotHcrList
	O
	M
	M
	-
	M


4.3.11.3
Attribute constraints

	Name
	Definition

	temporaryOffset1, syncCase, timeSlotForSch and schTimeSlot CO support qualifier
	Itf-p2p is supported.


4.3.11.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.
4.3.12
ExternalUtranCellFDD
4.3.12.1
Definition

This IOC represents a FDD radio cell controlled by another IRP agent. For more information about radio cells, see 3GPP TS 23.002 [15]. 

4.3.12.2
Attributes

	Attribute name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	uarfcnUl
	O
	M
	M
	-
	M

	uarfcnDl
	O
	M
	M
	-
	M

	primaryScramblingCode
	O
	M
	M
	-
	M

	primaryCpichPower
	O
	M
	M
	-
	M

	qqualMin
	CO
	M
	-
	-
	M

	cellCapabilityContainerFDD
	CO
	M
	-
	-
	M

	txDiversityIndicator
	CO
	M
	-
	-
	M

	temporaryOffset1
	CO
	M
	-
	-
	M

	temporaryOffset2
	CO
	M
	-
	-
	M

	sttdSupportIndicator
	CO
	M
	-
	-
	M

	closedLoopMode1SupportIndicator
	CO
	M
	-
	-
	M


4.3.12.3
Attribute constraints

	Name
	Definition

	qqualMin, cellCapabilityContainerFDD, txDiversityIndicator, temporaryOffset1, temporaryOffset2, sttdSupportIndicator and closedLoopMode1SupportIndicator CO support qualifier
	Itf-p2p is supported.


4.3.12.4
Notifications

The common configuration notifications defined in subclause 4.5.2 are valid for this IOC, without exceptions or additions.
4.3.13
ExternalUtranCellTDD
4.3.13.1
Definition

This IOC is an abstract class representing the common properties of TDD high chip rate (hcr) and TDD low chip rate (lcr) radio cells controlled by another IRP agent. For more information about radio cells, see 3GPP TS 23.002 [15]. 

4.3.13.2
Attributes

	Attribute name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	uarfcn
	O
	M
	M
	-
	M

	cellParameterId
	O
	M
	M
	-
	M

	primaryCcpchPower
	O
	O
	O
	-
	M

	cellCapabilityContainerTDD
	CO
	M
	-
	-
	M

	sctdIndicator
	CO
	M
	-
	-
	M

	dpchConstantValue
	CO
	M
	-
	-
	M


4.3.13.3
Attribute constraints

	Name
	Definition

	cellCapabilityContainerTDD, sctdIndicator and dpchConstantValue CO support qualifier
	Itf-p2p is supported.


4.3.13.4
Notifications

The common configuration notifications defined in subclause 4.5.2 are valid for this IOC, without exceptions or additions.
4.3.14
ExternalUtranCellTDDHcr
4.3.14.1
Definition

This IOC represents a TDD high chip rate (hcr) radio cell controlled by another IRPagent. For more information about radio cells, see 3GPP TS 23.002 [15]. 

4.3.14.2
Attributes

	Attribute name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	temporaryOffset1
	CO
	M
	-
	-
	M

	syncCase
	CO
	M
	-
	-
	M

	timeSlotForSch
	CO
	M
	-
	-
	M

	schTimeSlot
	CO
	M
	-
	-
	M

	timeSlotHcrList
	O
	M
	-
	-
	M


4.3.14.3
Attribute constraints

	Name
	Definition

	temporaryOffset1, syncCase, timeSlotForSch and schTimeSlot CO support qualifier
	Itf-p2p is supported.


4.3.14.4
Notifications

The common configuration notifications defined in subclause 4.5.2 are valid for this IOC, without exceptions or additions.
4.3.15
ExternalUtranCellTDDLcr
4.3.15.1
Definition

This IOC represents a TDD low chip rate (lcr) radio cell controlled by another IRPAgent. For more information about radio cells, see 3GPP TS 23.002 [15]. 

4.3.15.2
Attributes

	Attribute name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	tstdIndicator
	CO
	M
	-
	-
	M

	timeSlotLcrList
	O
	M
	-
	-
	M


4.3.15.3
Attribute constraints

	Name
	Definition

	tstdIndicator CO support qualifier
	Itf-p2p is supported.


4.3.15.4
Notifications

The common configuration notifications defined in subclause 4.5.2 are valid for this IOC, without exceptions or additions.
	End of modifications
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