3GPP TSG SA WG5 (Telecom Management) Meeting #101
S5-153303
25-29 May 2015, Ljubljana(Slovenia)
revision of S5-153131
Source:
KDDI
Title:
pCR TR32.842 modification of potential requirements for mixed network management
Document for:
Approval

Agenda Item:
6.5.3
1
Decision/action requested

Discuss and approve on the text proposal..
2
References

[1]
3GPP TR 32.842 Telecommunication management; Study on network management of virtualized networks.
3
Rationale

This contribution proposes a modification of existing potential requirement of [1].
NM inherently knows the network service configurations and connections between NEs. Thus this contribution clarify the role of NM in LCM event under the mixed network configuration.
4
Detailed proposal

	1st Modified Section


6.2.5 LCM requirements

REQ-NFVM_MN-LCM-CON-1 NM should be able to identify and inform relevant EM(s) about VNF lifecycle change.

REQ-NFVM_MN-LCM-CON-2 EM should support the following functionalities when it is informed of VNF lifecycle change:

· Determine configuration parameter(s) for its managed PNFs and VNFs if required, as a result of VNF lifecycle change event.
· Perform the adjustment when the determination is positive.
This requirement is applicable when the EM directly controls the VNF whose lifecycle changes.
REQ-NFVM_MN-LCM-CON-3 In the case when a VNF lifecycle change occurs, NM should be able to identify NEs connected to the VNF and EM(s) controlling the NEs, and instruct EM(s) to reconfigure the NEs accordingly. This requirement is applicable when the EM controlling the VNF whose lifecycle changes and the EM controlling the NEs whose operations can be influenced by the lifecycle change.
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