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1
Decision/action requested

Discuss and approve on the text proposal.
2
References

[REF-A]
TR 32.842 Telecommunication management; Study on network management of Virtualized Networks.
3
Rationale

Based on the use case of failure management when the alarm is generated by VNFC described in subclause 5.1.5 in TR 32.842 [REF-A], it is proposed to add the requirements on notification of fault information caused by the VNF and VNFC from VNF to VNFM (Ve-Vnfm-vnf).
4
Detailed proposal

It is proposed to make the following changes to TR 32.842 v121 [REF-A].
	1st proposed change


6.2.3 
FM requirements

REQ-NFVM_VN-FM-CON-1 EM should support the following FM capabilities: 
-
Processing the alarms caused by virtualized resource faults affecting the VNF instance(s).

-
The correlation of necessary alarms separated from VNF instance fault and relevant virtualized resource faults.

-
The reporting of VNF alarm with the virtualized resource fault information.

REQ-NFVM_VN-FM-CON-2 VNFM shall support the capability to provide virtual resource fault information with impacted VNF(s) identified to EM through Ve-Vnfm-em interface.
REQ-NFVM_VN-FM-CON-X VNF shall support the capability to provide fault information caused by VNF software failures and fault information of the corresponding VNF deployment on the virtualized infrastructure (e.g., configuration of the VNF, runtime communication of a VNFC with another VNFC) to the VNFM over the Ve-Vnfm-vnf reference point.
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