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Decision/action requested

Discuss and approve on the text proposal.
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Rationale

This contribution proposes the detailed procedure of removing MME VNF from the MME pool to support the operations required by the NFV lifecycle management [1].

The proposal is to include these use cases intoTR 32.842 [2].
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Detailed proposal
	1st Modified Section
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Potential solutions
7.3
Management procedures
7.3.y
Removing a MME VNF from the MME pool
This procedure shows how a MME VNF instance can be terminated, and removd from the MME pool.
1. NM requests EM to decommission MME services that are provided on the VNF to be terminated. 
2. EM gracefully decommissions MME VNF services, if MME VNF is providing services.
3. EM removes MME VNF from the MME pool if the MME VNF is in the MME pool by deleting the DN of the MME VNF from mMEPoolMemberList.
4. EM acknowledges the decommissioning of MME VNF services.

5. NM sends a request to NFVO to terminate a MME VNF (see step 1 in B.5 [2]).  
6. NFVO validates the request, terminate MME VNF instance, and release the virtualized resources (see steps 2 – 9 in B.5 [2]).
7. NFVO acknowledges the completion of the MME VNF termination to NM (see step 10 in B.5 [2]).
8. NM deletes <<IOC>> MMEFunction. 
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Figure7.3.y-1: Removing MME VNF from the MME pool procedure
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