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1
Decision/action requested

Discuss and approve on the text proposal.
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3
Rationale

This contribution proposes the detailed procedure of adding a MME VNF to the MME pool. 

The proposal is to include these use cases intoTR 32.842 [1].

4
Detailed proposal
	1st Modified Section


7
Potential solutions
7.3
Management procedures
7.3.x
Adding a MME VNF to the MME pool
This procedure shows how a MME VNF can be automatically instantiated, and added to the MME pool.
Note: The pre-condition is that the VNF package has been on-boarded.  





1.  NM sends a request to NFVO to instantiate a new MME (VNF) (see step 1, in clause B.3.1.2 [2]).
2. NFVO requests the VNFM to instantiate the MME (VNF) instance. As part of the internal NFV-MANO procedure, VIM processes requests to create and start the VM(s) and relevant networking resources (see step 2 - 12, in clause B.3.1.2, or steps 2 – 9 in Clause B.3.2.1 [2]).
3. VNFM sends a notification of successful MME VNF instantiation to EM (see step 13, in clause B.3.1.2 [2]).
4. EM works with NM to add the vMME to the MME pool by configuring the MME VNF with application specific parameters (see step 14, in clause B.3.1.2, or step 12 in clause B.3.2.1 [2])



5. VNFM sends an acknowledgement of successful MME VNF instantiation to NFVO (see step 15, in clause B.3.1.2 [2])
6 NFVO acknowledges the completion of the VNF instantiation to NM (see step 16 in clause B.3.1.2 [2]).
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Figure7.3.x-1: Adding MME VNF to the MME pool procedure
	End of Modified Section
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