3GPP TSG SA WG5 (Telecom Management) Meeting #103
S5-155267
12-16 October 2015, Vancouver (Canada)
revision of S5-155123
Source:
Huawei
Title:
pCR 32.278 High level Monitoring Event architecture
Document for:
Approval

Agenda Item:
8.4.6
1
Decision/action requested

Approve monitoring event architectural l for TS 32.278.
2
References

[1]
S5-155125, New TS Template for TS 32.278
[2]
3GPP TS 23.682 Architecture enhancements to facilitate communications with packet data networks and applications
3
Rationale

This contribution proposes the monitoring event architectural for TS 32.278 Monitoring Event Charging, which is referred from corresponding stage2 specification TS 23.682.
4
Detailed proposal

Propose to make following change to TS 32.278.
************************************Start of Change***********************************************
4.1
High level Monitoring Event architecture

Figure 4.1.1 shows the overall architecture for Service Capability Exposure which enables the 3GPP network to securely expose its services and capabilities provided by 3GPP network interfaces to external 3rd party service provider applications, which includes Monitoring Event functionality, as described in TS 23.682 [243].
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 Figure 4.1.1: 3GPP Architecture for Service Capability Exposure
For roaming case, the Interworking SCEF (IWK-SCEF) is optionally deployed and located in the VPLMN, as described in figure 4.1.2.
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Figure 4.1.2: 3GPP roaming Architecture for Service Capability Exposure
****************************************End of Change*****************************************
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