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Decision/action requested

Approval
2
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3
Rationale

Fill the tables 7.9.1 and 7.9.3
4
Detailed proposal

	1st modified section


Table 7.9.1

	Top OPE Recommendations Clause 4.9: Interactions between Home and Macro BTS
“DL interference mitigation”

“Fractional Frequency Reuse and Subframe Reuse”

	Relevant 3GPP specifications: 

TS 36.423, TR 36.921
	Support status

Partially supported

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	TS 36.423 specifes inter-eNB reporting that can be used for DL interference mitigation such as Relative Narrowband Tx Power. In particular, this signalling can be used in case when Fractional Frequency Reuse is uniformly applied by all eNBs for example according to Distributed Dynamic Frequency Partitioning as outlined in the TR 36.921
	None
	None
	Closed

	2
	In the interaction between Home and Macro BTS, there are elements explicitly referring to Fractional Subframe Reuse, such as ABS Pattern Information that can be used by the receiving side for DL interference mitigation
	None
	None
	Closed

	3
	In the interaction between Home and Macro BTS, there are no elements explicitly referring to Fractional Frequency Reuse in the DL
	None
	None
	Closed


	2nd modified section


Table 7.9.3

	Top OPE Recommendations Clause 4.9: Interactions between Home and Macro BTS
“UL interference mitigation”

“Fractional Frequency Reuse and Subframe Reuse”

	Relevant 3GPP specifications: 

TS 36.423, TR 36.921
	Support status

Partially supported

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	TS 36.423 specifes inter-eNB reporting that can be used for UL interference mitigation such as UL Interference Overload Indication, UL High Interference Indication. In particular, this signalling can be used in case when Fractional Frequency Reuse is uniformly applied by all eNBs for example according to Distributed Dynamic Frequency Partitioning as outlined in the TR 36.921 
	None
	None
	Closed

	2
	In the interaction between Home and Macro BTS, there are no elements referring to Fractional Subframe Reuse in the UL
	None
	None
	Closed

	3
	In the interaction between Home and Macro BTS, there are no elements explicitly referring to Fractional Frequency Reuse in the UL
	None
	None
	Closed


	End of modified sections


