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1
Decision/action requested

Discuss and approve the text proposal.
2
References

[1]
Draft TS 28.500 Management concept, architecture and requirements for mobile networks that include virtualized network functions v030
[2]
Draft TS 28.510 Configuration Management (CM) for mobile networks that include virtualized network functions Requirements v0.2.0
[3]
Draft TS 28.515 Fault Management (FM) for mobile networks that include virtualized network functions Requirements v0.2.0

[4]
Draft TS 28.520 Performance Management (PM) for mobile networks that include virtualized network functions Requirements v0.2.0
[5]
Draft TS 28.525 Life Cycle Management (LCM) for mobile networks that include virtualized network functions Requirements v0.2.0
3
Rationale

There is an open action point to define naming conventions for requirement tags consistent for all new NFV specifications ([1] ~ [5]) in 3GPP SA5.
Therefore, it is proposed to define naming conventions for requirement tags consistent for all new NFV specifications as below table.

	
	TS 28.500
	Functional area specific specifications (TS 28.510/515/520/525)

	Business level requirement tags
	5.1.1
General requirements

REQ-MAMO_CON-1
REQ-MAMO_CON-2
REQ-MAMO_CON-3
……
5.1.2
FM requirements

REQ-MAMO_FM-CON-1
REQ-MAMO_FM-CON-2
……
5.1.3
CM requirements

REQ-MAMO-CM-CON-1
REQ-MAMO-CM-CON-2
……
5.1.4
PM requirements

REQ-MAMO_PM-CON-1
REQ-MAMO_PM-CON-2
……
5.1.5
LCM requirements

REQ-MAMO_LCM-CON-1

REQ-MAMO_LCM-CON-2

……
NOTE: 
In TS 28.500 v030 [1], it is used dash style "-" between MANO and CON as"REQ-MAMO-CON" instead of underscore style "_" as "REQ-MAMO_CON". 
The existing dash style between MANO and CON should be changed to the proposed underscore style.

	Using TS 28.515 [3] as a concrete example:

5.1
Requirements

REQ-MAMO_FM-CON-1

REQ-MAMO_FM-CON-2

REQ-MAMO_FM-CON-3
……
Other functional area specific specifications (TS 28.510/520/525) should use the same naming convention as used in TS 28.515. For example, for TS 28.510, using:

REQ-MAMO_CM-CON-1

REQ-MAMO_CM-CON-2

……



	Specification level requirement tags
	N/A (Not to be defined)
	Using TS 28.515 as a concrete example:

6.1.1
Requirements for Itf-N
REQ-NFV_FM_Itf-N-FUN-1

REQ-NFV_FM_Itf-N-FUN-2

……
6.1.2
Requirements for Os-Ma-nfvo
REQ-NFV_FM_Os-Ma-nfvo-FUN-1
REQ-NFV_FM_Os-Ma-nfvo-FUN-2

……
6.1.3
Requirements for Ve-Vnfm-em
REQ-NFV_FM_Ve-Vnfm-em-FUN-1
REQ-NFV_FM_Ve-Vnfm-em-FUN-2

……
6.1.4
Requirements for Ve-Vnfm-vnf
REQ-NFV_FM_Ve-Vnfm-vnf-FUN-1
REQ-NFV_FM_Ve-Vnfm-vnf-FUN-2
……

Other functional area specific specifications (TS 28.510/520/525) should use the same naming convention as used in TS 28.515.
For example, for TS 28.525, using:

REQ-NFV_LCM_Itf-N-FUN-1

REQ-NFV_LCM_Itf-N-FUN-2

……
for Requirements for Itf-N.



4
Detailed proposal

It is proposed that

1. The group discuss the proposal above and make a decision.
2. If the proposal is agreed by the group, the requirement tags of all (NFV FM/CM/LCM/PM/Concept) new NFV specifications should be checked and changed if necessary by Rapporteurs to keep the tags consistent.
