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1
Decision/action requested

In this box give a very clear / short /concise statement of what is wanted.
2
References

[103]
3GPP TS 23.002: "Network Architecture".
[109]

3GPP TS 23.218: "IP Multimedia (IM) session handling; IM call model; Stage 2".

[106]
3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".

[404]

IETF RFC 3261 (June 2002): "SIP: Session Initiation Protocol".

Note: Reference numbering taken from TR 32.850 or proposed for TR 32.850

3
Rationale

It is proposed to change Section 2 as follows to align with the main text in the document. 
4
Detailed proposal

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.240: "Telecommunication management; Charging management; Charging Architecture and Principles".

[2] - [9]
Void.

[10]
3GPP TS 32.250: "Telecommunication management; Charging management; Circuit Switched (CS) domain charging".


 [11] - [19]
Void.
[20]
3GPP TS 32.260: "Telecommunication management; Charging management; IP Multimedia Subsystem (IMS) charging".

[21] - [29]
Void.
[30]
3GPP TS 32.270: "Telecommunication management; Charging management; Multimedia Messaging Service (MMS) charging".

[31] - [34]
Void



[35]
3GPP TS 32.275: "Telecommunication management; Charging management; MultiMedia Telephony (MMTel) charging".

[36] - [99]
Void.













[100]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[101]
Void
[102]
3GPP TS 22.115: "Service aspects; Charging and billing".

[103]
3GPP TS 23.002: "Network Architecture".

[104] – [105]

Void
[106]
3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".

[107]
3GPP TS 23.228: "IP multimedia subsystem; Stage 2".
[108]
3GPP TS 22.173: "IP Multimedia Core Network Subsystem (IMS) Multimedia Telephony Service and supplementary services; Stage 1"
[109] - [207]
Void.






[208]
3GPP TS 23.218: "IP Multimedia (IM) session handling; IM call model; Stage 2".
[209] - [217]

Void.





[218]
3GPP TS 24.237: "IP Multimedia (IM) Core Network (CN) subsystem IP Multimedia Subsystem (IMS) service continuity; Stage 3".

[219] - [300]
Void.



[301] - [399]
Void.
[400] - [403]
Void.



[403]
IETF RFC 7315 (July 2014): "Private Header (P-Header) Extensions to the Session Initiation Protocol (SIP) for the 3rd-Generation Partnership Project (3GPP)".

[404]
IETF RFC 3261 (June 2002): "SIP: Session Initiation Protocol".

[405]
IETF RFC 4282: "The Network Access Identifier".

[406] – [411]
Void





[412]
IETF RFC 7092 (December 2013): "A Taxonomy of Session Initiation Protocol (SIP) Back-to-Back User Agents
[413]
IETF RFC 7315 (2014): "Private Header (P-Header) Extensions to the Session Initiation Protocol (SIP) for the 3rd-Generation Partnership Project (3GPP)".
[414] - [499]
Void.

[500] - [599]
Void.

 




[600] - [699]
Void.




