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6.5.1.2
1
Decision/action requested

The group is asked to discuss and agree on the use case.
2
References
[REF-A]
TS 28.510 “Telecommunication management; Life Cycle Management (FM) for mobile networks that include virtualized network functions; Requirements”. 
3
Rationale

There are configuration parameters about VNF instances that will be relevant to 3GPP management systems to fulfil the configuration management procedures and resource models. Information needs to be possible for the 3GPP management entities to be acquired.

The proposed contribution describes a use cases showcasing the query of configuration information of a VNF instance and derive relevant business and specification level requirements.
4
Detailed proposal

It is proposed to make the following changes to TS 28.510 [REF-A].
	1st modified section


5.1
Requirements

REQ-MAMO-CM-CON-1 EM shall be able to perform necessary virtualized network function configuration due to the VNF lifecycle management from VNFM:

-
Add the VNF as managed node after VNF instantiation.

-
Remove the VNF from managed nodes after VNF termination.

-
Configure the VNF after some VNF LCM operations (i.e., instantiation).
-
Re-configure the VNF after some VNF LCM operations (e.g., scaling, update/upgrade, etc.).
REQ-NFV_CM-CON-2
3GPP management system shall have a capability to create MO(s) corresponding to a VNF instance.
REQ-NFV_CM-CON-3
3GPP management system shall have a capability to configure the MO(s) corresponding to a VNF instance.

REQ-NFV_CM-CON-a
The EM shall have a capability to query  information held by the VNFM about a VNF instance.
	2nd modified section


6.1.3
Requirements for Ve-Vnfm-em

REQ-NFV_CM_Ve-Vnfm-em-FUN-a
The Ve-Vnfm-em reference point shall support a capability allowing EM to retrieve from VNFM, information about a VNF instance, including VNFC instances and the configured virtual resources supporting the subject VNF instance.
Editor’s Note: the details of the information about a VNF instance, VNFC instances and configured virtualised resources will be revisited once the “resource model” of VNF is clarified.
	3rd modified section


6.4.x
Retrieve VNF instance information from VNFM by EM
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To retrieve by EM from VNFM, information of a subject VNF instance.
	

	Actors and Roles
	EM queries the VNF instance information. 
	

	Telecom resources
	EM.

VNFM.

VNF.
	

	Assumptions
	N/A
	

	Pre-conditions
	N/A
	

	Begins when 
	EM determines to retrieve certain information about the subject VNF instance.
	

	Step 1 (M)
	EM sends a request to VNFM over the Ve-Vnfm-em reference point querying certain information about the subject VNF instance.
	

	
	
	

	Step 2 (M)
	VNFM sends to EM over the Ve-Vnfm-em reference point the information requested about the subject VNF instance.
	

	Ends when
	Ends when all steps identified above are completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	EM has the information about the subject VNF instance.
	

	Traceability
	REQ-NFV_CM-CON-a, REQ-NFV_CM_Ve-Vnfm-em-FUN-a
	


	End of modified sections


