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1
Decision/action requested

Agree to add the specification level use case of updating performance threshold value(s) of 3GPP defined performance measurements for virtualized NE.
2
References

[1]
S5-155147 Discussion paper on performance threshold monitor in virtualized network
[2]
3GPP draft TS 28.520 v0.2.0 Telecommunication management; Performance Management (PM) for mobile networks that include virtualized network functions; Requirements
[3]
3GPP TS 32.412 Performance Management (PM) Integration Reference Point (IRP): Information Service (IS)
3
Rationale

As mentioned in S5-155147 which was discussed in SA5#103 meeting,  if the performance monitor thresholds are not updated after the VNF is scaled, the performance alarms generated on the basis of the old thresholds can’t indicate the real performance correctly. To avoid this problem, the threshold of the monitored performance should be updated according to the maximum processiong capability, so it is proposed to add the related use case.

4
Detailed proposal

	First change


6.4.x
Updating the threshold values of 3GPP defined performance measurements for virtualized NE
	Use Case
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To update the threshold value(s) of 3GPP defined performance measurements for virtualized NE.
	

	Actors and Roles
	IRPManager

	

	Telecom resources
	IRPManager, IRPAgent
	

	Assumptions
	The Threshold Monitor[3] is available for the virtualized NE.
	

	Pre-conditions
	
	

	Begins when 
	IRPManager decides to update the threshold value(s) of 3GPP defined performance measurements for virtualized NE (e.g. when it is needed after scaling).
	

	Step 1 (M)
	IRPManager determines the new threshold value(s) of the 3GPP defined performance measurements for the virtualized NE.
	

	Step 2 (M)
	IRPManager sends the new threshold value(s) of the 3GPP defined performance measurements for the virtualized NE to IRPAgent.
	

	Step 3 (M)
	IRPAgent uses the new threshold value(s) to monitor the corresponding 3GPP defined performance measurements of the virtualized NE.
	

	Ends when (*)
	Ends when all steps identified above are completed or when an exception occurs.
	

	Exceptions
	
	

	Post-conditions
	The new threshold value(s) is(are) used to monitor the corresponding 3GPP defined performance measurements for the virtualized NE.
	

	Traceability (*)
	Editor’s note: the reference to the related requirement will be added after the requirements are stable.
	


	End of change


