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1	Decision/action requested
The group is asked to discuss and agree on the requirements.
2	References
[1]	Draft TS 28.525 Life Cycle Management (LCM) for mobile networks that include virtualized network functions Requirements v0.2.0

3	Rationale
It is discussed in ETSI IFA that NM could indicate NFVO to use existing VNF instance for a new NS instantiation. In order to choose and designate a proper existing VNF instance, NM needs to know the information of exsting VNF instances, e.g. which NS instance a VNF instance is serving, identifier of a VNF instance, etc. And this information could be reported back to NM after instantiation of a NS instance. 
4	Detailed proposal
[bookmark: _Toc436962476]It is proposed to make the following changes to draft TS 28.525 [1].
	[bookmark: _Toc384916784][bookmark: _Toc384916783]1st proposed change


6.1.2	Requirements for Os-Ma-nfvo
REQ-NFV_LCM_Os-Ma-nfvo-FUN-1	The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS instantiation request based on on-boarded NSD.
REQ-NFV_LCM_Os-Ma-nfvo-FUN-2	The Os-Ma-nfvo reference point shall have the capability allowing NM to send NS instantiation request using existing VNF instances.
REQ-NFV_LCM_Os-Ma-nfvo-FUN-x	The Os-Ma-nfvo reference point shall have the capability allowing NFVO to send information about VNF instances that constitute a NS.
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