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1
Decision/action requested

Add this use case to TR 28.801
2
References

 [1]
Draft TR 28.801: "Study on management and orchestration of network slicing for next generation network v0.1.0".
[2]
Draft TR 23.799 Study on Architecture for Next Generation System v0.7.0

3
Rationale

This contribution proposes the management use case for creating a network slice where multiple network slices share some common control plane functions as described in TR 23.799 [2] Figure 6.1.1.1-1 and the group B below. 
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Figure 6.1.1.1-1: Control plane interfaces for network slicing with common and slice specific functions
-
Group B assumes that some Network Functions are common between the network slices, while other functions reside in its individual network slices.
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Figure D-2: Group B-




4
Detailed proposal

It is proposed to add the following use case to the TR 28.801 [1].  

	Start of changes


4
Use Cases for Management and Orchestration of Network Slicing

4.X
Terminating a network slice instance with common and slice specific CN network functions

4.X.1
Pre-conditions
A network slice instance is in service.    
4.X.2
Description 
Operator terminates an existing network slice instance. If the network slice instance to be terminated depends on common/shared network functions which are used by multiple network slice instances, only the network slice specific network functions may be terminated.  
4.X.3
Post-conditions
A network slice instance is terminated by the operator.  

	End of changes
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