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1
Decision/action requested

The group is asked to discuss and approve the contribution.
2
References

[1]
3GPP TR 23.799: "Study on architecture for next generation system v1.2.0".
[2]
3GPP TR 28.801: "Study on management and orchestration of network slicing for next generation network v0.3.0".
3
Rationale

SA2 TR 23.799 [1] concludes agreements on the key issue of network slicing. This contribution discusses possible influences of some agreements on network slice management within SA5 scope. Some requirements for network slice lifecycle management are proposed to be approved. 
4
Discussion

Some agreements that may have influences on network slice management are listed as follow. Then possible management support are analysed. 
……………………………..……………….Extract from TR 23.799 start…………………….………………….……….
#Agreement 1#
The network slice is a complete logical network (providing Telecommunication Services and Network Capabilities) including AN and CN. Whether RAN is sliced is up to RAN WGs to determine:

a)
AN can be common to multiple network slices.
b)
Network slices may differ for features supported and Network Functions optimisations use cases.

c)
Networks may deploy multiple Network slice instances delivering exactly the same optimisations and features as per but dedicated to different groups of UEs, e.g. as they deliver a different committed service and/or because they may be dedicated to a customer.
…………………………………………..….Extract from TR 23.799 end…………………..……………………….…….
Possible management support corresponding to the above agreements: 

· Networks may deploy multiple Network slice instances delivering exactly the same optimisations and features. Therefore, there might be several network slice instances with identical features. For management purpose, an identifier is required for identifying a network slice instance uniquely within a PLMN. 
5
Detailed proposal

It is proposed to make the following changes to TR 28.801 [2].

	Start of changes


6.3
Requirements for network slice lifecycle management

REQ-NSL_LCM-CON-1
The network slice management function shall be able to create a network slice instance which includes CN part and RAN part.

REQ-NSM_LCM-CON-2
The operator shall be able to create network slice instances which may contain some functions that are common to multiple network slice instances and some that are specific to a network slice instance.

REQ-NSM_LCM-CON-3
The network slice management function shall be able to support the following capabilities when creating a new network slice instance with common and slice specific CN functions and shared AN:
· Creation of new common CN network functions.
· Creation of new slice specific CN network functions.
· Creation of new shared AN.
REQ-NSM_LCM-CON-4
The operator shall be able to modify a network slice instance
REQ-NSM_LCM-CON-5
The network slice management function shall be able to support the following capabilities for modifying a network slice instance:
· Update an existing CN network function.

· Add a new CN network function into the network slice instance.

· Take out a CN function from the network slice instance.

REQ-NSM_LCM-CON-6
The operator shall be able to manage the network slice instance lifecycle.

REQ-NSM_LCM-CON-7
The network slice management function shall be able to support the following capabilities:

· Creation of network slice instances.

· Activation of network slice instances.

· Modification of network slice instances.

· Deactivation of network slice instances.
· Termination of network slice instances.

REQ-NSM_LCM-CON-8
The operator shall be able to terminate a network slice instance.

REQ-NSM_LCM-CON-9 The network slice management function should be able to support the following capability when terminating a network slice instance for slice specific CN functions:
· Termination of the CN network function which is not in use any longer
· Take out the specific CN function from the slice instance.
REQ-NSM_LCM-CON-X The network slice management function shall be able to allocate an identifier for uniquely identifying a network slice instance within a PLMN. 
	End of changes


