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	Reason for change:
	Secondary RAT Usage Report can be received by SGW and PGW from Radio network and the report is divided per bearer. Currently this AVP is placed under PS-information AVP without bearer-ID included. The purpose of these reports is for operator to use them for charging post-processing or analysis of ‘Secondary RAT’ usage. The information shall be available for operators no matter which charging model is in use, bearer-level, or IP-CAN level.

	
	

	Summary of change:
	Add Charging-ID to the existing information structure so that the SGW or PGW can map the reports to corresponding CDR based on the received Bearer-ID within the report. This is only needed when charging for IP-CAN session is active.

	
	

	Consequences if not approved:
	The usage for secondary RAT cannot be correctly reported in Rf records, or it cannot be correlated with the corresponding bearer, especially when IP-CAN session level charging is active.
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7.2.160Db
RAN-Secondary-RAT-Usage-Report AVP
The RAN-Secondary-RAT-Usage-Report AVP (AVP code 1302) is of type Grouped. This contains the volume count as reported by the RAN for the secondary RAT (separated for uplink and downlink) for the bearer including the time of the report. The 3GPP-Charging-Id AVP for the IP-CAN bearer is included when charging per IP-CAN session is active.
It has the following ABNF grammar:

RAN-Secondary-RAT-Usage-Report :: = 
  < AVP Header: 1302>

   [Secondary-RAT-Type ]

   [ RAN-Start-Timestamp ]

   [ RAN-End-Timestamp ]

   [ Accounting-Input-Octets ]

   [ Accounting-Output-Octets ]
   [ 3GPP-Charging-Id ]
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