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1
Decision/action requested

The group is asked to approve this contribution
2
References

[1]
TS 28.540
3
Rationale

The draft TS contains many abbrevations that are not included in the list of abbreviations. 
This pCR proposes to include the missing abbreviations in this list. 

4
Detailed proposal

First change
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

5GC
5G Core network

5GS
5G System
AMF
Access and Mobility Management FunctionEN-DC
E-UTRA-NR Dual Connectivity
EN-DC
E-UTRA-NR Dual Connectivity

MR-DC
Multi-RAT Dual Connectivity

NG-RAN
NG Radio Access Network
NR
New Radio
PCF
Policy Controle Function
UDM
Unified Data Management
UDR
Unified Data Repository

UDSF
Unstructured Data Storage Function
Next change
5

Requirements

5.2
Requirements for management of MR-DC
The following specific requirements apply to MR-DC management, including management of NR in EN-DC and other MR-DC operations.
REQ-MRDC_NRM-CON-001: The NRM definitions shall support management of NR node in EN-DC operation (en-gNB).
REQ-MRDC_NRM-CON-002: The NRM definitions shall support management of en-gNB with different user plane connectivity options defined in 3GPP TS 37.340 [5].

REQ-MRDC_NRM-CON-003: The NRM definitions shall support management of NG-RAN nodes in NGEN-DC operation.
REQ-MRDC_NRM-CON-004: The NRM definitions shall support management different user plane connectivity options in NGEN-DC operation defined in 3GPP TS 37.340 [5].

REQ-MRDC_NRM-CON-005: The NRM definitions shall support management of NG-RAN nodes in EN-DC operation.
REQ-MRDC_NRM-CON-006: The NRM definitions shall support management different user plane connectivity options in NE-DC operation defined in 3GPP TS 37.340 [5].
End of changes
