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Change in Clause 5.1

5.1
Information Object Classes

5.1.1
smlcFunction

smlcFunction MANAGED OBJECT CLASS

DERIVED FROM


“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY


smlcFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 1};

5.1.2
gmlcFunction

gmlcFunction MANAGED OBJECT CLASS

DERIVED FROM


“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY


gmlcFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 2};

5.1.3
scfFunction

scfFunction MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY



scfFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 3};

5.1.4
srfFunction

srfFunction MANAGED OBJECT CLASS

DERIVED FROM


“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY


scfFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 4};

5.1.5
cbcFunction

cbcFunction MANAGED OBJECT CLASS

DERIVED FROM


“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY


cbcFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 5};

5.1.6
cgfFunction

cgfFunction MANAGED OBJECT CLASS

DERIVED FROM


“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY


cgfFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 6};

5.1.7
mgwFunction

mgwFunction MANAGED OBJECT CLASS

DERIVED FROM


“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY


mgwFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 7};

5.1.8
gmscFunction

gmscFunction MANAGED OBJECT CLASS

DERIVED FROM


“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY
      gmscFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 8};

5.1.9
iwfFunction

iwfFunction MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY


iwfFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 9};

5.1.10
mnpSrfFunction

mnpSrfFunction MANAGED OBJECT CLASS

DERIVED FROM


“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY


mnpSrfFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 10};

5.1.11
npdbFunction

npdbFunction MANAGED OBJECT CLASS

DERIVED FROM


“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY


npdbFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 11};

5.1.12
rSgwFunction

rSgwFunction MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY



rSgwFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 12};

5.1.13
ssfFunction

ssfFunction MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY



ssfFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 13};

5.1.14
bsFunction

bsFunction MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY



bsFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 14};

5.1.15
aucFunction

aucFunction MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”:  managedFunction;


CHARACTERIZED BY



aucFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 15};

5.1.16
bgFunction

bgFunction MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY



bgFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 16};

5.1.17
eirFunction

eirFunction MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY



eirFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 17};

5.1.18
ggsnFunction

ggsnFunction MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY



ggsnFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 18};

5.1.19
hlrFunction

hlrFunction MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY



hlrFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 19};

5.1.20
mscServerFunction

mscFunction MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY



mscServerFunctionBasicPackage,



mscServerFunctionAssociationPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 20};

5.1.21
sgsnFunction

sgsnFunction MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY



sgsnFunctionBasicPackage,



sgsnFunctionAssociationPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 21};

5.1.22
smsGmscFunction

smsGmscFunction MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”:   managedFunction;


CHARACTERIZED BY



smsGmscFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 22};

5.1.23
smsIwmscFunction

smsIwmscFunction MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY



smsIwmscFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 23};

5.1.24
vlrFunction

vlrFunction MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY



vlrFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 24};

5.1.25
gbLink

gbLink MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY



gbLinkBasicPackage,



gbLinkAssociationPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 25};

5.1.26
aLink

aLink MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY



aLinkBasicPackage,



aLinkAssociationPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 26};

5.1.27
iucsLink

iucsLink MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY



iucsLinkBasicPackage,



iucsLinkAssociationPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 27};

5.1.28
iupsLink

iupsLink MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY



iupsLinkBasicPackage,



iupsLinkAssociationPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 28};

5.1.29
iubcLink

iubcLink MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY



iubcLinkBasicPackage,



iubcLinkAssociationPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 29};

5.1.30
csMgwFunction

csMgwFunction MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”: managedFunction;


CHARACTERIZED BY



csMgwFunctionBasicPackage,



csMgwFunctionAssociationPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 30};

5.1.31
GmscServerFunction

gmscServerFunction MANAGED OBJECT CLASS

DERIVED FROM



“3GPP TS 32.624 Release 5”:  managedFunction;


CHARACTERIZED BY



gmscServerFunctionBasicPackage;


CONDITIONAL PACKAGES

 

“3GPP TS 32. 111-4 Release 5”: x721AlarmNotificationsPackage PRESENT IF

 


"alarm otifications defined in Recommendation X.721

 


are supported by an instance of this class";
REGISTERED AS {ts32-634ObjectClass 31};

End of Change in Clause 5.1
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