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Change in Table 5.3.2
Table 5.3.2: Mapping for notifyThresholdMonitorObjectCreation
…

…

	eventTime
	One NV pair of filterable_body_fields
	M
	Name of NV pair is the EVENT_TIME of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is IRPTime. See corresponding table in Notification IRP: CORBA SS (3GPP TS 32.303 [5]).

	systemDN
	One NV pair of filterable_body_fields 
	M
	Name of NV pair is the SYSTEM_DN of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is a string. See corresponding table in Notification IRP: CORBA SS (3GPP TS 32.303 [5]).

	monitorId
	One NV pair of remaining body
	M
	Name of NV pair is the MONITOR_ID of module PMIRPNotifications::notifyThresholdMonitorObjectCreation.

Value of NV pair is MonitorId of module PMIRPConstDefs.

	monitorGranularityPeriod
	One NV pair of remaining body
	M
	Name of NV pair is the MONITOR_GRANULARITY_PERIOD of module PMIRPNotifications::notifyThresholdMonitorObjectCreation.

Value of NV pair is MonitorGranularityPeriod of module PMIRPConstDefs.

	
	
	
	


	
	
	
	


	
	
	
	


	
	
	
	


	thresholdMonitorStatus
	One NV pair of remaining body
	M
	Name of NV pair is the MONITOR_STATUS of module PMIRPNotifications::notifyThresholdMonitorObjectCreation.

Value of NV pair is MonitorStatus of module PMIRPConstDefs.


End of change in Table 5.3.2

Change in A.3
   A.3
IDL specification (file name "PMIRPNotifications.idl")
…
…

   /**

   * Constant definitions for the notifyThresholdMonitorObjectCreation notification

   */

   interface NotifyThresholdMonitorObjectCreation:

      NotificationIRPNotifications::Notify

   {

      const string EVENT_TYPE = "notifyThresholdMonitorObjectCreation";

      /**

      * This constant defines the name of the monitorId property,

      * which is transported in the filterable_body fields.

      * The data type for the value of this property

      * is PMIRPConstDefs::MonitorId.

      */

      const string MONITOR_ID = PMIRPConstDefs::AttributeNameValue::MONITOR_ID;

      /**

      * This constant defines the name of the monitorGranularityPeriod property,

      * which is transported in the filterable_body fields.

      * The data type for the value of this property

      * is PMIRPConstDefs::MonitorGranularityPeriod.

      */

      const string MONITOR_GRANULARITY_PERIOD =

         PMIRPConstDefs::AttributeNameValue::MONITOR_GRANULARITY_PERIOD;































      /**

      * This constant defines the name of the thresholdMonitorStatus property,

      * which is transported in the filterable_body fields.

      * The data type for the value of this property

      * is PMIRPConstDefs::MonitorStatus.

      */

      const string MONITOR_STATUS =

         PMIRPConstDefs::AttributeNameValue::MONITOR_STATUS;

   };

…
…

End of change in A.3
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