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3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:

[…]
Measurement family

[…]

The list of families currently used in the present document is as follows:

[…]
-
HHO (measurements related to Hard Handover).

-
HS (measurements related to High-Speed Downlink Packet Access)
 […]
	Next Modified Section


4.x
HSDPA mobility related measurements
4.x.1
Serving HS-DSCH cell change
4.x.1.1
Attempted serving HS-DSCH cell change
a) This measurement provides the number of attempted serving HS-DSCH cell change in target HS-DSCH cell.

b) CC.

c) Transmission of a RRC message PHYSICAL CHANNEL RECONFIGURATION, RADIO BEARER SETUP, RADIO BEARER RECONFIGURATION, RADIO BEARER RELEASE, or TRANSPORT CHANNEL RECONFIGURATION from the source RNC to the UE, also the target cell is different with source cell, indicating the attempt of serving HS-DSCH cell change (see TS 25.331 [4]).
d) A single integer value.
e) HS.AttCellChange

f) UtranCell.

g) Valid for packet switched traffic.

h) UMTS.
4.x.1.2
Successful serving HS-DSCH cell change
a) This measurement provides the number of successfully performed serving HS-DSCH cell change in target HS-DSCH cell.

b) CC.

c) Receipt of a RRC message PHYSICAL CHANNEL RECONFIGURATION COMPLETE, RADIO BEARER SETUP COMPLETE, RADIO BEARER RECONFIGURATION COMPLETE, RADIO BEARER RELEASE COMPLETE, or TRANSPORT CHANNEL RECONFIGURATION COMPLETE sent from the UE to the source RNC, also the target cell is different with source cell indicating a successful serving HS-DSCH cell change (see TS 25.331 [4]).
d) A single integer value.
e) HS.SuccCellChange

f) UtranCell.

g) Valid for packet switched traffic.

h) UMTS.
4.x.2
Measurements related to channel switch from FACH/DCH to HS-DSCH

4.x.2.1
Attempted channel switch from FACH/DCH to HS-DSCH

a) This measurement provides the number of attempted channel switch from release’99 FACH/DCH to HS-DSCH in the serving HS-DSCH cell.

b) CC.

c) Transmission by RNC of a NBAP message RADIO LINK SETUP REQUEST from RNC to NodeB (see TS 25.433 [7]).
d) A single integer value.
e) HS.AttFachDchToHs
f) UtranCell.

g) Valid for packet switched traffic.

h) UMTS.
4.x.2.2
Successful channel switch from FACH/DCH to HS-DSCH

a) This measurement provides the number of successfully channel switch from release’99 FACH/DCH to HS-DSCH in the serving HS-DSCH cell.

b) CC.

c) Receipt by RNC of a RRC message RADIO BEARER RECONFIGURATION COMPLETE from UE to RNC, with the condition that channel switches from FACH/DCH to HS-DSCH (see TS 25.331 [4]).
d) A single integer value.
e) HS.SuccFachDchToHs
f) UtranCell.

g) Valid for packet switched traffic.

h) UMTS.
4.x.3
Measurements related to channel switch from HS-DSCH to FACH/DCH 

4.x.3.1
Attempted channel switch from HS-DSCH to FACH/DCH

a) This measurement provides the number of attempted channel switch from HS-DSCH to release’99 FACH/DCH in the serving HS-DSCH cell.

b) CC.

c) Transmission by RNC of a NBAP message RADIO LINK SETUP REQUEST from RNC to NodeB (see TS 25.433 [7]).
d) A single integer value.
e) HS.AttHsToFachDch
f) UtranCell.

g) Valid for packet switched traffic.

h) UMTS.
4.x.3.2
Successful channel switch from HS-DSCH to FACH/DCH

a) This measurement provides the number of successfully channel switch from HS-DSCH to release’99 FACH/DCH in the serving HS-DSCH cell.

b) CC.

c) Receipt by RNC of a RRC message RADIO BEARER RECONFIGURATION COMPLETE from UE to RNC, with the condition that channel switches from HS-DSCH to FACH/DCH (see TS 25.331 [4]).
d) A single integer value.
e) HS.SuccHsToFachDch
f) UtranCell.

g) Valid for packet switched traffic.

h) UMTS.
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